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335-3-6-.42 Leaks from Petroleum Refinery Equipment.

335-3-6-.43 Graphic Arts.

335-3-6-.44 Petroleum L iquid Storage In External Floating Roof Tanks.

335-3-6-.45 Large Petroleum Dry Cleaners
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335-3-6-.51 Gasoline Digpensing Facilities- Stagell Control
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335-3-6-.01 Applicability.

(€]

(2

(3

(4)

(5)

The provisions of this Chapter shall apply to all sources of volatile organic compounds (VOC) in
accordance with schedules contained in Rule 335-3-6-.15 ex cept:

(a) sources in Jefferson County are not subject to the providons of Rules 335-3-6-.02 through 335-3-
6-.23 and only VOC sources in Jefferson County are subjectto the provisions of Rules 335-3-6-
.24 through 335-3-6-.52 of this chapter;

(b) sources with a potential VOC emission rate of less than 100 tons/year;

(c) sources used exclusively for chemical or physical analyds or determination of product quality and
commercial acceptance provided:

1. the operation of the sources isnot an integral part of the production process and
2. the emissions from sources do not exceed 363 kilograms (800 pounds) in any calendar
month.

Rules 335-3-6-.02 and 335-3-6-.03 shall not apply to sources which arelocated in any county with the
exception of M obile and which w ere built prior to January 30,1973.

In addition, the provisions of Rule 335-3-6-.03 shall apply to sources which are located in Mobile County
regardless of construction date and to sources located in all other counties which were congructed or
otherwise came into being after January 30, 1973 regardless of the exceptions provided in paragraph (1) of
this Rule.

The provisionsof Rule 335-3-3-6-.11(6) shall not apply to any sources except those located in Jefferson
County and those sources in the State w hich manufacture audio or video recording tape.

The provisionsof Rules 335-3-6-.17 through 335-3-6-.23, and Rule 335-3-6-.11(2), 335-3-6-.11(10), and
335-3-6-.11(11) shall not apply to any source except those located in Etowah, Jefferson, Mobile, and
Russell Counties.

Author: James W. Cooper and John E. Daniel
Statutory Authority: Codeof Alabama1975, Secs. 22-28-14, 22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.
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History: Effective date: January 18, 1972.
Amended: July 26, 1972; November 26, 1979; September 18, 1985; June 9, 1987.

Date Submitted Date Approved Federal
to EPA by EPA Register

Original Reg APR 19,1979 NOV 26, 1979 44 FR 67375

1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375

2nd Revision APR 01, 1981 OCT 29, 1981 46 FR 55810

3rd Revision SEP 23, 1985 DEC 19, 1986 51 FR 45470

4th Revision OCT 31,1989 MAR 19, 1990 55 FR 10062

5th Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.02 YOC Water Separation.

(1) No person shall use any compartment of any singleor multiple compartment VOC water separator which
receiveseffluent water contaning 1,000 gallons a day or more of any VOC from processing, refining,
treating, storing, or handling VOCs, unless such compartment isequipped with oneof the following vapor
loss control devices, properly installed, in good working order, and in operation:

(a) a container having all openings seded and totally enclosing the liquid contents. All gauging and
sampling devices shall be gas-tight, except when gauging or sampling is performed.

(b) a container equipped with afloating roof consiging of a pontoon type, double-deck type roof or
internal floating cover which shall rest on the surface of the contents and be equipped with a
closure sal or seals to dose the space between the roof edge and containing walls. All gauging or
sampling devices shall be gas-tight, except when gauging or sampling is performed.

(c) a container equipped with a vapor recovery system consisting of avapor gathering system capable
of collecting the VOC vapors and gases dispersed and avapor disposal system capable of
processing such V OC vapors and gases so as to prevent their emission into the atmosphere. All
container gauging and sam pling devices shall be gas-tight, except where gauging or sampling is
performed.

(d) a container having other equipment of equal efficiency for purposes of air pollution control as
may be approv ed by the Director.

Author: James W. Cooper and John E. Daniel

Statutory Authority: Codeof Alabama 1975, Secs. 22-28-14, 22-22A-5,22-22A-5, 22-22A-6, and 22-22A-8.
History: Effective date: January 18, 1972.

Amended: July 26, 1972; November 26, 1979; September 18, 1985; June 9, 1987.

Date Submitted Date Approved Federal
to EPA by EPA Register
Original Reg APR 19, 1979 NOV 26, 1979 44 FR 67375
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1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375
2nd Revision OCT 31, 1989 MAR 19, 1990 55 FR 10062

335-3-6-.03 Loading and Storage of VOC.

(1) No person shall place, store, or hold in any stationary storage vessel of more than 1,000-gallon capacity
any VOC unless such vessel is a presaure tank or is equipped with one of the following vapor loss control
devices:

() a permanent submerged fill pipe (gorage vesselsin existence prior to January 30, 1973 may
employ portable submerged fill pipe).

(b) afloating roof, consisting of a pontoon type, double- deck type roof or internal floating cover,
which shall rest on the surface of the liquid contents and be equipped with a closure or seal or
seals to close the space between the roof edgeand tank wall. This control equipment shall not be
permittedif theV OCshave a vapor pressure of 11.0 pounds per square inch absolute (568 mm
Hg) or greater under actual storage conditions All tank gauging or sampling devicesshall be
air-tight except when tank gauging or sampling isperformed.

(c) avapor recovery sysem consisting of avapor gathering sysem cagpable of collecting the VOC
vapors and gases discharged, and a vapor disposal system capable of processing such VOC vapors
and gases so as to prevent their emission to the atmosphere and with all tank gauging and
sampling devices gas-tight except when gauging or sampling is performed.

(d) other equipment or means of equal efficiency for purposes of air pollution control asmay be
approved by the Director.

(2) No person shall load any VOCs into any tank truck or trailer having a capacity in excess of two hundred
(200) gallons from any terminal or bulk gorage fadlity unless such terminal or facility isequipped with a
vapor collection and disposal system or its equivalent, properly installed, in good w orking order, or hasin
operation aloading sysem which will resultin a ninety-five percent (95%) submerged fill either witha
submerged fill pipe or by loading from the bottom. W here the v apor collection and disposal system is
utilized, the loading arm shall be equipped with a vapor collection adapter, pneumatic, hydraulic, or other
mechanical means which will provide a vapor- tight seal between the adapter and the hatch. A means shall
be provided to prevent liquid organic compound drainage from theloading device when it is removed from
the hatch of any tank, truck, or trailer. When loading is effected through means other than the hatches, all
loading lines shall be equipped with fittings which make vapor-tight connections and which will close
automatically when disconnected.

(3) This Part shall notapply to crude petroleum produced, separated, treated, or storedin the field.

Author: James W. Cooper and John E. Daniel

Statutory Authority: Codeof Alabama1975, Secs. 22-28-14, 22-22A-5,22-22A-5, 22-22A-6, and 22-22A-8.
History: Effective date: January 18, 1972.

Amended: July 26, 1972; November 26, 1979; September 18, 1985; June9, 1987.

Date Submitted Date Approved Federal
to EPA by EPA Register
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Original Reg APR 19, 1979 NOV 26, 1979 44 FR 67375

1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375
2nd Revision OCT 31, 1989 MAR 19, 1990 55 FR 10062
335-3-6-.04 Fixed-Ro of Petroleum Liquid Storage Vessels.

(1) For the purpose of Rule 335-3-6-.04, the following definitions apply:

)]

(3

(4)

() "Condensate" shall mean hydrocarbon liquid separated from natural gas which condenses due to
changes in the tem perature and/or pressure and remains liquid at standard conditions.

(b) "Crude Oil" shall mean a naturally occurring mixture which consists of hydrocarbons and sulfur,
nitrogen and/or oxygen derivatives of hydrocarbons and which is aliquid in the reservoir at
standard conditions. (Revised March 24,1981)

(c) "Custody Transfer" shall mean the transer of produced crude oil and/or condensate, after
processing and/or treating in the producing operations, from storage tanks or automatic transfer
facilities to pipelines or any other form of trangortation.

(d) "External Floating Ro of" shall mean a storage vessel cover in an open top tank consisting of a
double deck or pontoon single deck which rests upon and is supported by the petroleum liquid
being contained and is equipped with a closure seal or sealsto closethe space between the roof
edge and tank shell.

(e) "Internal Floating Roof" shall mean a cover or roof in afixed roof tank w hich rests upon or is
floated upon the petroleum liquid being contained and is equipped with a closure seal or seals to
close the space betw een the roof edge and tank shell.

(f) "Petroleum liquids" shall mean crude oil, condensate, and any finished or interm ediate products
manufactured or extracted in a petroleum refinery.

(9) "Petroleum Refinery" shall mean any facility engaged in producing gasoline, k erosene, distillate
fuel oils, residual fuel oils, lubricants or other products through distillation, cracking, extraction,
or reforming of unfinished petroleum derivatives.

This Part shall goply to all fixed roof storage vesselswith capacities greater than 150,000 liters (40,000
gallons) containing petroleum liquids whose true vapor pressure (TV P) is greater than 10.5 kilo Pascals
(1.52 psia). Vessels containing petroleum liquids whose TVP is equal to or less than 10.5 kilo Pascals are
exempt, provided that records are maintained of theaverage monthly gorage temperature and TVP of the
petroleum liquid stored if the product has a stored TV P greater than 7.0 kilo Pascals.

Rule 335-3-6-.04 shall not apply to the following petroleum liquid storage vessels:

(a) equipped with external floating roofs before duly 1, 1979; or

(b) having capacities less than 1,600,000 liters (423,000 gdlons) used to store produced crude oil and
condensate prior to lease custody transfer.

Except as provided under paragraph (3) of this Rule, no owner or operator of an affected source under
paragraph (2) of this Rule shall permit the use of such source unless:
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(a) the source has been retrofitted with an internal floating roof equipped with a closure seal or seals
to closethe space between the roof edge and tank wall; or

(b) the source has been retrofitted with equally effective alternative control, approved by the Director;
and
(c) the sourceis maintaned such that thereare no visible holes, tears, or other openings in the sal or

any seal fabric or materials and

(d) all openings, except stub drains, are equipped with covers, lids, or seals such that;
1. the cover, lid, or seal is in the dosed position at all times except when in actual use and
2. automatic bleeder ventsare closed at all times except when the roof is floated off or

landed on the roof |leg support, and

3. rim vents, if provided, are set to open when the roof is being floated off the roof leg
supports or at the manufacturer's recommended setting; and

(e) Routine ingections are conducted through roof hatches once every sx months; and

(f) A complete inspection of cover and seals in conducted whenever the tank is emptied for
nonoperational reasons.

Author: Wm. Gerald Hardy
Statutory Authority: Codeof Alabama 1975, Secs. 22-28-14, 22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.
History: Effective date: November 26, 1979.

Amended:
Date Submitted Date Approved Federal
to EPA by EPA Register
Original Reg APR 19,1979 NOV 26, 1979 44 FR 67375
1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375
2nd Revision APR 01, 1981 OCT 29, 1981 46 FR 55810
3rd Revision OCT 31,1989 MAR 19, 1990 55 FR 10062
4th Revision NOV 10, 1992 AUG 30, 1993 58 FR 45440
5th Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991
335-3-6-.05 Bulk Gasoline Plants.
(1) For the purpose of thisRule, thefollowing definitions apply:
(a) "Bottom Filling" shall mean the filling of atank truck or stationary sorage tank through an
opening that is flush with the tank bottoms.
(b) "Bulk Gasoline Plant" shall mean agasoline sorage and distribution facility with an average

daily throughput equal to or lessthan 76,000 liters (20,000 gallons) which receives gasoline from
bulk terminals by trailer transport, storesit in tanks, and subsequently dispenses it via account
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trucks to local farms, businesses, and gasoline dispensing fecility.

(c) "Splash Filling" shall mean the filling of a tank truck or stationary tank though a pipe or hose
whose discharge opening isabove the surface level of the liquid in thetank being filled.

(d) "Vapor Balance System" shall mean a combination of pipes or hoses which create a closed
system between the vapor spaces of an unloading and a receiving tank such that vapors displaced
from the receiving tank aretransferred to the tank being unloaded.

(2) This Part shall apply to the unloading, loading, and storage operations of all bulk gasoline plants and all
tank truck s or trailers delivering or receiving gasoline at bulk gasoline plants, ex cept;

(a) stationary storage tanks of less than 7,580 liters (2,000 gallons) capadty; or

(b) plants with lessthan 15,160 liters (4,000 gallons) average daly gasoline throughput based on
actual daysof operation.

(3) Except as provided under paragraph (2) of this Rule, no owner or operator of abulk gasoline plant may
permit stationary storage tanks to load or unload gasoline unless each tank is equipped with vapor balance
system as described under paragraph (6) of this Rule and approved by the Director; and

(a) each tank is equipped with a submerged fill pipe, goproved by the Director; or

(b) each tank is equipped with afill line whose discharge opening is not over 18 inches from the
bottom of the tank.

(4) Except as provided under paragraph (2) of this Rule, no owner or operator of a bulk gasoline plant, tank
truck, or trailer may permit the loading or unloading of tank trucks or trailers at a bulk gasoline plant unless
each tank truck or trailer is equipped with a vapor balance sy stem as described under paragraph (6) of this
Rule and approved by the Director; and

(a) equipment isavailable at the bulk gasoline plant to provide for the submerged filling of each tank
truck or trailer; or

(b) each tank truck or traler is equipped for bottom filling.

(5) No owner or operator of a bulk gasoline plant, tank truck, or trailer may permit the transfer of gasoline
between tank truck or trailer and stationary storage tank unless:

(a) the transfer is conducted in accordance with paragraphs (3) and (4); and

(b) the vapor balance system is in good working order and isconnected and operating; and

(c) tank truck or trailer hatchesare covered a all times during loading operaions; and

(d) there are no leaks in the tank trucks' and trailers' pressure/vacuum relief valves and hatch covers,

or the truck tanks or gorage tanks, or associated vapor and liquid linesduring loading or
unloading; and

(e) the pressure relief valves on above-ground storage vessels and tank trucks or trailers are set to
release at no less than 4.8 kPa (0.7 psia) or the highest possible pressure (in accordance with state

or local fire codes or the National Fire Prevention Association guidelines).
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(6) Vapor balance system required under Section paragraphs (3) and (4) of this Rule shall consist of the
following major components:

(a) avapor space connection on the stationary storage tank equipped with fittings which are vapor
tight and will automatically and immediately close upon disconnection so as to prevent release of
organic compounds; and

(b) a connecting pip or hose equipped with fittingswhich are vapor tight and will automatically and
immediately dose upon disconnection s as to prevent release of organic compounds; and

(c) a vapor space connection on the tank trudk or trailer equipped with fittings which are vapor tight
and will automatically and immediately close upon disconnection so as to prevent release of
organic material.

(7 No owner or operator of a bulk gasoline plant may permit the disposal of waste gasoline in sewers, open
containers or in a manner than would result in evaporation.

Author: Wm. Gerald Hardy
Statutory Authority: Codeof Alabama 1975, Secs. 22-28-14, 22-22A-5,22-22A-5, 22-22A-6, and 22-22A-8.
History: Effective date: November 26, 1979.

Amended:
Date Submitted Date Approved Federal
to EPA by EPA Register

Original Reg APR 19,1979 NOV 26, 1979 44 FR 67375

1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375

2nd Revision OCT 31,1989 MAR 19, 1990 55 FR 10062

3rd Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.06 Gasoline T erminals.

(1) For thepurpose of this Rule, the following definitions apply:

(a) "Bulk Gasoline Terminal" shall mean a gasoline storage facility which receives gasoline from its
supply sourceprimarily by pipelines, ships, bargesand delivers gasoline to bulk gasoline plant or
to commercial orretail accounts primarily by tank trucks and has an averagedaily throughput of
more than 76,000 liters (20,000 gallons) of gasoline.

(2) This Part will apply to bulk gasolineterminalsand the appurtenant equipment necessary to load the tank truck or
trailer compartments.

(3) No person may load gasoline into any tank truck or trailer from any bulk gasoline terminal unless;
(a) the bulk gasoline terminal is equipped with a vapor recovery system capable of complying with
paragraph (4) of thisRule, properly installed, in good working order, in operator, and consisting
of one of the following:

1. an absorber or condensation system which processes and revolversat |eag ninety percent
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(90%) by weight of dl vaporsand gases from the equipment being controlled; or
2. a vapor collection sygem which direds all vapors to a fuel gas sysem; and

3. a control system demonstrated to have control efficiency equivalent to or greater than
Section 335-3-6-.06(3)(a1. or 335-3-6-.06(3)(a)2. of this Rule and approved by the
Director; and

(b) all diglaced vaporsand gases are vented only to the vapor control system; and

(c) ameansis provided to prevent liquid drainage from the loading device when it isnot in use or to
accomplish complee drainage before theloading device is disconnected; and

(d) all loading and vapor lines are equipped with fittings which make vapor-tight connections and
which close automatically when disconnected.

(4 Sources affected under subparagraph (3)(a) of this Rule may not allow mass emissions of VOCs from
control equipment to exceed 80 milligrams per liter (4.7 grains per gallon) of gasoline loaded.

(5) Sources affected under paragraph (2) of this Rule may not:

(a) allow the pressure in the vapor collection system to exceed the tank truck or trailer pressure relief
settings; nor

(b) allow the disposal of waste gasoline in sew ers, open containers or in a manner that would result in
evaporation.

Author: Wm. Gerald Hardy

Statutory Authority: Codeof Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: November 26, 1979.

Amended:

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg APR 19, 1979 NOV 26, 1979 44 FR 67375
1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375
2nd Revision OCT 31,1989 MAR 19,1990 55FR 10062
3rd Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.07 Gasoline Dispensing Facilities - Stage I.
(1) For the purpose of thisSection, the following definitions apply:
(a) "Delivery Vessel" shdl mean tank trucks or trailersequipped with astorage tank and used for the
transport of gasoline from sourcesof supply to stationary storage tanks of gasoline dispensing
facilities.
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(2

(3

(4)

(5)

(b) "Gasoline Dispensing Facility" shall mean any outlet where gasoline is dispensed to motor vehicle
gasoline tanks from stationary storage tank s.

This Rule will apply to all gasoline dispensing facilities except;

(a) transfers made to storage tanksor gasoline dispensing facilities equipped with floating roof or
their equiv alent;

(b) transfers made to stationary gasoline storage tanks of less than 7,580 liters (2,000 gallons)
capacity in place before July 1, 1979 and of lessthan 948 liters (250 gdlons) installed after July 1,
1979;

(c) stationary gasoline storage containers of less than 2,085 liters (550 gallons) capacity used

exclusively for the fueling of implements of husbandry, provided the containers are equipped with
submerged fill pipe.

NO OW NER OR OPERA TOR may transfer, cause, or allow the transfer of gasoline from any delivery
vessel into any stationary storage tank subject to this Part, unless the tank is equipp ed with a submerged fill
pipe and the vapors displaced from the storage tank during filling are processed by a vapor control system
in accordance with paragraph (3) of this Rule.

The vapor control system required by paragraph (3) of this Rule shall include one or more of thefollowing:

(a) vapor-tight linefrom the storage tank to the delivery vessel and a system that will ensure the
vapor line is connected before gasoline can be transferred into the tank; or

(b) arefrigeration condensation system or equivdent designed to recover at leas ninety percent
(90%) by weight of the organic compounds in displaced vapor; or

(c) a system demonstrated to have control efficiency equivalent to or greater than provided under
subparagraph (4)(b) of this Rule and approv ed by the Director.

The vapor-laden delivery vessel shall be subject to the following conditions:

(a) the delivery vessel must be designed and maintained to be vapor tight during loading, unloading
operations and trangort, with the exception of normal pressure vacuum venting as required by
DOT regulations;

(b) the vapor-laden delivery vessel may be refilled only at:

1. bulk gasoline plantscomplying with Rule 335-3-6-.05; or

(2) bulk gasoline terminds complying with Rule 335-3-6-.06.
Author: Wm. Gerald Hardy

Statutory Authority: Codeof Alabamna 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: November 26, 1979.

Amended:

Date Submitted Date Approved Federal
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to EPA by EPA Register

Original Reg APR 19, 1979 NOV 26, 1979 44 FR 67375
1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375
2nd Revision OCT 31, 1989 MAR 19, 1990 55 FR 10062
3rd Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991
335-3-6-.08 Petroleum Refinery Sources.

(1) For the purpose of thisRule, thefollowing definitions apply:

(2

(3

(4)

() "Accumulator” shall mean thereservoir of a condensing unit receaving the condensate from the
condenser.
(b) "Condenser" shall mean a ny[sic?] heat transfer device used to liquefy vapors by removing their

latent heats of vaporization. Such devicesinclude, but are not limited to, shell and tube, coil,
surface, or contact condensers.

(c) "Firebox" shall mean the chamber or compartment of a boiler or furnace in which materials are
burned, but does not mean the combustion chamber of an incinerator.

(d) "Hot well" shall mean thereservoir of a condensing unit receving thewarm condensate from the
condenser.
(e) "Refinery Fuel Gas" shall mean any gas which is generated by a petroleum refinery process unit

and which is combusted, including any gaseous mixture of natural gas and fuel gas.

(f) "Turnaround" shall mean the procedure of shutting a refinery unit down after arun to do
necessary maintenance and repair work and putting the unit back on sream.

(9) "Vacuum Producing System" shall mean any reciprocating, rotary or centrifugal blower or
compressor or any jet ejector or device that takes suction from a pressure below atmosphere and

discharges against atmospheric pressure.

This Part will apply to vacuum producing systems and process unit turnarounds a petroleum refining
sources.

The owner or operator of any vacuum producing systems at a petroleum refinery may not permit the
emission of noncondensable VOCs from the condensers, hot wells, or accumulators of the system unless:

(a) the vapors ae combusted in a firebox or incineraor; or

(b) the vapors are added to the refinery fuel gas.

Before April 1, 1980, theowner or operator of a petroleum refinery shall develop and submitto the
Director for approval a detailed procedure for minimizing VOC emissions during process unit turnaround.
As aminimum, the procedure shall provide for:

() depressurization venting of the process unit or vessel to a vapor recovery system, flare, or firebox;

and
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(b) no emission of V OCs from a process unit or vessel until itsinternal pressureis 136 kilo Pascals
(19.6 psia) or less.

(5) The ow ner or operator of any wastew ater (oil/water) separators at a petroleum refinery shall”
(a) provide coversand sealsapproved by the Director on all separators and forebays; and,
(b) equip all openings in covers, separators, and forebayswith lids and seals such that the

lids or seals are in the closed position at dl times except when in actual use.

Author: Wm. Gerald Hardy

Statutory Authority: Codeof Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: November 26, 1979.

Amended:
Date Submitted  Date Approved Federal
to EPA by EPA Register
Original Reg APR 19, 1979 NOV 26, 1979 44 FR 67375
1% Revision AUG 10, 1979 NOV 26, 1979 44 FR 67375
2" Revision OCT 31, 1989 MAR 19, 1990 55 FR 10062
3" Revision AUG 16, 2000 DEC 08, 2000 65 FR 76938
335-3-6-.09 Pumps and Com pressors. All pumps and compressors handling VOCs and located in Mobile

County shall have mechanical seals or other equipment of equal efficiency for purposesof air pollution asmay be
approved by the Director.

Author: James W. Cooper and John E. Daniel

Statutory Authority: Codeof Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: January 18, 1972.

Amended: November 26, 1979.

335-3-6-.10 Ethylene Producing Plants. No person shall emit intotheatmosphere a waste gas stream from
any ethylene producing plant which islocated in Mobile County, unless the waste gas stream is properly burned at
1300 °F for 0.3 seconds or greater in a direct-flame after-burner equipped with an indicating pyr ometer which is
positioned in the working area at the operator's eye level or an equally effective catalytic vapor incinerator also with
pyrometer.

Author: James W. Cooper and John E. Daniel

Statutory Authority: Codeof Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: January 18, 1972.

Amended: November 26, 1979.
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335-3-6-.11 Surface Coating.

(1) Can Coating.

1)

(2)

(3

(4

(%)

(6)

(7

(a) For the purpose of thisparagraph, the following definitions apply:

"End Sealing Compound” shdl mean a synthetic rubber compound which is coaed onto can ends and
which functions as a gasket when the end is assembled onthe can.

"Exterior Base Coating" shall mean acoating applied to the exterior of a can to provide exterior protection
to the metal and to provide background for the lithograph or printing operation.

"Interior B ase Coating" shall mean a coating applied by aroller coater or spray to the interior of acan to
provide a protectiv e lining between the can metal and product.

"Interior Body Spray" shall mean a coating spray ed on the interior of the can to provide a protective film
between the product and the can.

"Overvarnish" shall mean acoating applied directly over ink to reduce the coeffident of friction, to provide
gloss, and to protect the finish against abrasion and corrosion.

"Three-Piece Can Side-Seam Spray" shall mean a coating sprayed on the exterior and interior of a welded,
cemented, or soldered seam to protect the exposed metal.

"Two-Piece Can Exterior End Coating" shall mean a coating applied by roller coating or spraying to the
exterior of acan to provide protection to the metal.

(b) This paragraph will apply to coating applicator(s) and oven(s) of sheet, can, or end coating lines
involved in sheet basecoat (exterior and interior) and overvarnish; two-piece can exterior
(basecoat and overvarnish); two-piece and three-piece can interior body spray; two-piece can
exterior end (spray or roll coat); three-piece can side-seam spray and end seding compound
operations.

(c) No ow ner or operator of a can coating line subject to this paragraph shall cause, allow, or permit
the discharge into the atmosphere of any VO Cs in excess of:

1. 0.34 kilograms per liter of coating (2.8 pounds per gallon), excluding water, delivered to
the coating applicator from sheet basecoat (exterior and interior) and overvarish or

two-piece can exterior (basecoat and overvarnish) operations.

2. 0.51 kilograms per liter of coating (4.2 pounds per gallon), excluding water, delivered to
the coating applicator from two-piece and three-piece can interior body spray and two-
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(2) Coil Coating.

(a)

(b)

(c)

piece can exterior end (spray or roll coat) operations.

3. 0.66 kilograms per liter of coating (5.5 pounds per gallon), excluding water, delivered to
the coating applicator from three-piece can side seam spray operations.

4. 0.44 kilograms per liter of coating (3.7 pounds per gallon), excluding water, delivered to

the coating applicator from three-piece can side seam spray operations.

For the purpose of thisparagraph, the following definitions apply:

1. "Coil Coating" shall mean the coating of any flat metal sheet or strip that comesinrolls
or coils.
2. "Quench Area" shall mean a chamber where the hot metal exiting the oven is cooled by

either aspray of water or a blag of air followed by water cooling.

This paragraph will apply to the coating applicator(s), oven(s), and quench area(s) of coil coating
linesinvolved in prime and top coat or single coat operations.

No ow ner or operator of a coil coating line subject to this paragraph may cause, allow, or permit
the discharge into the atmosphere of V OCs in excess of 0.31 kilograms per liter of coating (2.6
pounds per gallon), excluding water, delivered to the coating gpplicator from prime and topcoat or
single coat operations.

(3) Metal Fumniture Coating.

(a)

(b)

(c)

For the purpose of thisparagraph, the following definitions apply:

1. "Application Area" shall mean the area where the coating is applied by spraying, dipping,
or flowcoating techniques.

2. "Metal Furniture Coating" shall mean the surface coating of any furniture made of metal
or any metal part which will be assembled with other metal, wood, fébric, plastic, or
glass parts to form a furniture piece.

This paragraph will apply to the application areas, flashoff area(s), and oven(s) of metal furniture
coating lines involved in prime and topcoat or single coating operations.

No owner or operator of a metal furniture coating line subject to this paragraph may cause, allow
or permit the dischargeinto theatmosphere of any VOCs in excess of 0.36 kilograms per liter of
coating (3.0 pounds per gallon), excluding water, delivered to the coating applicator from prime
and topcoat or single coat operations.

(4) Surface Coating of Large A ppliances.

(a)

For the purpose of thisSection, the following definitions apply:

1. "Application Area" shall mean the area where the coating is applied by spraying, dipping,
or flowcoating techniques.
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(b)

(©)

(d)

2. "Single Coat" shall mean asingle film of coating applied directly to the metal substrate
omitting the primer application.

3. "Large Appliances" shall mean doors, cases, lids, panels, and interior support partsof
residential and commercial washers, dryers, ranges, refrigerators, freezers, water heaters,
dishwashers, trash compactors, air conditioners, and other similar products.

This paragraph will apply to application area(s), flashoff area(s), and oven(s) of large appliance
coating lines involved in prime, single, or topcoat coating operations.

This paragraph will not apply to the use of quidk-drying lacquers for repair of scratchesand nicks
that occur during assembly, provided that the volume of coating does not exceed 757 liters (200
gallons) in any one year.

No owner or operator of alargeappliance coating line subject to this paragraph may cause, allow
or permit the dischargeinto theatmosphere of any VOCs in excess of 0.34 kilograms per liter of
coating (2.8 pounds per gallon), excluding water, delivered to the coating applicator from prime,
single, or topcoat coating operations.

(5) Automobile and Light Duty Truck Manufacturing.

(@

(b)

(c)

For the purpose of thisparagraph, the following Definitions apply:

1. "Application Area" shall mean the area where the coating is applied by dipping and
spraying.
2. "manufacturing plant” shall mean afacility where automobiles and truck bodies are

manufactured and/or finished for eventual assembly into afinished product ready for sale
to vehicle dealers. Customizer, body shops, and other repainters are not part of this
definition.

3. "Automobile" shall mean all passenger cars or passenger ca derivations capable of
seating 12 or few er passengers.

4. "light-duty trucks' shall mean any motor vehicles rated at 3,864 kilograms (8,500
pounds) grossweight or less which are designed primarily for the purpose of
transportation or are derivatives of such vehicles.

This paragraph will apply to the application area(s), flashoff area(s), and oven(s) of automotive

and light-duty truck manufacturing plants involved in prime, topcoat, and final repair coaing

operations.

No owner or operator of an automobile or light-duty manufacturing plant subject to this paragraph
may cause, allow, or permit the discharge into the atmosphere of any VOCs in excess of:

1. 0.23 kilograms per liter of coating (1.2 pounds per gallon), excluding water, delivered to
the applicator from prime application, flashoff area, and oven operations.

2. 0.34 kilograms per liter of coating (2.8 pounds per gallon), excluding water, delivered to
the applicator from surfacer application, flashoff area, and oven operations.

3. 0.34 kilograms per liter of coating (2.8 pounds per gallon), excluding water, delivered to
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the applicator from topcoat application, flashoff area, and ov en operations.

4, 0.58 kilograms per liter of coating (4.8 pounds per gallon), excluding water, delivered to
the applicator from final repair application, flashoff area, and oven operations.

(6) Paper Coating.

(a)

(b)

(c)

For the purpose of thisparagraph, the following definitions apply:

1. "Knife Coating" shall mean the application of acoating material to a substrate by means
of drawing the substrate beneath a knife that spreads the coating evenly over the full
width of the substrate.

2. "Paper Coating" shall mean coatings put on paper and pressure sensitive tapes regardless
of substrate. Related web coating processeson plastic film and decorative coatings on
metal foil are included in this definition.

3. "Roll Coating" shall mean the application of acoating material to a substrate by means of
hard rubber or steel rolls.

4, "Rotogravure Coating" shall mean the application of a coating material to a substrate by
means of aroll coating technique in which the pattern to be applied is etiched on the
coating roll. The coating material is picked up in these recessed areas and istransferred
to the substrate.

This paragraph will apply to roll, knife, or rotogravure coater(s) and drying ovens of paper coating
lines.

No ow ner or operator of a paper coating line subject to this paragraph may cause, allow,or permit
the discharge into the atmosphere of any VOCs in excessof 0.35 kilograms per liter of coating
(2.9 pounds per gallon), excluding water, delivered to the coating applicator from a paper coating
line.

(7) Fabricand Vinyl Coating.

(a)

For the purpose of thisparagraph, the following definitions apply:

1. "Fabric Coating" shall mean the coating of a textile substrate with a knife, roll, or
rotogravure coater to impart properties that are notinitially present, such as strength,
stability, water or acid repellency, or appearance.

2. "Knife Coating" shall mean the application of acoating material to a substrate by means
of drawing the substrate beneath a knife that spreads the coating evenly over the full
width of the substrate.

3. "Roll Coating" shall mean the application of acoating material to a substrate by means of
hard rubber or steel rolls.

4. "Rotogravure Coating” shall mean the application of a coating material to a substrate by

means of a roll coating technique in which the pattern to be applied is etiched on the
coating roll. The coating material is picked up in these recessed areas and istransferred
to the substrate.
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5. "Vinyl Coating" shall mean to apply a decorative or protective topcoat or printing on
vinyl coating coated fabric or viny| sheets.

(b) This paragraph will apply to roll, knife, or rotogravure coater(s) and drying ovens of fabric and
vinyl coating lines.

(c) No owner or operator of afabric coating line or avinyl coating line subject to this paragraph may
cause, allow, or permit discharge into the atmosphere of any VO Cs in excess of;

1. 0.35 kilograms per liter of coating (2.9 pounds per gallon), excluding water, delivered to
the coating applicaor from a fabric coating line.

2. 0.45 kilograms per liter of coating (3.8 pounds per gallon), excluding water, delivered to
the coating applicaor from avinyl coating line.

(8) Magnet Wire Coating.
(a) For the purpose of this paragraph, the following definition applies:

1. "Magnet Wire Coating” shall mean the process of applying a coating of electrically
insulating varnish or enamel to aluminum or copper wire for use in electrical machinery.

(b) This paragraph will apply to oven(s) of magnet wire coating operations.
(c) No owner or operator of a magnet wire coating oven subject to thisparagraph may cause, allow,
or permit the dischargeinto theatmosphere of any VOCs in excess of 0.20 kilograms per liter of

coating (1.7 pounds per gallon), excluding water, delivered to the coating applicator from magnet
wire coating operations.

(9) Compliance Methods.

() The emission limits under this Part shall be achieved by:
1. the application of low solvent content coating technology; or
2. incineration, provided that ninety percent (90%) of the nonmethane volatile organic

compounds (VOC measured as total combustible carbon) which enter the incinerator are
oxidized to carbon dioxideand water; or

3. a system demonstrated to have control efficiency equivalent to or greater than provided
under subparagraph (9)(a)1. and (9)(a)2. of this paragraph and approved by the Director;
or

(b) the design, operation, and efficiency of any capture system used in conjunction with

subparagraphs(9)(a)2. and (9)(a)3. of thisparagraph shall be certified by the owner or operator
and approved by the Director.
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(10) Flatwood Paneling

(a@

(b)

(c)

(d)

For the purpose of thisparagraph, the following definitions apply:

1.

"Class Il hardboard paneling finish" shall mean finishes which meet the specifications of
Voluntary Product Standard PS- 59-73 as approved by the American National Standards
Institute.

"Hardboard" shall mean a panel manufactured primarily from inter-felted ligno-cellulosic
fibers which are consolidated under heat and pressure in a hot press.

"Hardwood plywood" shall man plywood whose surfacelayer isa veneer of hardwood.

"Natural finish hardwood plywood panels' shall mean panels whose original grain
pattern is enhanced by essentially transparent finishes frequently supplemented by fillers
and toners.

"Thin Particleboard" is a manufactured board 1/4 inch or lessin thickness made of
individual wood particles which have been coated with a binder and formed into flat
sheets by pressure.

"Printedinterior panels" shall mean pands whose grain or natural surface is obscured by
fillers and basecoats upon which asimulated grain or decorative patern is printed.

"Tileboard" shall mean panding that has a colored waterproof surface coating.
"Coating application system" shdl mean all operationsand equipment which apply,

convey, and dry a surface coating, including, but notlimitedto, spray booths, flow
coaters, convey ers,flashoff areas, air dryers, and ovens.

This paragraph appliesto all flatwood manufacturing facilities that manufacture the following

products:

1.

printed interior panels made of hardwood, plywood, and thin particleboard,;
natural finish hardwood plywood panels; or

hardboard paneling with Class |1 finishes.

This paragraph does not apply to the manufacture of exterior siding, tileboard, or particleboard
used as a furniture component.

No ow ner or operator of aflatwood manufacturing facility subject to this paragraph shall emit
VOCs from a coating application system in excess of:

1.

2.9 kilograms per 100 square meters of coaed finished product (6.0 pounds per 1,000
square feet) from printed interior panels, regardless of the number of coats applied;

5.8 kilograms per 100 square meters of coaed finished product (12.0 pounds per 1,000
square feet) from natural finish hardwood plywood panels, regardless of the number of
coats applied; and,
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4.8 kilograms per 100 square meters of coaed finished product (10.0 pounds per 1,000
square feet) from Class Il finishes on hardboard panels, regardless of the number of coats
applied.

Date Submitted  Date Approved Federal

to EPA

by EPA Register

Original Rey APR 19, 1979 NOV 26, 1979 44 FR 67375
1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375
2nd Revision FEB 12, 1982 APR 19, 1984 49 FR 15549
3rd Revision MAY 05, 1983 APR 19, 1984 49 FR 15549
4th Revision OCT 31, 1989 MAR 19, 1990 55 FR 10062
5th Revision OCT 30, 1996  JUN 06, 1997 62 FR 30991

(11) Miscellaneous Metal Parts and Products

(a) For the purpose of thisparagraph, the following definitions apply:

1.

"Air dried coating" shall mean coating which are dried by the use of air or forced warm
air at temperatures up to 90°C (195°F).

"Clear coat" shall mean a coating which lacks color and opacity or is transparent and uses
the undercoat as a reflectant base or undertone color.

"Coating application system" shall mean all operations and equipment which applies,
conveys, and dries a surface coating, including, but not limited to, spray booths flow
coaters, flashoff areas, air dryers and ovens.

"Extreme environmental conditions" shall mean exposure to any one of the following:
the weather all of the time, temperatures consistently above 95° (203°F), detergents,
abrasive and scouring agents solvents, corrosive atmospheres, or similar environmental
conditions.

"Extreme performance coatings' shall mean coatings designed for harsh exposure or
extreme environmental conditions.

"Heat sensitive material" shall mean materials which cannot consistently be exposed to
temperatures greater than 95°C (203°F).

"Low solvent coaing" shdl mean coatings which contain lessorganic solvent than the
conventional coatings used by the industry. Low solvent coatings include water-borne,
higher solids, electrodep osition and pow der coatings.

"Single Coat" shall mean one film of coating applied to a metal surface.

"Transfer efficiency" shall mean the portion of coating which adheres to the metal

surface during the application process, expressed as a percentage of the total volume of
coating delivered by the applicator.
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(b) This paragraph appliesto coating of miscellaneous metal parts and produds in the following

industries:

1. Large farm machinery (harvesting, fertilizing and planting machines, tractors, combines,
etc.);

2. Small farm machinery (lawn and garden tractors, lawn mow ers, rototillers etc.);

3. Small appliances (fans, mixers, blenders, crock pots, dehumidifiers, vacuum cleaners,
etc.);

4. Commercial machinery (office equipment, computers and auxiliary equipment,

typewriters, calculators, vending machines, etc.);

5. Industrial machinery (pumps, compressors, conveyer components, fans, blowers,
transformers, etc.);

6. Fabricated metal products (metal covered doors, frames, etc.); and

7. Any other industrial category which coats metal parts or products under the Standard
Industrial Classfication Code of Major Group 33 (primary metal industries), Major
Group 34 (fabricated metal products), Major Group 35 (nonelectric machinery), Major
Group 36 (electrical machinery), Major Group 37 (transportation equipment), Major
Group 38 (miscellaneous instruments), and Major Group 39 (miscellaneous
manufacturing industries).

(c) This paragraph does not apply to the surface coating of the following metal parts and products:

1. automobiles and light-duty trucks;

2. metal cans;

3. flat metal sheets and strips in the forms of rolls or coils;

4. magnet wire for use in electrical machinery;

5. metal furniture;

6. large appliances;

7. exterior of airplanes;

8. automobilerefinishing;

9. customized coating of automobilesand trucks, if production is less than 35 vehicles per day;
and

10. exterior of marine vessels.
(d) This paragraph shall apply to the application area(s), flashoff area(s), air and forced air dryer(s)
and oven(s) used in the surface coating of the metal partsand products in subparagraph (11)(b) of

this Rule. This paragraph also appliesto prime coat, top coat, and single coat operations.
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(e) No owner or operator of a facility engaged in the surface coating of miscellaneous metal parts and
products may operate a coating application system subject to this paragraph that emits VOCsin
excess of:

1. 0.52 kilograms per liter (4.3 pounds per gallon) of coating, excluding water, delivered to
a coating applicator that applies clear coatings;
2. 0.42 kilograms per liter (3.5 pounds per gallon) of coating, excluding water, delivered to
a coating applicator in a coating application system that is air dryed or forced warm air
dried at room temperatures up to 90° (194°F);
3. 0.42 kilograms per liter (3.5 pounds per gallon) of coating, excluding water, delivered to
a coating goplicator that applies extreme performance coatings; and,
4. 0.36 kilograms per liter (3.0 pounds per gallon) of coating, excluding water, delivered to
a coating applicator for all other coatings and coating application systems.
Date Submitted  Date Approved Federal
to EPA by EPA Register
Original Reg FEB 12,1982 APR 19, 1984 49 FR 15549
1st Revison MAY 05, 1983 APR 19, 1984 49 FR 15549

2nd Revision
3rd Revision
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Solvent Metal Cleaning.

(1) For thepurpose of this Rule, the following definitions apply:

(a) "Cold Cleaning" shall mean the batch process of cleaning and removing soils from metal surfaces
by spraying, brushing, flushing or immersion while maintaining the solvent below its boiling
point. Wipe deaning is not included in this definition.

(b) "Convey orized Degreasing" shall mean the continuous process of cleaning and removing soils
from metal surfaces by operating with either cold or vaporized solv ents.

(c) "Freeboard Height" shall mean for a cold cleaner, the distance from the liquid solvent level in the
degreaser tank to the lip of the tank. For vapor degreasers, it is the distance from the solvent level
in the tank to the lip of the tank.

(d) "Freeboard Ratio" shall mean the freeboard height divided by the width of the degreaser.

(e) "Open Top Vapor Degreasing"” shall mean the batch process of cleaning and removing soils from
metal surfaces by condensing hot solvent vapor on the colder metal parts.

(f) "Solvent Metal Cleaning" shall mean the process of cleaning soils from metal surfaces by cold
cleaning or open top vapor degreasing or conveyorized degreasing.

is Rule will apply to cold cleaning, open top vapor degreasing and conv eyorized degreasing operations.
2 This Rule will I Id cleani d i d ized d i i
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(3) The provisions of this Part shall apply with the following ex ceptions:

(a) Open top vapor degreasers with an open area smaller than one square meter (10.8 square feet)
shall be exempt from this Part.

(b) Conveyorized degreasers with an air/vapor interface smaller than 2.0 square meters (21.6 square
feet) shall be exempt from this Part.

(4) Except as provided under paragraph (3), the owner or operator of acold cleaning device shall:

(a) equip the cleaner with a cover and the cover shall beso designed that it can be easily operated
with one hand; if,

1. the solvent volatility is greater than 2 kilo Pascals (15 millimeters of mercury or 0.3
pounds per square inch) measured at 38° (100°F); or

2. the solventis agitated; or
3. the solventis heated; and
(b) equip the cleaner with a device for draining cleaned parts; and if the solvent volatility is greater

than 4.3 kilo Pascals (32 millimeters of mercury or 0.6 pounds per square inch) measured at 38°
(100°F), equip the construct drainage device intemally so that the parts are enclosed under the
cover while draining, except that the drainage device may be external for applications where an
internal type cannot fit into the cleaning systems; and

(c) if the solvent volaility is greater than 4.3 kilo Pascals (32 millimeters of mercury or 0.6 pounds
per square inch) measured at 32° (100°F) or if the solvent is heated above 50° (120 °F), install one
of the following devices:

1. freeboard that givesa freeboard ratio greaer than or equal to 0.7; or
2. water cover (solvent must be insoluble in and heavier than water); or
3. other systems of equivalent control, such as refrigerated chiller or carbon absorption,

approved by the Director; and

(d) provide a permanent, conspicuouslabel, summarizing the operating requirements; and

(e) close thecover whenever parts are not being handled in the cleaner; and

(f) drain the deaned parts for at least 15 seconds or until dripping ceases and

(9) if used, supply a solvent spray that is asolid fluid stream (not a fine, atomized, or shower type

spray) at a pressure which does not cause excessive splashing; and
(h) store waste solvent only in covered containers and not dispose of waste solvent or transfer it to
another party, such that greater than twenty percent (20%) of the waste solvent (by weight) can
evaporate into the atmosphere.
(5) Except as provided under paragraph (3) above, the owner or operator of an open top vapor degreaser shall;

(a) equip the vapor degreaser with a cover that can be opened and closed easly without disturbing the
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(b)

(c)

(d)
(e

(f)
(9)
(h)

vapor zone; and

provide the following safety switches:

1.

3.

a condenser flow switch and thermostat which shuts off the heat if the condenser coolant
is either not circulating or too warm; and

Reserved. (Amended March 24, 1981)

avapor level control thermostat which shuts off the heat w hen the level rises too high.

install one of the following control devices:

1.

afreeboard ratio of greater than or equal to 0.75 and a powered or mechanically assiged
cover if the degreaser opening is greater than 1 square meter (10.8 squarefeet); or

refrigerated chiller; or

enclosed desgn (cover or door opens only when the dry part is actually entering or
exiting the degreaser); or

carbon adsorption system, with ventilation greater than or equal to 15 cubic meters per
minute per square meter (50 cubic feet per minute per square foot) of air/vapor area
(when cover isopen) and exhausting lessthan 25 parts per million of solvent over one
complete adsorption cycle; or

a control system, demonstrated to have control efficiency equivalent to or greater than
any of the above and approved by the Director; and

keep the cover closed at all times except when processing work loads through the degreaser; and

minimize solvent carryout by:

1.

racking parts to allow complete drainage; and

moving partsin and out of the degreaser at lessthan 3.3 meters per minute (11 feet per
minute); and

holding the parts in the vapor zone a |least 30 seconds or until condensation ceases; and

tipping out any pools of lvent on the cleansed parts before removal from the vapor
zone; and

allowing parts to dry within the degreaser for at least 15 seconds or until visually dry;
and

not degrease porous or absorbent materials, such as cloth, leather, wood or rope; and

not occupy more than hdf of thedegreaser's open top area with a workload; and

Reserved. (Amended March 24, 1981)
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(6)

(i)

@

(k)

0

(m)

always spray below the vapor level; and
repair lvent leaks immediately, or shutdown the degreaser; and

store waste solvent only in covered containers and not dispose of waste solvent or transfer it to
another party, such that greater than twenty percent (20%) of the waste solvent (by weight) can
evaporate into the atmosphere; and

not operatethe cleaner so as to allow water to be visudly detectable in solvent existing in the
water separator; and

not use ventilation fans near the degreaser opening nor provide exhaust ventilation exceeding 20
cubic meters per minute per square meter (65 cubic feet per minute per square foot) of degreaser
open area, unless necessary to meet OSHA requirements.

Except as provided under paragraph (3) above, the owner or operator of a conveyorized degreaser shall:

(a

(b)

(0)

(d)

(e)

not use workplace fans near the degreaser opening nor provide exhaust ventilaion exceeding 20
cubic meters per minute per square meter (65 cubic feet per minute per square foot) of degreaser
opening, unless necessary to meet OSHA requirements; and

install one of the following control devices:

1. refrigerated chiller; or

2. carbon adsorption system with ventilation greater than or equal to 15 cubic meters per
minute per square meter (50 cubic feet per minute per square foot) or air/vapor area
(when downtime coversare open), and exhaustingless than 25 parts per million of

solvent by volume averaged over a complete adsorption cycle; or

3. a system demonstrated to have a control efficiency equivalent to or greater than
subparagraphs (6)(b)1. or (6)(b)2. of thisRule and approved by the Director; and

equip the cleaner with equipment, such as drying tunnel or rotating (tumbling) basket sufficient to
prevent cleaned partsfrom carrying out solventliquid or vapor; and

provide the follow ing safety switches:

1. a condenser flow switch and thermostat which shut off the heat if the condenser is either
not circulating or too warm; and

2. a spray safety switch which shuts off the spray pump or the conveyer if the vapor level
drops more than 10 centimeters(4 inches) below the bottom of the condenser; and

3. avapor level control thermostat which shuts off the heat when the level risestoo high;
and

minimize openings during operation so that entrances and exits will silhouette workloads with an
average clearance between the parts and the edge of the degreaser opening of less than ten

centimeters (4 incheg) or lessthan ten percent (10%) of the width of the opening; and
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)
(9)

(h)

)

(k)

provide downtime covers for closing off the entrance and exit during the shutdown hours and

minimize carryout emissions by:

1. racking parts for best drainage; and
2. maintaining the vertical conveyer speed at | ess than 3.3 meters per minute (11 feet per
minute); and

store waste solvent only in covered containers; and
repair solvent leaks immediately, or shut down degreasers and

not operate the cleaner so as to allow water to be visually detectable in solvent exiting the water
separator; and

place downtime covers over entrances and exits of conveyorized degreasers immediately after the
conveyers and exhaust are shut down and not remove them until just before start-up.

Author: Wm. Gerald Hardy

Statutory Authority: Codeof Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: November 26, 1979.

Amended: March 24, 1981
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335-3-6-.13 Cutback Asph alt.
(1) For the purpose of thisRule, thefollowing definitions apply:

(a) "Asphalt" shall mean a dark brown to black cementitious material (solid, semisolid, or liquid in
consistency) in which the predominantly constituents are bitumens which occur in nature as such
or which areobtained as residuein refining petroleum.

(b) "Cutback Asphalt" shall mean asphalt cement which has been liquefied by blending with
petroleum solvents (diluents). Upon exposure to atmospheric conditions, the diluents evaporate,
leaving the asphalt cement to perform its function.

(c) "Penetrating Prime Coat" shall mean an application of low viscosity liquid asphalt to an absorbent

surface. It isused to prepare an untreaed base for an asphalt surface. The prime penetrates the
base and plugs the voids, hardens the top, and helps bind it to the overlying asphalt layer.
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2

This Rule will apply to the manufacture and use of cutback asphalts in highway paving and maintenance
operations in Jefferson, Mobile, Russell, M adison and M organ counties.

(a) After June 1, 1980, no person may cause, allow, or permit the sale or offering for sale, mixing,
storage, use, or application of cutback asphalts without approval of the Director as provided in
subparagraph (b) above.

(b) The Director may approve the sale or offering for sale mixing, sorage, use, or application of
cutback asphalts where:

1. long-time stockpile storageis necessary; or

2. the use or gpplication commences on or after November of any year and such use or
application is completed by February of the following year; or

3. the cutback asphalt is to be used solely as a penetrating prime coat.

Author: Wm. Gerald Hardy

Statutory Authority: Codeof Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: November 26, 1979.

Amended: June 9, 1987.

Date Submitted  Date Approved Federal

to EPA by EPA Register

Original Reg APR 19, 1979 NOV 26, 1979 44 FR 67375
1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375
2nd Revision OCT 31, 1989 MAR 19, 1990 55 FR 10062
3rd Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.14 Petition for Alternative Controls.

(1)

(2)

Notwithstanding any requirements of Rules 335-3-6-.02 through 335-3-6-.13, an owner or operator may
petition the Director for permission to use altemative operational and/or control techniques for any

emission point subject to the requirements of this Chapter, if each of the following requirementsis
satidied:

(a) the petition issubmitted within 3 months of EPA approval; and

(b) the petition demonstrates to the satisfaction of the Director that the reduction in VOC emissions
achieved through use of the alternative technique is equivalent to that which would be expected
from com pliance with the applicable regulations.

Notwithstanding any requirements of Rule 335-3-6-.02 through 335-3-6-.13, an owner or operator may
petition the Director for permission to substitute reductions in emissons for those regulated source
categories below those required by these regulations for increase in emissions above allow able limits
(compliance is to be determined on a plant-wide basis, using a weekly weighted average) for the emission
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reductionsrequired by these regulaions, if each of the following requirements are sati sfied:

(@
(b)

the petition is submitted within 3 months of EPA approval;

the petition demonstration demonstrates to the satisfaction of the Director that sufficient additional
reduction in VOC emissions not required by the regulations will be achieved to assure that the
aggregate reduction in VOC emissions isno less than the reductions in emission which would be
expected for compliance with the regulations.

3) Alternative Control Technology.

(a)

(b)

Notwithstanding any requirement of Rules 335-3-6-.02 through 335-3-6-.13, sour ces unable to
achieve the levelsof control specified in this Chapter on atechnical or economic basis may
petition the Director for permission on a case-by- case basis to establish the applicable reasonably
available control technology.

Any such change to the applicable reasonably available control technology will not be effective
until it becomes a part of the approved State Implementation Plan.

Author: Wm. Gerald Hardy

Statutory Authority: Codeof Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: November 26, 1979.

Amended:

Date Submitted  Date Approved Federal

to EPA by EPA Register
Original Reg APR 19, 1979 NOV 26, 1979 44 FR 67375
1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375

2nd Revision

335-3-6-.15

OCT 31, 1989 MAR 19, 1990 55 FR 10062

Compliance Schedules.

(EPA approval as used herein means final approval of this Chapter as part of the State | mplementation Plan.)

(1) Process and Emission Control Equipment Installations.

(a

Except as provided under paragraphs (4) or (5), the owner or operator of a VOC emission source
proposing to install and operate V OC emission control equipm ent and/or replacement process
equipment to comply with thisChapter shall adhere to the increments of progress contained in the
following schedule:

1. Final plans for the emission control sysem and/or process equipment must be submitted
within three (3) months of EPA approval;

2. Contractsfor the emission control system and/or processequipment must be avarded or
orders must beissued for purchase of component partsto accomplish emission control
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(b)

within six(6) months of EPA approval;

3. Initiation of on-site construction or installation of the emission control and/or process
equipment must begin within nine(9) months of EPA approval;

4, On-site construction or ingallaion of the emission control and/or process equipment
must be completed within fifteen (15) months of EPA approval;

5. Final compliance shall be achieved within sixteen (16) months of EPA approval.
Any owner or operator of an emission source subject to the compliance schedule of this Section

shall certify to the Director within five (5) days after the deadline for each increment of progress,
whether the required increment of progress has been met.

(2) Low Solvent Content Coating.

(a

(b)

Except as provided under paragraphs (4) or (5) of this Rule or under sub paragraph (b) of this
paragraph, the owner or operator of a VOC emission source proposing to employ low solvent
content coating technology to comply with this Chapter shall adhere to the increments of progress
contained in the following schedules:

1. Final plans for theapplication of low solvent content coating technology must be
submitted within three (3) months of EPA approval;

2. Research and dev elopment of low solvent content coating must be com pleted within six
(6) months of EPA approval;

3. Evaluation of product quality and commercial acceptance must be completed within 1
year of EPA approval.

4, Purchase orders must be issued for low solvent content coatings and process
modifications within fifteen (15) months of EPA approval;

5. Initiation of process modification must begin within seventeen (17) months of EPA
approv al;
6. Process modifications must be completed and use of low solvent content coatings must

begin within twenty-two (22) months of EPA approval;
7. Final compliance shall be achieved within two (2) hears of EPA approval.
Wher e the Director determines that low solvent content coating technology has been sufficiently
researched and developed for a particular application, the owner or operator of aVOC emisson
source proposing to comply with this Chapter through application of low solvent content coatings

shall adhere to the increments of progress contained in the following schedul e:

1. Final plans for theapplication of low solvent content coating technology must be
submitted within three (3) months of EPA approval;

2. Evaluation of product quality and commercial acceptance must be com pleted within six
(6) months of EPA approval;

335-3-6-28



3. Purchase orders must be issued for low solvent content coatings and process
modifications within nine(9) months of EPA approval;

4, Initiation of process modifications must begin within eleven (11) months of EPA
approv al;

5. Process modifications must be completed and use of low solvent content coatings must
begin within fifteen (15) months of EPA approval;

6. Final compliance shall be achieved within sixteen (16) months of EPA approval.

(c) Any owner or operator of a stationary source subject to the compliance schedul e of thisparagraph

shall certify to the Director within five (5) days after the deadline for each increment of progress
whether the required increment of progress has been met.

Date Submitted

to EPA

Date Approved Federal
by EPA Register

Original Reg APR 19, 1979 NOV 26, 1979 44 FR 67375
1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375
2nd Revision OCT 31, 1989 MAR 19, 1990 55 FR 10062
3rd Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991

(3) Equipment Modification.

(a) Except asprovided under paragraphs(4) or (5) of thisRule, the owner or operator of aVOC
emission source proposing to comply with this Chapter by modification of exiging processing
equipment shall adhere to the increments of progress contained in the following schedul e:

1. Final plans for process modification must be submitted within three (3) months of EPA
approv al;

2. Contractsfor processmodifications must be awarded or orders must beissued for the
purchase of component parts to accomplish process modifications within five (5) months
of EPA approval;

3. Initiation of on-site construction or installation of process modifications must begin
within seven (7) months of EPA approval;

4. On-site construction or installation of process modifications must be com pleted within
ten (10) months of EPA approval;

5. Final compliance shall be achieved within eleven (11) months of EPA approval.

(b) Any owner or operator of an emission sour ce subject to the compliance schedule of this Rule shall

certify to the Director within five (5) days after the deadline for each increment of progress,
whether the required increment of progress has been met.

335-3-6-29



Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg APR 19, 1979 NOV 26, 1979 44 FR 67375
1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375
2nd Revision OCT 31, 1989 MAR 19, 1990 55 FR 10062
3rd Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991

(4) Alternative Compliance.

(a) Nothing in this Part shall prevent the Director from approving a separate schedule for any source,
if he finds that the application of a compliance schedulein paragraphs(1) through (3) above
would be infeasible or impracticable.

(b) Nothing in this Part shall prevent the owner or operator of a VOC source from submitting to the
Director aproposed alternative compliance schedule provided:

1. the proposed dternative compliance schedule is submitted within three (3) months of
EPA approval; and

2. the final control plans for achieving compliance with this Chapter are submitted
simultaneoudy; and

3. the alternative compliance schedul e contains the same INCREMENTS OF PROGRESS
as the schedule for which it is proposed; and

4. sufficient documentation and certification from appropriate suppliers, contractors,

manufacturers, or fabricators are submitted by the owner or operator of the VOC source
to justify the dates proposed for the increments of progress.

(c) All alternative compliance schedules proposed or promulgated under thisRule shall provide for
compliance of the VOC emission source with this Chapter asexpeditiously as practicable, but not
later than December 31, 1982.

(d) Any schedule approved under thisparagraph may be revoked at any time if the source does not
meet the increments of progress stipul ated.

(5) Exception. Paragraphs (1) through (4) of this Rule will not apply to sources which arein compliance with
this Chapter before June 1, 1979 and have determined and certified compliance to the satisaction of the

Director within three (3) months of EPA approval.

(6) Exception. Nothing in this Rule shall prevent the Director from approving a separate schedule for any
source beyond December 31,1982, provided:

(a) the sourceis located in an attainment or unclassifiable area, and
(b) the sourceis proposing to use innovative technologies, and
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(c) the extenson will not interfere with reasonablefurther progress in attaining the National Ambient
Quality Standards.

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg APR 19, 1979 NOV 26, 1979 44 FR 67375
1st Revison AUG 10, 1979 NOV 26, 1979 44 FR 67375
2nd Revision OCT 31, 1989 MAR 19, 1990 55 FR 10062
3rd Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.16 Test Methods and Procedure.
(1) Determination of Volatile Organic Content of Surface Coatings.
(a) this method gpplies to paint, varnish, lacquer, and surface coatings which are air-dried or
force-dried.
(b) this method does to apply to any coating system requiring special curing process such as:
1. exposure to temperatures in excess of 110°C (230°F) to promote thermal crosslinking; or
2. exposure to ultraviolet to promote cross-linking.
(c) For the purposes of this method, the applicable surface coatings are divided into three classes.
They are:
1. Class I: General Solvent-Type Paints. This class includes white linseed oil outside paint,

white soya and phthalic alkyd enamel, white linseed o-phthalic alkyd enamel, red lead
primer, zinc chromate primer, flat white indde enamel, white epoxy enamel, white vinyl
toluene modified alkyd, white amino modified baking enamel, and other solvent-type
paints not included in Class 1.

2. Class |I: Varnishes and Lacquers. This class includesclear and pigmented lacquersand
varnishes.
3. Class I11: Water Thinned Paints. This dass includesemulsion or latex paints and colored
enamels.
(d) For the purpose of thismethod, a representative sample of the surface coating shall be obtained at

the point of delivery to the coater or any other point in the process that the Director approves.
(e) The volatile organic content of the sample shall be determined as follows:

1. Assign the coating to one of the three classes in subparagraph (c) of this paragraph.
Assign any coating not clearly belonging to Class Il or |11 to Class I.

2. Determine thedensity dm (in grams/cubic centimeter) of the pant, vamish, lacquer, or
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related products according to the procedure outlined in ASTM D 1475-60, Standard
Method of Test for Density of Pant, Varnish, Lacquer, and Related Products. Then,
depending on the class of the coatings, use one of the following specified procedures to
determine the volatile content:

(i) Classl. Usetheprocedurein ASTM D 2369-7 3, Standard Method of Test for Volatile
Content of Paints.

(1) Record the followinginformation:

W, = Weight of dish and sample, grams

W, = Weight of dish and sampleafter heating, grams

S = Sample weight, grams.

(I1) Compute the volatile organic content C, (in grams/liter of paint) as follows:
C, = (W~ W))(D,)(10%/S

(I11) To convert grams/liter to pounds/gallons, multiply
C, by 8.3455 x 10°3.

(ii) ClassIl.Usethe procedurein ASTM D 1644-59 Method A, Standard Methodsof Test for
Nonvolatile Content of Varnishes (Do not use Method B).

(1Y Record the followinginformation:
A = Record of dish, grams
B = Weight of sampleused, grams
C = Weight of dish and content after heating, grams.
(I1) Compute the volatile organic content C, (in grams/liter) as follows:

C,=(A+B-C)(D,)(10%/B

(I1) To convert grams/liter to pounds/gallon,

multiply C, by 8.3455 x 107,
(iii) Class|ll. Use the procedurein ASTM D 2369 -73, Standard M ethod of Test for V olatile
Organic Content of Paints.

335-3-6-32



(1) Record the same information as spedfied in subparagraph (e)2.(i) of thisparagraph.

(1) Determine the water content P (in percent water) of the paint according to the procedure

outlined in Federal Standards 141a, Method 4082.1, Water in Paint and Varnishes (Karl Fisher

Titration Method).

(1) Compute the nonaqu eous volatile matter content Cv(in grams/liter) as follows:
C,=(W,-W,-0.01PS) (D,)(10%/S

(IV) To convertgrams/liter to poundggallon,

multiply C, by 8.3455 x 10°°

(2) Test Procedure for Determination of VOC Emissions from Bulk Gasoline Terminals.

(a)

(b)

(c)

(d)

Principle. V OC emissions are determined directly using flow meters and hydrocarbon analyzers.
The volume of liquid gasoline digpensed is determined by computation based on the metered
guantity of gasolineat the loading rack. Test results are expressedin milligrams of hydrocarbons
emitted per liter of gasoline transferred.

Summary of the Method. Thismethod describes the test conditions and test procedures to be
followed in determining the emissionsfrom systems installed to control VOC vapors resulting
from tank truck and trailer loading operationsat bulk terminals. Under this procedure direct
measurements are made to compute the hydrocarbon mass exhausted from the vapor control
system. All possible sources of leaksare qualitatively checked to insurethat no uncontrolled
vapors are emitted to the atmosphere. The results are expressed in terms of masshydrocarbons
emitted per unit volume of gasoline transferred. Emissions are determined on a total hydrocarbon
basis. If methane is present in the vapors returned from the tank trucks or trailers, provisions are
included for conversion to a total nonmethane hydrocarbon basis.

Applicability. This method is applicable to determining VOC emission rates at tank truck and
trailer gasoline loading terminals employing vapor collection systems and ether continuous or
intermittent vapor control systems. This method is applicableto motor tank truck and trailer
loading asper Part 6.6.

Apparatus. The components essential to the evaluaion of emissions from gasoline loading
terminals are:

1. portable combustible gas detector equipped toread zero (0) to one hundred percent
(100%) of the low er explosive limit,

2. flexible thermocouple with recorder,
3. gas volume meter, sized for the expected exhaust flow rateand range,
4. total hydrocarbon analyzer with recorder (flame ionization detector or nondispersive

infrared equipped to read zero (0) to ten percent (10%) by volume hydrocarbon as
propanefor vapor control sysems which recover thevapor liquid, or 0to 10,000 ppmv
hydrocarbon as propane for incineration vapor control system),
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(e)

()

(9)

barometer to measure atmospheric presaure,

gas chromatography/flame ionization detector with a column to sepaateC1- C 7
alkanes (used if methane is presentin recovered vapors or if incineration isthe vapor
control technique).

Test Requirements:

No less than three 8-hour repetitions will be performed.

During the test period, all loading racks shall be open for each produce line which is
controlled by the sygem under test. Simultaneous use of more than one loading rack
shall occur to the extent that such would normally occur.

Simultaneoususe of more than one dispenser on each loading rack shall occur tothe
extent that such use would normally occur.

Dispensing rates shall be set at the maximum rate at w hich the equipment is designed to
be operated. Automatic product dispensers are to be used according to normal operaing
practices.

Applicable operating param eters of the v apor control system shall be monitored to
demonstratethat the control unit is operating at design levels. Forintermittent vapor
control systems employing avapor holder, each test repetition shall include atleast one
fully automatic operation cycle of the vapor holder and control device. Tank trucks and
trailers shall be essentially leak free as determined by the Director.

Basic Measurements Required. The basic measurements essential to the evaluation of emissions
from gasoline loading terminals are:

the amount of gasoline dispensed from gasoline dispensers,
leak check to all fittings and vents,

the following items for the processing unit exhaust:
(i) temperature,

(ii) pressure,
(iti) volume of vapors,

(iv) hydrocarbon concentration of vapors, if methane is present in recovered vapors.

Test Procedure.

Calibrate and span all instruments as outlined under subparagraph (i) of thisparagraph.

Install an appropriately sized gas meter on the exhaust vent of the vapor control sy stem.
For those vapor control systems where restrictions preclude the use of a volume meter or
when incineration isused for vapor control, agas flow rate meter (orifice, pitot tube,
annubar, etc.) is necessary. At the meter inlet, install athermocouple with recorder.
Install atap atthe volume meter outlet. Attach a sample line for total hydrocarbon
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analyzer (0 to 10 percent) as propane to this tap. If the meter pressure is different than
barometric pressure, install a second tap at the meter outlet and attach an appropriate
manometer for pressure measurement. |If methane analyssisrequired, install athird tap
for connection to a constant volume sample pump/evacuated bag assembly as described
in Method 3, CODE OF FEDERAL REGULA TIONS, 36.247 December 23, 1977.

3. Measurements and data required for evaluating emissions from the system:

(1)

(i)

(iii)

(iv)

(v)

(vi)

(vii)

(h) Calculations.

1. Technology:

at the beginning and end of each test repetition, record the volume readings on
each product dispenser on each loading rack served by the system under test;

at the beginning of each test repetition and each two (2) hours thereafter, record
the ambient temperature and the barometric pressure;

for intermittent vapor control sy stems employing avapor holder, the unit shall
be manually started and allowed to process vapors in the holder until the lower
automatic cut-off is reached. This cycleshould be performed immediately prior
to the beginning of the test repetition before readingsunder subparagraph
(2)(9)3.(i) of this paragraph are taken. No loading shall be in progress during
this manual cycle;

for each cycle of the vapor control system during each test repetition, record the
start and stop time, the initial and final gasmeter readings, and theaverage
vapor tem peratures, pressure and hydrocarbon concentration. If aflow rate
meter is used, record flow meter readouts continuously during the cycle. If
required, extract a sam ple continuously during each cycle for chromatographic
analysis for specific hydrocarbons;

for each tank truck or trailer loading during the tes period, check all fittings and
seals on the tanker compartments with the combustible gas detector. Record the
maximum combustible gas reading for any incidents of leakage of hydrocarbon
vapors. Explore the entire periphery of the potential leak source with the
sample hoseinlet 1 cm (0.4 inches) away from the interface;

during each test period, monitor all possible sources of |eaks in the vapor
collection and control systems with the combustible gas indicator. Record the
location and combustible gasreading for any incidentsof |eakage;

for intermittent vapor control systems, the control unit shall be manually started
and allow ed to process vapors in the holder until the lower automatic shutoff is
reached at the end of each test repetition. Record the data required under
subparagraph (2)(g)3.(iv) of thisparagraph for this manual cycle. No loading
shall be in progress during this manual cycle

T, = Ambient temperature (°C)

P, = Barometric pressure (mm Hg)
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(i)
0

(1)

L, = Total volume of liquid dispensed from all controlled racksduring the test period
(liters)

V. = Volume of air-hydrocarbon mixture exhausted from the processing unit (M 3)
V. = Normalized volume of air-hydrocarbon mixture exhausted
NM, @ 20 °C, 760 mmHg

C. = Volume fraction of hydrocarbons in ex hausted mixture (volume % as C; H¢/100,
corrected for methane content if required)

T, = Temperature at processing unit exhaust (°C)
P, = Pressure at processing unit exhaust (mmH g abs)

(M/L), = Mass of hydrocarbons exhausted from the procesdng unit per volume
of liquid loaded (mg/1).

Calculate the following results for each period of thevapor control system operation:

(i)

(i)

(iii)

Volume of air-hydrocarbon mixture exhauged from thevapor control sysem:
V., =Vg4-Vg or
V. = totalized volume from flow rate and time records

normalized volume of exhausted mixture:

V. =(0.3858 °K/ImmHg) V,PJ(T,+ 273.2

massof hydrocarbons exhausted from the vapor control system:

M, = (1.833 x 10 6 mgC,Hyg) X Vo C/NM,C,H,

calcul ate the average mass of hydrocarbons emitted per volume of gasoline loaded:

(M/L)e= M, (sum of) L,

Calibrations.

Flow meters shall be calibrated using standard methods and procedures which have been approved
by the Director.

Temperature recording instruments shall be calibrated prior to atest period and following the test
period using an ice bath (O °C) and a known reference temperature source of aout 35 °C. Daily
during the test period, use an accurate reference to measure the ambient temperature and compare
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the ambient temperature reading of all other instruments to thisvalue.

(D) Manufacturer's instructions including warm-up and adjustments shall be followed for total
hydrocarbon analyzers. Prior to and immediately after theemissontest, perform a
comprehensive laboratory cdibration on each analyzer used. Calibration gases should be propane
in nitrogen prepared gravimetricdly with mass quantities of approximately one hundred percent
(100%) propane. A calibration curve shall be provided using a minimum of five (5) prepared
standardsin the range of concentrations expected during testing;

. For each repetition, zero with zerogas(3 ppm C) and span with sventy percent (70%)
propane for instrumentsused in thevapor linesand with ten percent (10%) propane for
instruments used at the vapor control sy stem exhaust.

. The zero and span procedure shall be performed at least once prior to the first test
measurem ents, once during the middle of the run, and once following the final test
measurement for each run.

1. Conditionsin calibration gascylindersmust be kept such that condensation of propane
does not occur. A safety factor of two (2) for pressure and temperature is recommended.

3) Determination of Volatile Organic Compound Emission Control System Efficiency.

(a) The provisions of this paragraph are generally applicable to any test method em ployed to
determine the collection or control efficiency of any device or sysem designed, installed, and
operated for the purpose of reducing volatile organic compound emissions.

(b) The following procedures shall be included in any efficiency demonstration:

1. The volatile organic compound containing material shall be sampled and analyzed ina
manner approved by the Director such that the quantity of emissions that could result
from the use of the material can be quantified.

2. The efficiency of any capture system used to trangort the volatile organic compound
emissionsfrom their point of origination to the control equipment shall be computed by
using accepted engineering practice and in a manner approved by the Director.

3. Samples of the volatile organic compound containing gas stream shall be taken
simultaneously at the inlet and outlet of the emissions control device in a manner
approved by the Director.

4. The total combustible carbon content of the samples shall be determined by amethod
approved by the Director.

5. The efficiency of the control device shall be expressed as the fraction of total
combustible carbon content reduction achieved.

6. The volatile organic compound mass emission rae shall be the sum of emissions from
the control device, emissions not collected by the capture sysem, and capture system
| osses.

(4 Determination of Solvent M etal Cleaning Volatile Organic Com pound E missions.
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(6)

(a

(b)

(c)

This method is applicableto determining volatile organic compound emissions from solvent metal
cleaning equipment.

The purpose of this method isto quantify, by material balance the amount of solvent input into a
degreaser ove a sufficiently long period of time so tha an average emission rate can be

computed.

The following procedure shall be forwarded to perform a material balance test:

1. Clean the degreaser sump before testing.

2. Record the amount of solvent added to the tank with a flow meter.

3. Record the weight and type of work load degreased each day .

4. At the end of the test run, pump out the used solvent and measure the anount with a flow

meter. Al, estimate the volume of metal chipsand other material remaining in the
emptied sump, if significant.

5. Bottle a sample of the used solvent and analyze it to find the percent that isoil another
contaminants The oil and solvent proportions can be estimated by weighing samples of
used solvent before and after boiling off thesolvent. Compute the volume of oilsin the
used solvent. The volume of solvent displaced by thisoil along with the volume of
make-up solvent added during operations are equal to the solvent emissions.

Testing and M onitoring Procedures for Graphic A rts

(a

(b)

(c)

(d)

(e)

The ow ner or operator of aV OC source shall, at his own expense, demonstrate compliance with
this Chapter by the methodsin subparagraph (c) of this paragraph or an alternative method
approved by the Director. All tests shall be made by, or under the direction of, a person qualified
by training and/or experience in thefield of air pollution teging.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of the tests so the Director may at his
option observe the teg. The notification shall contain theinformation required by, and bein a
format approved by, the Director.

Test procedures to determine compliance with Chapter 6 must be approved by the Director and
consistent with:

1. EPA Guideline Series document, "M easurement of Volatile Organic Compounds,”
EPA-450/2-78-041; and

2. Appendix A of "Control of Volatile Organic Emissions from Existing Stationary Sources
- Volume I1: Surface Coating of Cans, Coils, Paper, Fabrics Automobiles and
Light-Duty Trucks," EPA- 450/2-77-008.

The Director may accept, instead of ink solvent analysis a certification by the ink manufacturer of
the composition of the ink solvent, if supported by actual batch formulation records.

If add-on control equipment is used, continuous monitors of thefollowing parameters shdl be
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installed, periodically calibrated, and operated at all times that the associated control equipment is
operating:

1. exhaust gas temperatures of all incinerators;
2. temperatures riseacross a catalytic incinerator bed;
3. breakthrough of VOC on a carbon adsorption unit; and

4. any other continuous monitoring or recording device required by the Director.

(7) Testing and M onitoring Procedures for Surface Coating or Miscellaneous M etal Parts

(a

(b)

(c)

(d)

(e)

The owner or operaor of a VOC source required to comply with this Chapter shall, a his own
expense, demonstrate compliance by the methodsof thisparagraph, or an altemative method
approved by the Director. All tests shall be made by, or under the direction of, a person qualified
by training and/or experience in thefield of air pollution teging.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30)days before the proposed initiation of the tests so the Director may at his
option observe the teg. The notification shall contain theinformation required by, and bein a
format approved by, the Director.

Test procedures to determine compliance with Chapter 335-3-6 must be approved by the Director
and be consigent with:

1. EPA Guideline Series document, "M easurement of Volatile Organic Compounds,"
EPA-450/2-78-041; and,

2. Appendix A of "Control of Volatile Organic Emissions from Existing Stationary Sources
- Volume I1: Surface Coating of Cans, Coils, Paper, Fabrics Automobiles and
Light-Duty Trucks", EPA-450/2-77-008.

The Director may accept, instead of the coating analysis required in Subparagraph (7) (c)(2) of this

paragraph, acertification by the manufacturer of the composition of the coatings, if supported by

actual batch formulation records.

If add-on control equipmentis used, continuous monitors of thefollowing parameters shdl be

installed, periodically calibrated, and operated at all times that the associated control equipment is

operating:

1. exhaust gas temperature of all incinerators;

2. temperaturerise across a catalyticincineraor bed,;

3. breakthrough of VOC on a carbon adsorption unit; and

4. any other continuous monitoring or recording device required by the Director.

(8) Testing and Monitoring Procedures for Petroleum Liquid Storage in Floating Roof Tanks

(a)

The owner or operaor of any VOC source required to comply with this Chapter shall, a& his own
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(9)

(b)

(c)

expense, demonstrate compliance by the methods of thisparagraph or an alternaive method
approved by the Director. All tests shall be made by, or under the direction of, a person qualified
by training and/or experience in thefield of air pollution teging.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of the tests so the Director may at his
option observe the teg. The notification shall contain theinformation required by, and bein a
format approved by, the Director.

Compliance with Chgpter 335-3-6 shall be determined by:

1. physically measuring thelength and width of all gaps around the entire circumference of
the secondary seal in each place where a 0.32 centimeter (1/8 inch) uniform diameter
probe passesfreely (without forcing or binding against the seal) between the seal and

tank wall; and,

2. summing the area of the individual gaps.

Testing and Monitoring Procedures for the Manufacture of Pneumatic Rubber Tires

(a)

(b)

(c)

(d)

(e

The owner or operaor of a VOC source required to comply with this Chapter shall, a his own
expense, demonstrate compliance by the methods of subparagrgphs (c) and (d) of thisparagraph,
or an alternative method approved by the Director. All tests shall be made by, or under the
direction of, a person qualified by training and/or experience in thefield of air pollution teging.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of the tests so the Director may, at his
option, observe the test. The notification shall contain the information required by, and be in a
format approved by, the Director.

Test procedures to determine compliance with Chapter 335-3-6 must be approved by the Director
and be consigent with:

1. EPA Guideline Series document, "Measurement of Volatile Organic Compounds",
EPA-450/2-78-041; and,

2. Appendix A of "Control of Volatile Organic Emissions from Existing Stationary Sources
- Volume I1: Surface Coating of Cans, Coils, Paper, Fabrics Automobiles and
Light-Duty Trucks," EPA-450/2-77-008.

The Director may accept, instead of the analyses of spray, cement, or other compounds, a

certification by the manufacturer of the composition of the spray, cement, or other compounds, if

supported by actual batch information records.

If add-on control equipment is used, continuous monitors of thefollowing parameters shdl be

installed, periodically calibrated, and operated at all times that the associated control equipment is

operating:

1. exhaust gas temperatures of incinerators;

2. temperaturerise across a catalyticincineraor bed;
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(10)

(11)

3. breakthrough of VOC on a carbon adsorption unit; and,

4. any other continuous monitoring or recording device required by the Director.

Testing and M onitoring Procedures for the Manufacture of Synthesized Pharmaceutical Products

(a)

(b)

(c)

(d)

The owner or operaor of any VOC source required to comply with this Chapter shall, a his own
expense, demonstrate compliance by the methods of subparagraph (c) in thisparagraph or an
alternative method approved by the Director. All tests shall be made, or under the direction of, a
person qualified by training and/or experience in the field of air pollution testing.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of the tests so the Director may, at his
option, observe the test. The notification shall contain the information required by, in a format
approved by, the Director.

Test procedures to determine compliance with Chapter 335-3-6 must be approved by the Director
and consistent with EPA Guideline Series document, "Measurement of Volatile Organic
Compounds", EPA-450/2-78-041.

If add-on control equipmentis used, continuous monitors of thefollowing parameters shdl be
installed, periodically calibrated, and operated at all times that the associated control equipment is
operating:

1. exhaust gas temperature of all incinerators;

2. temperaturerise across a catalyticincineraor bed;

3. breakthrough of VOC on a carbon adsorption unit; and,

4, any other continuous monitoring or recording device required by the Director.

Testing and Monitoring Procedures for the Surface Coating of Flatwood Paneling.

(a)

(b)

(c)

The owner or operaor of a VOC source required to comply with this Chapter shall, a his own
expense, demonstrate compliance by the methods of Paragraphs subparagraphs (c) and (d) of this
paragraph, or an altemative method approved by the Director. All testsshall be made by, or under
the direction of, a person qualified by training and/or experience in the field of air pollution
testing.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of the tests so that the Director may, at
his option, observe the test. The notification shdl contan the information required by, andbein a

format approved by, the Director.

Test procedures to determine compliance with Chapter 335-3-6 must be approved by the Director
and be consigent with:

1. EPA Guideline Series Document, "Measurement of Volatile Organic Compounds",
EPA-450/2-78-041: and

2. Appendix A of "Control of Volatile Organic Emissions from Existing Stationary Sources
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(12)

(13)

(d)

(e)

- Volume I1: Surface Coating of Cans, Coils, Paper, Fabrics Automobilesand
Light-Duty Trucks", EPA-450/2-77-008.

The Director may accept, instead of the coating analysis required by subparagraph (c)2. of this
paragraph above, a certification by the coating manufacturer of the composition of the coating, if
supported by actual batch formulation records.

If add-on control equipment is used, continuous monitors of thefollowing parameters shdl be
installed, periodically calibrated, and operated at all times that the associated control equipment is
operating:

1. exhaust gas temperature of all incinerators;

2. temperaturerise across a catalyticincineraor bed,;

3. breakthrough of VOC on a carbon adsorption unit; and,

4. any other continuous monitoring or recording device required by the Director.

Teging and Monitoring Procedures For Leaks from Gasoline Tank Trucksand Vapor Collection Systems

(a)

(b)

(c)

(d)

The ow ner or operator of aV OC source shall, at his own expense, demonstrate compliance with
this Chapter by the methodsof subparagraph (c) of this paragraph, or an alternative method
approved by the Director. All tests shall be made by, or under the direction of, a person qualified
by training and/or experience in thefield of air pollution teging.

The owner or operator of a gasoline tank truck subject to Chapter 335-3-6 must notify the
Director in writing of the date and location of a certification test at leag ten (10) days before the
anticipated ted date. In order to observe a certification test, the Director must postpone or
reschedulethe certification test date by written notice to the owner or operator within five (5) days
after receipt of certification test notification.

Test procedures to determine compliance with Chapter 335-3-6 must be approved by the Director
and consistent with the test procedures described in Appendix A or C of the OAQPS Guideline
Series document, "Control of Organic Compound L eaks from Gasoline Tank Trucksand Vapor
Collection Systems", EPA-450/2-78-051. There shall be no avoidablevisible liquid leaks during
testing.

Monitoring to confirm the continuing existence of leak tight conditions shall be consistent with
the procedures described in Appendix B of the OAQPS Guideline Series document, "Control of
Organic Compound Leaks from Gasoline Tank Trucks and Vapor Collection Systems",
EPA-450/2-78-051.

Testing and Monitoring Procedures for Petroleum Refinery Equipment

(a)

(b)

The owner or operator of a petroleum refinery subject to this Chapter shall, at his own expense,
demonstrate compliance by the methods of this paragraph or an altemative method goproved by
the Director. All tests shall be made by, or under the direction of a person qualified by training
and/or experienced in thefield of air pollution teging.

Testing and monitoring procedures to determine compliance with this Chapter must be approved
by the Director and consistent with Appendix B of the OA QPS G uideline Series document,
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"Control of Volatile Organic Compound Leaks from Petroleum Refinery Equipment”,
EPA-450/2-78-036.

Author: Wm Gerald Hardy

Statutory Authority: Codeof Alabama 1975, Secs 22-28-14, 22-22A-5, 22-22A-6, and 22-22A-8
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335-3-6-.17 Manufacture of Pneumatic Rubber Tires.
(1) For the purpose of thisRule, thefollowing definitions apply:

(a) "Pneumatic rubber tire manufacture' shall mean the production of pneumatic rubber, passenger

type tires on a mass production basis.
(b) "Passenger type tires" shall mean agricultural, airplane industrial, mobile home, light and medium

duty truck, and passenger vehicle tires with a bead diameter up to 20.0 inches and crosssection
dimension up to 12.8 inches.

(c) "Undertread cementing” shall mean the application of cement to the underside of the tire tread.
(d) "Tread-end cementing" shall mean the application of cement to the tire tread ends.

(e) "green tires" shall mean assembledtiresbefore molding and curing have occurred.

(f) "Green tire spraying" shall mean the spraying of green tires, both inside and outside, with

compounds which help remove air from the tire, prevent the tire from sticking tothe mold during
curing, improve the finish, etc.

(9) "Water-based sprays or compounds" shall mean compounds in which solids, water, and
emulsifiers (non-organic) constitute a |east eighty-eight percent (88%) by weight of the
compound.

(2) This Part applies to V OC emissions from the follow ing operations.

(a) Undertread cementing.
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(4)

(b)
(c)

Tread-end cementing,

Green tirespraying.

The owner or operator of an undertread cementing, tread-end cementing, or green tire spraying operation
subject to this Part shall:

(a)

(b)

(c)

(d)

Install and operate a capture system which achieves maximum reasonabl e capture of evaporated
VOC from all undertread cementing, tread-end cementing, and green tire spraying operations. If
practical, maximum reasonable capture shall be consistent with the following documents:

1. "Industrial Ventilation, A Manual of Recommended Practices", 14th Edition, American
Federation of Industrial Hygienists.

2. "Recommended Industrial Ventilation Guidelines", U.S. Department of Health,
Education and Welfare, National Institute of Occupational Safety and Health.

Install and operate a control device that removes or oxidizes to inorganic com pounds at |east
ninety percent (90%) of the VOC by weight from the gases ducted to the control device. The
device must be approved by the Director.

The owner or operator may, instead of implementing the measures required by subparagraphs (a)
and (b) of this paragraph, substitute water-based cements or compounds for the solvent-based
cements or compounds.

The owner or operator may, instead of implementing the measures required by subparagraphs (a),
(b), and (¢) of thisparagraph, submit to the Director for approval a petition for alternative
measures which have achieved or will achieve equivalent reductionsin VOC emissions.
Equivalent reductions mean that the total VOC emissions from undertread cementing, tread-end
cementing and green tire spraying shall not exceed an average of 76 grams per green tire, as
determined on amonthly basis.

From the date of EPA approval of this regulation, the owner or operator shall adhere to the following
schedules:

(a) Required Action Schedule

submit final plansfor control
strategy 3 months

award contracts or purchase orders 9 months

complete modification, construction,
or installation of equipment and/or

processes 27 months
achieve compliance 30 months
(b) Instead of the schedule contained in sub paragraph (a) above, the owner or operator may submit to

the Director, and the Director may approve, an alternative compliance schedule provided:
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1. The schedule is submitted within three months after EPA approval of this regulation.

2. The need for or the advantagesof an alternative schedule isadequately documented.
3. The schedule contains increments of progress.
4, Sufficient docum entation and certification from appropriate suppliers, contractors,

manufacturersor fabricators are submitted to justify the proposed datesfor the
increments of progress.

5. Final compliance is achieved as expeditiously aspossible.

Author: Wm Gerald Hardy

Statutory Authority: Codeof Alabama 1975, Secs 22-28-14, 22-22A-5, 22-22A-6, and 22-22A-8
History: Effective Date: April 19, 1984.
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335-3-6-.18 Manufacture of Synthesized Pharma ceutical Products.
(1) For the purpose of thisRule, thefollowing definitions apply:
(a) "Condenser" shall mean a device which coolsa gas stream to a temperature which removes

specific organic compounds by condensation.

(b) "Control system" shall mean any number of control devices, including condensers, which are
designed and operated to reduce the quantity of VOCs emitted to the atmosphere.

(c) "Reactor" shall mean avat or vessel, which may be jacketed to permit temperature control,
designed to contain chemical reactions.

(d) "Separation oper ation" shall mean a process that separates a mixture of compounds and solv ents
into two or more components. Specific mechanians include extraction, centrifugation, filtration,
and crystallization.

(e) "Synthesized pharmaceutical manufacturing" shall mean manufacture of pharmaceutical products
of chemical synthesis.

(f) "Product equipment exhaust system” shall mean a devicefor collecting and directing out of the
work area VOC fugitive emissions from reactor openings, centrifuge openings, and other vessel

openings for the purpose of protecting workers from excessive VOC exposure.
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(3

(4)

(5)

(6)

This Rule applies to all synthesized pharm aceutical manufacturing facilities.

This Rule appliesto all sources of VOCs, including reactors, distillation units, dryers, storage of VOCs,
transfer of V OCs, extraction equipment, filters, crystallizers and centrifuges that have the potential to emit
6.8 kilograms per day (15 pounds per day) or more.

The ow ner or operator of a synthesized pharm aceutical manufacturing facility subject to this Rule shall
control the VOC emissions from all reactors, digillation operaions, crystallizers centrifuges and vacuum
dryers that have the potential to emit 6.80 kilograms per day (15 pounds per day) or more of V OCs.
Surface condensers or equivalent controls shall be used, provided that:

(a) If surface condensersare used, the condenser outlet gas temperature must not exceed:

1. -25°C (-13°F) when condensing a V OC of a vapor pressure greater than 40.0 kilo Pascals
(5.8 psia)*

2. -15 °C, (5°F) when condensing a VvV OC of a vapor pressure greater than 20.0 kilo Pascals
(2.9 psia)*

3. 0°C(32°F) when condensing a V OC of a vapor pressure gr eater than 10.0 kilo Pascals
(1.5 psia)*

4. 10°C (50°F) when condensing aV OC of a vapor pressure greater than 7.0 kilo Pascals

(1.0 psia)*; or,

5. 25°C (77°F) when condensing a V OC of a vapor pressure greater than 3.50 kilo Pascals
(0.5 psia*.

*VAPOR PRESSURES AS M EASURED AT 20°C (68°F)

(b) If equivalent controls are used, the VOC emissions must be reduced by at least asmuch as they
would be by using a surface condenser which meets the requirements of subparagraph (a) of this

paragraph.

The ow ner or operator of a synthesized pharmaceutical manufacturing facility subject to this Rule shall
reduce the V OC emissions from all air dryers and production equipment exhaust systems;

(a) by at leag ninety percent (90%) if emissions are 150 kilograms per day (330 poundsper day) or
more of VOC; or,

(b) to 15.0 kilograms per day (33 pounds per day) or less if emissions are less than 150 kilograms per
day (330 pounds per day) of VOC.

The ow ner or operator of a synthesized pharm aceutical manufacturing facility subject to this Rule shall:

(a) provide a vapor balance sysgem or equivalent control that is at least ninety percent (90%) effective
in reducing emissions from truck or railcar deliveries to orage tanks with capacities greater than
7,500 liters (2,000 gallons) that store VOC with vapor pressures greater than 28.0 kilo Pascals (4.1
psia) at 20°C (68°F);and,

(b) install pressure/vacuum conservation vents set at + 0.2 kilo Pascals on all storage tanks that store
VOC with vapor pressures greater than 10.0 kilo Pascals (1.5 psia) at 20°C (68°F), unless a more
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effective control system is used.

(7) The ow ner or operator of a synthesized pharmaceutical facility subject to this Rule shall enclose all
centrifuges, rotary vacuum filters, and other filterswhich processliquidscontaining VOC with vapor
pressuresof 3.50 kilo Pascals (0.5 psia or more at 20°C (68°F).

(8) The owner or operator of a synthesized pharmaceutical facility subjectto thisRule shall install covers on
all in-process tanks containing a VOC at any time. These coversmust remain closed, unless production,
sampling, maintenance, or inspection procedures require operator access.

(9) The ow ner or operator of a synthesized pharm aceutical manufacturing facility subject to this Rule shall
repair all leak s from which aliquid, containing VOC, can be observed running or dripping. The repair
shall becompleted thefirst time the equipment is off-line for a period of time long enough to complete the
repair.

Author: Wm Gerald Hardy
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335-3-6-.19 Reserved.
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335-3-6-.20 Leaks from Gasoline Tank Trucks and Vapor Collection Systems
(1) For the purpose of thisRule, thefollowing definitions apply:
(a) "Bottom filling" shall mean the filling of a tank truck or stationary storage tank through an

openingtha is flush with the tank bottom.
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(3

(b)

(c)

(d)

(e)

()

(9)

(h)

"Gasoline" shall mean a petroleum distillate having a Reid vapor pressure of 27.6 kilo Pascals (4
psia) or greater that is used as fuel for internal combustion engines.

"Gasoline tank truck" shall mean tank trucks or trailers equipped with a storage tank and used for
the trangort of gasoline from sources of supply to stationary storage tanksof gasoline dispensing
facilities, bulk gasoline plants or bulk gasoline terminals.

"Gasoline dispensing facility" shall mean any site where gasoline is dispensed to motor vehicle
gasoline tanks from stationary storage tank s.

"Bulk gasoline terminal" shall mean a gasolinestorage facility which receves gasoline from
refineries primarily by pipeline, ship, or barge, and delivers gasoline to bulk gasoline plants or to
commercial or retail accounts primarily by tank truck; and has a daily throughput of more than
76,000 liters (20,000 gallons) of gasoline.

"Bulk gasoline plant" shall mean a gasoline storage and distribution facility with an av erage daily
throughput of 76,000 liters (20,000 gallons) or less which receives gasoline from bulk terminals
by trailer transport, stores itin tanks, and subsequently dispenses the gasoline viaaccount trucks
to local farms, businesses, and gasoline dispensing facilities.

"Vapor collection sysgem" shall mean a vapor trangport system which uses direct displacement by
the gasoline being transferred to force vapors from the vessel being loaded into either a vessel
being unloaded or a vapor control system or vapor holding tank.

"Vapor control system” shall mean a system that prevents release to the atmosphere of at |east
ninety percent (90%) by weight of organic compounds in the vaporsdisplaced from a vessel
during transfer of gasoline.

This Rule is applicable to all vapor collection and control sysems at bulk plants, bulk terminds, and
gasoline dispensing fecilities required by Rules 335-3-6-.05, .06 and .07, and to all gasoline tank trucks
equipped for gasoline vapor collection.

No person shall allow a gasoline tank truck subjectto thisRule to be filled or emptied unlessthe gasoline
tank truck:

(a)
(b)

(c)

(d)

is tested annually according to the test procedure referenced in Paragraph 335-3-6-.16(12)(c).

sustains a pressure change of no more than 0.750 kilo Pascals (3 inches of H,0) in five (5)
minutes when pressurized to a gauge pressure of 4.50 kilo Pascals (18 inches of H,0) or
evacuated to a gauge pressure of 1.50 kilo Pascals (6 inches of H,0) during the testing required in
Paragraph (a) of this Section;

is repaired by the owner or operator and retested within fifteen (15) days of testing if it doesnot
meet the criteria of Paragraph 335-3-6-.20(3)(b) of thisSection;

displays a sticker near the Department of Trangportation Certification platerequired by 49 CFR
178.340-10b, which:

1. shows the date that the gasolinetank truck last passed the test required in Paragraphs
335-3-6-.20(3)(a) and (b) of this;
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2. shows the identification number of the gasoline tank truck tank; and,

3. expires not more than one (1) year from the date of the leak tight test.
(4) The ow ner or operator of avapor collection system subject to this Rule shall:
(a) design and operate the vapor collection system and the gasoline loading equipment in a manner

that prevents:

1. gauge pressure from exceeding 4.50 kilo Pascals (18 inches of H,0) and vacuum from
exceeding 1.50 kilo Pascals (6 inches of H,0) in the gasoline tank truck;

2. areading equal to or greater than 100 percent (100%) of the lower explosive limit (LEL,
measured as propane) at 2.5 centimeters from all pointson the perimeter of a potential
leak sourcewhen measured by the method referenced in Section 335-3-6-.16(12)(d)
during loading or unloading operationsat gasoline dispendng facilities bulk plants and
bulk terminals;

3. avoidable visible liquid leaks during loading or unloading operationsat gasoline
dispensing facilities, bulk plants and bulk terminals; and,

(b) within fifteen (15) days, repair and retes a vapor collection or control system that exceeds the
limit in Subparagraph 335-3-6-.20(4)(a)(2).

(5) The Director may, at any time, monitor a gasoline tank truck, vapor collection system, or vapor control
system, by the method ref erenced in Section 335-3-6-.16(12)(d), to confirm continuing compliance with
Sections 335-3-6-.20(3) and (4).

Author: Wm Gerald Hardy
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335-3-6-.21 Leaks from Petroleum Refinery Equipment.
(1) For the purpose of thisRule, thefollowing definitions apply:
(a) "Petroleum refinery" shall mean any facility engaged in producing gasoline, kerosene, distillate

fuel oils, residual fuel oils, lubricants or other products through distillation, cracking, extraction,
or reforming of unfinished petroleum derivatives.
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(4)

(5)

(6)

)

(b) "Leaking component" shall mean any source which has a VOC concentration exceeding 10,000
parts per million by volume w hen tested in the manner described in Section 335-3-6-.16(13).
These sourcesinclude, but are not limitedto, pumping seds, compressor seals, seal oil degassing
vents, pipeline valves, flanges and other connections pressure relief devices, process drains, and
open ended pipes. Excluded from these sources are valveswhich are not externally regulated.

(c) "Liquid service" shall mean equipment which processes, transfers, or contains a VOC or mixture
of VOCsin the liquid phase.

(d) "Gas service" shall mean equipment which processes, transfers, or contains a VOC or mixture of
VOCs in the gaseous phase.

(e) "Valves not externally regulated” shall mean valves tha have no external controls, such asin-line
check valves.
(f) "Refinery unit" shall mean a set of components which are a part of a basic process operation, such

as, distillation, hydrotreating, cracking or reforming of hydrocarbons.
This Rule appliesto all petroleum refineries.

The owner or operator of a petroleum refinery complex subject to thisregulation shall develop and conduct
a monitoring program consistent with paragraphs (7) through (14) of this Rule inclusive.

The owner or operator of a petroleum refinery complex, upon detection of aleaking component, which has
aVOC concentration exceeding 10,000 parts per million by volume w hen tested in the manner described in
Rule 335-3-6-.16(13), shall:

(a) include the leaking component on a written list of scheduled repairswithin twenty-four (24)
hours; and,
(b) repair and retest the component within fifteen (15) days unless the leaking component cannot be

repaired until theunit isshutdown for turnaround.

Except for safety pressure relief valves, no owner or operator of a petroleum refinery shall install a valve at
the end of a pipe or linecontaining VOCs unless thepipe or line is seded with a s=scond valve, ablind
flange, aplug, or acap. The sealing device may be removed only when the lineisin use (i.e, when a
sample is being taken).

No ow ner or operator of a petroleum refinery shall operate a pipeline valve or pressure relief valvein
gaseous VOC service unlessit is marked in some manner that will be readily obvious to both refinery
personnel performing monitoring and the Director.

The owner or operator of a petroleum refinery shall maintain a leaking components monitoring log which
shall contain, at a minimum, the following data:

(a) the name of the process unit where the component is located.
(b) the type of component (e.g., valve, seal).

(c) the tag number of the component.

(d) the date on which a leaking component is discovered.
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(8)

9)

(10)

(11)

(12)

(e)
)
(9)
(h)
(i)

the date on which a leaking component is repaired.

the date and instrument reading of the recheck procedure after a leaking component is repared.
A record of the calibration of the monitoring instrument.

Those leaks that cannot berepaired until turnaround.

The total number of components checked and the total number of componentsfound leaking.

Copies of the monitoring log shall beretained by the owner or operator for aminimum of 2 years after the
date on which the record was made or the report prepared.

Copies of the monitoring log shall immediately be made available to the Director, upon verbal or written
request, at any reasonable requ est.

The ow ner or operator of a petroleum refinery, upon the completion of each yearly and/or quarterly
monitoring procedure, shall:

(a)

(b)

Submit areport to the Director by the 15th day, of January, April, July, and October that lists all
leaking components that were located during the previous three calendar months but not repaired
within 15 days, all leaking components awaiting unit turnaround, the total number of components
inspected and the total number of componentsfound leaking.

Submit a signed statement with the report attesting to the fact that, with the exception of those
leaking components listed in subparagraph (a) of this paragraph all monitoring and repairs were
performed as sipulated inthemonitoring program.

The Director, upon written notice, may modify the monitoring, recordkeeping and reporting requirements.

The owner or operator of a petroleum refinery subjectto thisregulation shall conduct a monitoring
program consistent with the follow ing provisions:

(a)

(b)

(c)
(d)
(e)

monitor yearly by the methods referenced in Rule 335-3-6-.16(13), all

(1) pump seals;

(2) pipeline valvesin liquid service; and

(3) processdrains.

Monitor quarterly by the methods referenced in Rule 335-3-6-.16(13), all

(1) compressor seals;

(2) pipeline valvesin gaseous srvice; and

(3) pressure relief valves in gaseous service.

Monitor w eekly by visual methods all pump seals;

Monitor immediatdy any pump seal from which liquids are observed dripping;

Monitor any relief valvewithin twenty-four (24) hours after it hasvented to the atmosphere; and
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(13)

(14)

(f) Monitor immediatdy after repair any component that wasfound leaking.

Pressure relief devices which are connected to an operating flare header, vapor recovery device,
inaccesd ble valves, storage tank valves, and valves that are not externally regulated are exempt from the
monitoring requirements in paragraph (12) of this Rule above.

The owner or operator of a petroleum refinery, upon the detection of aleaking component, shall affix a
weatherproof and readily visible tag, bearing an identification number and the date the leak is located, to
the leaking component. Thistag shall remain in place until the leaking component is repaired.

Author: Wm Gerald Hardy

Statutory Authority: Codeof Alabama 1975, Secs 22-28-14, 22-22A-5, 22-22A-6, and 22-22A-8
History: Effective Date: April 19, 1984.

Amended:

Date Submitted  Date Approved Federal

to EPA by EPA Register

Original Reg FEB 12, 1982 APR 19, 1984 49 FR 15549

1st Revison MAY 05, 1983 APR 19, 1984 49 FR 15549
2nd Revision OCT 31, 1989 MAR 19, 1990 55 FR 10062
3rd Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.22 Graphic Arts

(€]

(2

For the purpose of thisRule, thefollowing definitions apply:

(a) "Packaging rotogravure printing" shall mean printing upon paper, paper board, metal foil, plastic
film, and other substrates, which are, in subsequent operations, formed into containers and labels
for articles to be sold.

(b) "Publication rotogravure printing" shall mean printing upon paper which is subsequently formed
into books, magazines, catalogues, brochures, directories, newspaper supplements, and other types
of printed materials.

(c) "Flexographic printing" shall mean the application of words, designs and pictures to a substrate by
means of aroll printing technique in which both the patern to be applied is raised above the
printing roll and the image carrier is made of rubber or other elastometric material.

(d) "Roll printing" shdl mean the gpplication of words, designs and pictures to a substrate usually by
means of a series hard rubber or steel rolls each with only partial coverage.

(e) "Rotogravure printing" shall mean the application of words, designs and pictures to a substrate by
means of aroll printing technique which involves an intaglio or recessed image areas in the form
of cells.

This Rule will apply to packaging rotogravure, printing rotogravure, and flexograp hic printing facilities.
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(4)

No ow ner or operator of a packaging rotogravure, printing rotogravure or flexographic printing facility
subject to this Rule and employing solvent containing ink may operate, cause, allow or permit the
operation of the facility unless:

(a) The volatile fraction of ink, asit isapplied to the substrate, contains twenty-five percent (25%) by
volume or less of organic solvent and seventy-five percent (75%) by volume or more of water;

(b) The facility prints with ink which contai8ns sixty percent (60%) by volume or more nonvolatile
material; or,

3. An alternative VOC emission reduction sysgem demonstrated to have at least a ninety percent
(90%) reduction efficiency, measured across thecontrol system, that has been approved by the
Director.

A capture sysem must be used in conjunction with the emission control systems in subparagraph (3)(c) of
this Rule. The design and operation of a capture sysem must be consistent with good engineering practice,
and shall be required to provide for an overall reduction in V OC emissions of at least:

(a) a seventy-five percent (75%) where a publication rotogravure process is employed,;
(b) sixty-five percent (65%) where a packaging rotogravure process is employed; or,
(c) sixty percent (60%) where aflexographic printing process is employed.

Author: Wm Gerald Hardy

Statutory Authority: Codeof Alabama 1975, Secs 22-28-14, 22-22A-5, 22-22A-6, and 22-22A-8
History: Effective Date: April 19, 1984.

Amended:

Date Submitted  Date Approved Federal

to EPA by EPA Register

Original Reg FEB 12, 1982 APR 19, 1984 49 FR 15549

1st Revison MAY 05, 1983 APR 19, 1984 49 FR 15549
2nd Revision OCT 31, 1989 MAR 19, 1990 55 FR 10062
3rd Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.23 Petroleum Liquid Storage in External Floating Roof Tanks

(€]

For the purpose of thisRule, thefollowing definitions apply:

(a) "Condensate" shall mean hydrocarbon liquid separ ated from natural gas which condenses due to
changes in the tem perature and/or pressure and remains liquid at standard conditions.

(b) "Crude oil" shall mean a naturally occurring mixture which consists of hydrocarbons and sulfur,

nitrogen and/or oxygen derivatives of hydrocarbons which isaliquid in the reservoir at standard
conditions.
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(3

(4)

(0)

(d)

(e)

)

(9)

(h)

"Custody transfer" shall mean the transfer of produced crude oil and /or condensate, after
processing and/or treating in the producing operations, from storage tanks or automatic transfer
facilities to pipelines or any other forms of transportation.

"External floating roof" shall mean a storage vessel cover i an open top tank consisting of a
double deck or pontoon single deck which rests upon and is supported by the petroleum liquid
being contained and is equipped with a closure seal or sealsto closethe space between the roof
edge and tank wall.

"Liquid-mounted seal" shall mean a primary seal mounted in continuous contact with the liquid
between the tank wall and the floating roof around the circumference of the tank.

"Petroleum liquids" mean crude oil, condensate, and any finished or intermediate products
manufactured or extracted in a petroleum refinery.

"Vapor-mounted seal" shall mean any primary sed mounted continuously around the
circumference of the tank. T he annular vapor space is bounded by the bottom of the primary seal,
the tank wall, the liquid surface, and the floating roof.

"Waxy, heavy pour crudeoil" shal mean a crudeoil with a pour point of 10 °C (50°F) or higher as
determined by the American Society of Testing Materials Standard D 97-66, " Test for Pour Point
of Petroleum Oils".

This Rule shdl apply to all petroleum liquid storage vessels equipped with external floating roofs, having
capacities greater than 150,000 liters (40,000 gallons).

This Rule doesnot apply to petroleum liquid storage vessels which:

(a
(b)

(c)
(d)

(e)

are used to store waxy, heavy pour crude oil;

have capacities less than 1,600,000 liters (423,000 gallons) and are used to store produced crude
oil and condensate prior to custody transfer;

contain a petroleum liquid with a true vapor pressure of less than 10.5 kilo Pascals (1.5 psia);

contain a petroleum liquid with a true vapor pressure less than 27.6 kilo Pascals (4.0 psia); and,

1. are of welded construction; and,

2. presently possess a metallic-type shoe seal, aliquid- mounted foam seal, a
liquid-mounted liquid filled type seal, or other closure device of demonstrated

equivalence approved by the Director; or,

are of welded construction, equipped with a metallic-type shoe primary seal and has a secondary
seal from the top of the shoe seal to the tank wall (shoe-mounted secondary seal).

No ow ner or operator of a petroleum liquid storage vessel subject to this Rule shall store a petroleum liquid
in that vessel unless:

(a)

the vessd has been fitted with:
1. a continuous secondary seal extending from the floating roof to the tank wall
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(5)

(6)

(b)

(c)

(d)

(e)

()

(rim-mounted secondary seal); or

2. a closureor other device which controls VOC emissionswith an effectiveness equal to or
greater than a seal required under subparagraph (a)1. of this paragraph above, as
approved by the Director.

All seal closure devices meet the following requirements:

1. there are no visible holes, tears, or other openingsin the seal(s) or seal fabric;

2. the seal(s) are intact and uniformly in place around the circumference of the floating roof
between the floating roof and tank wall; and,

3. for vapor mounted seals, the area of accumulated gaps between the secondary seal and
the tank wall are determined by the methodin Rule 335-3-6-.16(8)(c), and shall not
exceed 21.2 square centimeters per meter of tank diameter (1.0 square inch per foot of
tank diameter)

All openingsin the external floating roof, except for automatic bleeder vents, rim space vents, and
leg sleeves, are:

1. equipped with covers, seals, or lids in the closed position except when the openings are in
actual use; and,

2. equipped with projectionsinto the tank which remain below the liquid surface.

Automatic bleeder ventsare closed at all times except when the roof is floated off or landed on the
roof leg supports;

Rim vents are set to open when the roof is being floated off the leg supports or at the
manufacturer's recommended setting; and,

Emergency roof drains are provided with slotted membrane fabric covers or equivalent covers
which cover atleast ninety percent (90%) of the area of the opening.

The ow ner or operator of apetroleum liquid storage vessel with an external floating roof subject to this
Rule shall:

(a)

(b)

(0)

perform routine inspections semi-annually in order to insure compliance with paragraph (4) of this
Rule, and the inspections shall includea visual inspection of the secondary seal gap;

measure the sscondary seal gap annually in accordance with Rule 335-3-6-.16(8) when the
floating roof is equipped with a vgpor-mounted primary seal ; and,

maintain records of thethroughput quantitiesand types of volatile petroleum liquids stored.

The ow ner or operator of a petroleum liquid storage vessel with an external floating roof not subject to this
Rule, but containing a petroleum liquid with a true vapor pressure greater than 7.0 kilo Pascals (1.0 psia),
shall maintain records of the average monthly sorage temperature, the type of liquid, throughput
guantities, and the maximum true vapor pressure for all petroleum liquids with a true vapor pressure
greater than 7.0 kilo Pascals.
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(7) The owner or operator of a petroleum liquid storage vessel subject to this Rule shall submit to the Director,
as a minimum, an annual report detailing the results of routine monthly inspections, secondary seal gap
measurem ents, and the amounts and physical properties of stored liquids.

(8) Copies of all recordsand reportsunder paragraphs(5), (6), and (7) shall be retained by the owner or
operator for aminimum of two (2) years after the date on which the record was made or the report
submitted.

Author: Wm Gerald Hardy

Statutory Authority: Codeof Alabama 1975, Secs 22-28-14, 22-22A-5, 22-22A-6, and 22-22A-8
History: Effective Date: April 19, 1984.

Amended:

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg FEB 12, 1982 APR 19, 1984 49 FR 15549

1st Revison MAY 05, 1983 APR 19, 1984 49 FR 15549
2nd Revision OCT 31, 1989 MAR 19, 1990 55 FR 10062
3rd Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.24 Applicability.

(1) The provisions of Rules 335-3-6-.24 through 335-3-6-.52 shall apply to all sources of volatile organic
compounds (VOC) in accordance with schedules contained in Rule 335-3-6-.36 ex cept:

(a) sources ecifically exempted under any Rule of this Chapter through annual operating,
production, or potential VOC emissions rates.

(b) sources used exclusively for chemical or physical analyds or determination of product quality and
commercial acceptance provided:

1. the operation of the sources isnot an integral part of the production process and
2. the emissions from sources do not exceed 363 kilograms (800 pounds) in any calendar
month.
(c) sources approved for crossline av eraging within a facility. An owner or operator of afacility must

receive prior approval from the Director beforea crossline averaging compliance strategy may be
allowed. compliance with all surface coating and graphic arts regulation's expressed format, may
be demonstrated for each and/ or aggregatdy for all lineswithin a source category under the
following conditions:

1. equivalency is calculated on a basis of pounds of VOC emitted per gallon of solidsused
or when improved transfer efficiency can be demonstrated, pounds or VOC emitted per

gallon of gallon of solids deposited may be used;

2. downtime credit is not allowed
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3. averaging periods cannot exceed twenty-four (24) hours;

4. crossline averaging cannot include™ best Available Control Technology"(BACT) or
"Lowest Achievable Emission Rate” (LAER) sourcesas defined in Chapter 335-3-14

5. sufficient records must be maintained to demonstrate compliance on adaily basis
consistent with 45 FR 80825; and

(d) sources subject to Section 335-3-6-.32(11) that receive approval to apply extreme performance
coatings to structural steel products. An owner or operator of asubject facility petition on an
annual basis for an exemption for extreme performance coatings and must receive prior written
approval from the Director for that exemption. The exemption shall be valid for twelve months
fromthe date it isissued. To receive an exemption, each source, as a minimum, shall demonstrate
that:

1. the coating to be applied between the time period of december 31, 1985 and December
31, 1986 has a VOC emission rate of less than 6.26 pounds per gallon applied exduding
water;

2. the coating to be applied between the time period of december 31, 1986 and December
31, 1987 has a VOC emission rate of less than 451 pounds per gallon applied exduding
water;

3. the coating to be applied after December 31, 1987 complies with the 3.5 pounds per
gallon applied, excluding water, VOC emission rate required under Subparagraph 335-3-
6-.32(11)(e)(3).;

4. the application of acompliance coating is not a feasible economic alternative for the
source;

5. the structural steel products cannot be coated in a paint booth or an area where
reasonabl e capture of VOC emissions iseconomically feasible; and

6. during the exemption period, work with paint manufacturersto develop and/or
reformulate an ex treme coating which will com ply with Section 335-3-6-.32(11) shall
continue.

Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-57



335-3-6-.25 VOC Water Separation.

(1) No person shall use any compartment of any singleor multiple compartment VOC water separator which
receiveseffluent water contaning 1,000 gallons a day or more of any VOC from processing, refining,
treating, storing, or handling VOCs, unless such compartment isequipped with oneof the following vapor
loss control devices, properly installed, in good working order, and in operation:

(a) a container having all openings sed ed and totally enclosing the liquid contents. All gauging and
sampling devices shall be gas-tight, except when gauging or sampling is performed.

(b) a container equipped with afloating roof consiging of a pontoon type, double-deck type roof or
internal floating cover which shall rest on the surface of the contents and be equipped with a
closure seal or seals to dose the space between the roof edge and containing walls. All gauging or
sampling devices shall be gas-tight, except when gauging or sasmpling is performed.

(c) a container equipped with a vapor recovery system consisting of avapor gathering system capable
of collecting the VOC vapors and gases dispersed and avapor disposal system capable of
processing such V OC vapors and gases so as to prevent their emission into the atmosphere. All
container gauging and sam pling devices shall be gas-tight, except where gauging or sampling is
performed.

(d) a container having other equipment of equal efficiency for purposes of air pollution control as
may be approv ed by the Director.

Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062

335-3-6-.26 Loading and Storage of VOC.

(1) For the purposes of this Rule, VOC shall mean any organic compound, excluding methane, ethane, 1,1,1
trichloroethane, methylene chloride, trichlorofluoromethane, dichlorodifluoromethane,
chlorodifluoromethane, trifluoromethane,dichl orotetrafluoroethane, chloropentafluoromethane, and
trichlorotrifluoroethane with a true vapor pressure of 1.5 per square inch per squareinch absolute or
greater (78 mmHg) under storage conditions.

(2) No person shall:
(a) place, gore or holdin any stationary storagevessl of more than 1,000-gallon capacity any VOC
unless such vessel is a pressure tank or is equipped a permanent submergedfill pipe (storage

vessels in existence prior to January 30, 1973 may employ portable submerged fill pipe).
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(b) place, gore, or hold in any stationary gorage vessl of more than 40,000-gallon capacity any
VOC unless such vessel is equipped with one of the following vapor losscontrol devices, as

appropriate:

1. Liquids of intermediate volatility (liquids having a true vapor pressure under actual
storage conditions of greater than 1.5 psia(78 mmHg) but not greater than 11,1 psia (570
mmH g) shall be stored in vessels equipped with a floating roof or a vapor recovery
system or an equivalent control system. A floating roof may be adouble deck, or flexible
single deck, of a pontoon type cover which rests upon and is supported by the stored and
shall beequipped with aclosure or seal or als to close the space between the roof edge
and tank wall. All tank gauging or sampling devicesshall beair-tight except when tank
gauging or sampling is performed.

2. Liquids of high volatility (liquids having a true vapor pressure under actual storage
conditions of greater than 11.1 psia (570 mmHg)) shall be stored in vessels equipped
with vapor recovery systems or equivalent vapor control systems. A vapor recovery
system includes a system of collecting vapors and gases so asto prevent their emissions
to the atmosphere. All tank gauging or sampling devices shall be air-tight except when
tank gauging or sampling isperformed.

3. other equipment or means of equal efficiency for purposes of air pollution control as may
be approved by the Director.

(c) load any VOCs into any tank truck or trailer having acapacity in excessof two hundred (200)
gallons from any terminal or bulk storage facility unless such terminal or facility is:

1. equipped with:

0] a vapor collection and disposal system or its equivalent, properly installed, in good
working order, with aloading arm equipped with a vapor collection adapter of
pneumatic, hydraulic, or other mechanical means which will provide avapor- tight seal
between the adapter and thehatch; or

(i) aloading system which will resultin a submerged fill pipe or by loading from the
bottom, and, with loading lines equipped with fittings which make vapor-tight
connectionsand which will close automatically when disconnected; and

2. for hatch handling equipped with a means to prevent liquid organic compound drainage
from the loading device when itis removed from the hatch of any transport vessel or

transport container.

(3) This Rule shdl not gply to crude petroleum produced, separated, treaed, or gored in the field.
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Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
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335-3-6-.27

Fixed-Ro of Petroleum Liquid Storage Vessels.

(1) For the purpose of thisRule, thefollowing definitions apply:

(a

(b)

(c)

(d)

(e)

()

(9)

"Condensate" shall mean hydrocarbon liquid separ ated from natural gas which condenses due to
changes in the tem perature and/or pressure and remains liquid at standard conditions.

"Crude Oil" shall mean a naturally occurring mixture w hich consists of hydrocarbons and sulfur,
nitrogen and/or oxygen derivatives of hydrocarbons and which is aliquid in the reservoir at
standard conditions. (Revised March 24,1981)

"Custody Transfer" shall mean the transfer of produced crude oil and/or condensate, &ter
processing and/or treating in the producing operations, from storage tanks or automatic transfer
facilities to pipelines or any other form of trangortation.

"External Floating Roof" shall mean a storage vessel cover in an open top tank consisting of a
double deck or pontoon single deck which rests upon and is supported by the petroleum liquid
being contained and is equipped with a closure seal or sealsto closethe space between the roof
edge and tank shell.

"Internal Floating Roof" shall mean a cover or roof in afixed roof tank which rests upon or is
floated upon the petroleum liquid being contained and is equipped with a closure seal or sealsto
close the space betw een the roof edge and tank shell.

"Petroleum liquids" shall mean crude oil, condensate, and any finished or interm ediate products
manufactured or extracted in a petroleum refinery.

"Petroleum Refinery" shall mean any facility engaged in producing gasoline, kerosene, distillate
fuel oils, residual fuel oils, lubricants or other products through distillation, cracking, extraction,
or reforming of unfinished petroleum derivatives.

(2) This Rule shdl apply to all fixed roof gorage vessls with capacities greater than 151,416 liters (40,000
gallons) containing petroleum liquids whose true vapor pressure (TV P) is greater than 10.5 kilo Pascals
(1.52 psia). Vessels containing petroleum liquids whose TV P is equal to or less than 10.5 kilo Pascals (1.5
psia) are exempt, provided that records are maintained of the average monthly storage temperature and
TVP of the petroleum liquid stored if the product has a stored TV P greater than 7.0 kilo Pascals (1.0 psia).

(3) This Rule shall not apply to the following petroleum liquid storage vessels:
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(a

equipped with external floating roofs before duly 1, 1979; or

(b) having capacities less than 1,601,224 liters (423,000 gdlons) used to store produced crude oil and
condensate prior to lease custody transfer.
(4) Except as provided under paragraph (3) of this Rule, no owner or operator of an affected source under

paragraph (2) of this Rule shall permit the use of such source unless:

(a)

(b)

(c)

(d)

(e)
()

Author:

the source has been retrofitted with an internal floating roof equipped with a closure seal or seals
to closethe space between the roof edge and tank wall; or

the source has been retrofitted with equally effective alternative control, approved by the Director;
and

the sourceis maintaned such that thereare no visible holes, tears, or other openings in the sal or
any seal fabric or materials and

all openings, except stub drains, are equipped with covers, lids, or seals such that;
1. the cover, lid, or seal isin the dosed position at all times except when in actual use and

2. automatic bleeder ventsare closed at all times except when the roof is floated off or
landed on the roof leg support, and

3. rim vents, if provided, are set to open when the roof is being floated off the roof leg
supports or at the manufacturer's recommended setting; and

routine inspectionsare conducted through roof hatches once every six months; and

a complete inspection of cover and seals in conducted whenever the tank is emptied for
nonoperational reasons.

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.
History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal
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Original Reg
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335-3-6-.28

by EPA Register
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Bulk Gasoline Plants.

(1) For the purpose of thisRule, thefollowing definitions apply:
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(2)

©)

(4)

(5)

(a) "Bottom Filling" shall mean the filling of atank truck or staionary storage tank through an
opening that is flush with the tank bottoms.

(b) "Bulk Gasoline Plant" shall mean a gasoline storage and digribution facility with an average daily
throughput equal to or less than 76,000 liters (20,000 gallons) which receives gasoline from bulk
terminals by trailer transport, storesit in tanks, and subsequently dispenses it via account trucks to
local fams, businesses, and gasoline dispensing fecility.

(c) "Splash Filling" shall mean the filling of atank truck or stationary tank though a pipe or hose
whose discharge opening isabove the surface level of the liquid in thetank being filled.

(d) "V apor Balance System" shall mean a combination of pipesor hoses which create a closed system
between the vapor spaces of an unloading and a receiving tank such that vapors diglaced from
the receiving tank aretransferred to the tank being unloaded.

This Rule shall apply to the unloading, loading, and storage operations of all bulk gasoline plants and all
tank trucksor trailers delivering or receiving gasolineat bulk gasoline plants, except, stationary gorage
tanks of less than 3,785 liters (1,000 gallons) capadty.

Except as provided under paragraph (2) of this Rule, no owner or operator of abulk gasoline plant may
permit stationary storage tanks to load or unload gasoline unlesseach tank is equipped with vapor balance
system as described under paragraph (6) of this Rule and approved by the Director; and

(a) each tank is equipped with a submerged fill pipe, goproved by the Director; or

(b) each tank is equipped with a fill line whose discharge opening is not over 18 inches from the
bottom of the tank.

Except as provided under paragraph (2) of this Rule after 11 months of Jefferson County B oard of H ealth
promulgation of Rule 335-3-6-.41, no owner or operaor of a bulk gasolineplant, gasoline tank truck, or
trailer may permit the loading or unloading of tank trucks or trailers at a bulk gasoline plant unless each
tank truck or trailer is equipped with avapor balance system as described under paragraph (6) of this Rule
and complies with Rule 335-3-6-.41(3); and

(a) equipment isavailable at the bulk gasoline plant to provide for the submerged filling of each tank
truck or trailer; or

(b) each tank truck or trdler is equipped for bottom filling.

No owner or operator of a bulk gasoline plant, tank truck, or trailer may permit the transfer of gasoline
between tank truck or trailer and stationary storage tank unless:

(a) the trander is conducted in accordance with Sections paragraphs (3) and (4); and

(b) the vapor balance system is in good working order and isconnected and operating; and

(c) tank truck ortrailer hatchesare covered & all times during loading operaions; and

(d) there are no leaks in the tank trucks' and trailers' pressure/vacuum relief valves and hatch covers,

or the truck tanks or gorage tanks, or associated vapor and liquid linesduring loading or
unloading; and
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(e)

()

the pressure relief valves on above-ground storage vessels and tank trucks or trailers are set to
release at no less than 4.8 kPa (0.7 psia) or the highest possible pressure (in accordance with state
or local fire codes or the National Fire Prevention Association guidelines).

the gasoline tank truck or trailer has a valid Jefferson County Department of Health Air Sticker as
required by Rule 335-3-6-.41(4) attached and visibly displayed.

(6) Vapor balance system required under paragrgphs (3) and (4) of thisRule shall consist of the following
major com ponents:

(a

(b)

(c)

a vapor space connection on the stationary storage tank equipped with fittings which are vapor
tight and will automatically and immediately close upon disconnection so as to prevent release of
organic compounds; and

a connecting pip or hose equipped with fittingswhich are vapor tight and will automatically and
immediately dose upon disconnection 0 as to prevent release of organic compounds; and

a vapor space connection on the tank truck or trailer equipped with fittings which are vapor tight
and will automatically and immediately close upon disconnection so as to prevent release of
organic material.

(7) No owner or operator of a bulk gasoline plant may permit the disposal of waste gasoline in sewers, open
containers or in a manner than would result in evaporation.

(8) The ow ner or operator of agasoline bulk plant subject to thisrule shall:
(a) maintain records of theannual throughput quantities and types of volatile petroleum liquidsstored
in each storage tank;
(b) maintain adaly record of all gasoline tank trucks or trailers loaded or unloaded and the Jefferson
County Department of Health Air Sticker number of each gasoline tank truck or trailer;
(c) submit to the Director as a minimum, an annual summary report of the records require under

(d)

Author:

subparagraph (a) of this paragraph; and

copies of dl records and reports requires under subparagraphs (b) of this paragraph shall be
available to representatives of the Director upon request and shall be retained by the owner or
operator for aminimum of two (2) years after the date on which the record was made.

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.
History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal
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335-3-6-.29 Gasoline T erminals.

(€]

(2

(3

(4)

(5)

For the purpose of thisRule, thefollowing definitions apply:

(a) "Bulk Gasoline Terminal" shall mean a gasoline storage facility which receives gasoline from its
supply sourceprimarily by pipelines, ships, bargesand delivers gasoline to bulk gasoline plant or
to commercial or retail accounts primarily by tank trucks and has an averagedaily throughput of
more than 76,000 liters (20,000 gallons) of gasoline.

This Rule will apply to bulk gasoline terminals and the appurtenant equipment necessary to load the tank
truck or trailer compartments.

No person may load gasoline into any tank truck or trailer from any bulk gasoline terminal unless;
(a) the bulk gasoline terminal is equipped with a vapor recovery system capable of complying with
paragraph (4) of thisRule, properly installed, in good working order, in operator, and consisting

of one of the following:

1. an absorber or condensation system which processes and revolversat leag ninety percent
(90%) by weight of dl vaporsand gases from the equipment being controlled; or

2. avapor collection sysgem which direcs all vapors to a fuel gas sysem; and

3. a control system demonstrated to have control efficiency equivalent to or greater than
subparagraphs(a)1. or (3)(a)2. of this paragraph and approved by the Director; and

(b) all diglaced vaporsand gases are vented only to the vapor control system; and

(c) ameans is provided to prevent liquid drainage from the loading device when it isnot in use or to
accomplish complee drainage before theloading device is disconnected; and

(d) all loading and vapor lines are equipped with fittings which make vapor-tight connections and
which close automatically when disconnected.

(e) the gasoline tank truck or trailer has a valid Jefferson County Department of Health Air Sticker as
required by Rule 335-3-6-.41(4) attached and visibly displayed.

Sources affected under subparagraph (3)(a) may not allow mass emissions of VOCs from control
equipment to exceed 80 milligrams per liter (4.7 grains per gallon) of gasolineloaded.

Sources affected under paragraph (2) of this Rule shall not:

(a) allow the pressure in the vapor collection system to exceed the tank truck or trailer pressure relief
settings; nor

(b) allow the disposal of waste gasoline in sew ers, open containers or in a manner that would result in
evaporation.
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(6) The ow ner or operator of agasoline bulk terminal subject to this Rule shall:

(a) maintain records of theannual throughput quantities and types of petroleum liquids stored in each
storage tank;
(b) maintain adaly record of all gasoline tank trucks or trailers loaded or unloaded and the Jefferson

County Department of Health Air Sticker number of each gasoline tank truck or trailer;

() submit to the Director as a minimum, an annual summary report of the records require under
Paragraph 335-3-6-.29(6)(a); and

(d) copies of dl records and reports requires under subparagraphs (b) of this paragraph shall be
available to representatives of the Director upon request and shall be retained by the owner or
operator for aminimum of two (2) years after the date on which the record was made.

Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.30 Gasoline Dispensing Facilities - Stage 1.
(1) For the purpose of thisRule, thefollowing definitions apply:

(a) "Delivery Vessel" shdl mean tank trucks or trailersequipped with astorage tank and used for the
transport of gasoline from sourcesof supply to stationary storage tanks of gasoline dispensing
facilities.

(b) "Gasoline Dispensing Facility" shall mean any outlet where gasoline is dispensed to motor vehicle

gasoline tanks from stationary storage tank s.
(2) This Rule will apply to all gasoline dispensing facilities except;

(a) transfers made to storage tanksor gasoline dispensing facilities equipped with floating roof or
their equiv alent;

(b) transfers made to stationary gasoline storage tanks of less than 7,580 liters (2,000 gallons)
capacity in place before July 1, 1979 and of lessthan 948 liters (250 gdlons) installed after July 1,
1979;

(c) stationary gasoline storage containers of less than 2,085 liters (550 gallons) capacity used

exclusively for the fueling of implements of husbandry, provided the containers are equipped with
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©)

(4)

(5)

(6)

(7

Author:

submerged fill pipe.

NO OW NER OR OPERA TOR may transfer, cause, or allow the transfer of gasoline from any delivery
vessel into any stationary storage tank subject to this Rule, unless the tank is equipped with a submerged
fill pipe and the vapors displaced from the sorage tank during filling are processed by a vapor control
system in accordance with paragraph (4) of this Rule.

The vapor control system required by paragraph (3) of this Rule shall include one or more of thefollowing:

(a) a vapor balance system (Stage |) between the stationary storage tank and the gasoline tank truck
and a system that will ensure the vapor line is connected before gasoline can be transferred into
the tank;

(b) arefrigeration condensation system or equivdent designed to recover at leag ninety percent

(90%) by weight of the organic compounds in displaced vapor; or

(c) a system demonstrated to have control efficiency equivalent to or greater than provided under
subparagraph (b) of this paragraph and approved by the Director.

Each owner or operator of a gasoline dispensing facility subject to this Rule shall:

(a) not permit the transfer of gasoline between a gasoline tank truck and a gationary storagetank
unless the gasoline tank truck complies with Rule 335-3-6-.41 and the vapor control sy stemis
connected and operating in accordance with paragraph (4) of this Rule

(b) maintain records of the monthly throughput quantities and types of petroleum distillates in all
stationary storage tanks;

(c) submit to the Director as a minimum, an annual summary report of the records require under
subparagraph (b) of thisparagraph; and

(d) make available to representatives of the Director upon request copies of all records and reports
requires under subparagraphs (b) and (c) of this paragraph retain the records and reports for a
minimum of two (2) y ears after the date on w hich the documents were made.

No ow ner or operator of agasoline dispensing facility subject to this Rule shall cause or allow gasoline to
be spilled, discarded in sewers, stored in open containers, or handled in any other manner that would result
in evaporation of the gasoline to the atmosphere.

regardless of the applicability exemption under subparagraph (2)(d) of this Rule, all gasoline dispensing
facilities that are subject to this Rule shall not disconnect an existing vapor-balance sy stem and shall
maintain the system in proper working order in accordancewith this Rule even if the facility's average
monthly throughput of gasoline decreases to |less than 4,000- gallons.

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History:

Effective date: June 9, 1987.

Amended:
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Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30,1996 JUN 06, 1997 62 FR 30991

335-3-6-.31 Petroleum Refinery Sources.

(€]

2

(3

(4)

For the purpose of thisRule, thefollowing definitions apply:

(a) "Accumulator” shall mean thereservoir of a condensing unit receaving the condensate from the
condenser.
(b) "Condenser" shall mean a ny[sic?] heat transfer device used to liquefy vapors by removing their

latent heats of vaporization. Such devicesinclude, but are not limited to, shell and tube, coil,
surface, or contact condensers.

(c) "Firebox" shall mean the chamber or compartment of a boiler or furnace in which materials are
burned, but does not mean the combustion chamber of an incinerator.

(d) "Hot well" shall mean thereservoir of a condensing unit receving thewarm condensate from the
condenser.
(e) "Refinery Fuel Gas" shall mean any gas which is generated by a petroleum refinery process unit

and which is combusted, including any gaseous mixture of natural gas and fuel gas.

(f) "Turnaround" shall mean the procedure of shutting a refinery unit down after arun to do
necessary maintenance and repair work and putting the unit back on sream.

(9) "Vacuum Producing System" shall mean any reciprocating, rotary or centrifugal blower or
compressor or any jet ejector or device that takes suction from a pressure below atmosphere and

discharges against atmospheric pressure.

This Rule will apply to vacuum producing systems and process unit turnarounds at petroleum refining
sources.

The owner or operator of any vacuum producing systems at a petroleum refinery may not permit the
emission of noncondensable VOCs from the condensers, hot wells, or accumulators of the system unless:

(a) the vapors are combusted in a firebox or incineraor; or
(b) the vapors are added to the refinery fuel gas.
Before April 1, 1980, theowner or operator of a petroleum refinery shall develop and submitto the

Director for approval a detailed procedure for minimizing VOC emissions during process unit turnaround.
As aminimum, the procedure shall provide for:

(a) depressurization venting of the process unit or vessel to a vapor recovery system, flare, or firebox;
and
(b) no emission of V OCs from a process unit or vessel until itsinternal pressureis 136 kilo Pascals
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(19.6 psia) or less.

(5) The ow ner or operator of any wastew ater (oil/water) separators at a petroleum refinery shall”

(a
(b)

Author:

provide coversand sealsapproved by the Director on all separators and forebays; and,

equip all openingsin covers, separators, and forebays with lids and seals such that the lids or seals
arein the closed position at all times except when in actual use.

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.
History: Effective date: June 9, 1987.

Amended:

Date Submitted

to EPA

Date Approved Federal
by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062

335-3-6-.32
(1) Can Coating.

(a

Surface Coating.

For the purpose of thisparagraph, the following definitions apply:

1.

"End Sealing Compound" shall mean a synthetic rubber compound which is coated onto
can ends and which functions asa gasket when the end is assembled on the can.

"Exterior Base Coating" shall mean acoating applied to the exterior of a can to provide
exterior protection to the metal and to provide background for the lithograph or printing

operation.

"Interior Base Coating" shall mean a coating goplied by aroller coaer or spray to the
interior of a can to provide a protective lining between the can metal and product.

"Interior Body Spray" shall mean a coating sprayed on the interior of the can to provide a
protective film between the product and the can.

"Overvarnish" shall mean acoating applied directly over ink to reduce the coeffident of
friction, to provide gloss and to protect the finish against abrason and corroson.

"Three-Piece Can Side-Seam Spray" shall mean a coating srayed on the exterior and
interior of a welded, cemented, or soldered seam to protect the exposed metal.

"Two-Piece Can Exterior End Coating" shall mean a coating gpplied by roller coating or
spraying to the exterior of a can to provide protection to the metal.
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(b)

(c)

(2) Coil Coating.

(a

(b)

(0)

This paragraph will apply to coating applicator(s) and oven(s) of sheet, can, or end coating lines
involved in sheet basecoat (exterior and interior) and overvarnish; two-piece can exterior
(basecoat and overvarnish); two-piece and three-piece can interior body spray; two-piece can
exterior end (spray or roll coat); three-piece can side-seam spray and end seding compound
operations.

No ow ner or operator of a can coating line subject to this paragraph shall cause, allow, or permit
the discharge into the atmosphere of any VO Cs in excess of:

1. 0.34 kilograms per liter of coating (2.8 pounds per gallon), excluding water, delivered to
the coating applicator from sheet basecoat (exterior and interior) and overvarnish or
two-piece can exterior (basecoat and overvarnish) operations.

2. 0.51 kilograms per liter of coating (4.2 pounds per gallon), excluding water, delivered to
the coating applicator from two-piece and three-piece can interior body spray and two-

piece can exterior end (spray or roll coat) operations.

3. 0.66 kilograms per liter of coating (5.5 pounds per gallon), excluding water, delivered to
the coating applicator from three-piece can side seam spray operations.

4. 0.44 kilograms per liter of coating (3.7 pounds per gallon), excluding water, delivered to
the coating applicator from three-piece can side seam spray operations.

For the purpose of thisparagraph, the following definitions apply:

1. "Coil Coating" shall mean the coating of any flat metal sheet or strip that comesin rolls
or coils.
2. "Quench Area" shall mean a chamber where the hot metal exiting the oven is cooled by

either aspray of water or a blag of air followed by water cooling.

This paragraph will apply to the coating applicator(s), oven(s), and quench area(s) of coil coating
linesinvolved in prime and top coat or single coat operations.

No ow ner or operator of a coil coating line subject to this paragraph may cause, allow, or permit
the discharge into the atmosphere of V OCs in excess of 0.31 kilograms per liter of coating (2.6
pounds per gallon), excluding water, delivered to the coating applicator from prime and topcoat or
single coat operations.

(3) Metal Furniture Coating.

(@

For the purpose of thisparagraph, the following definitions apply:

1. "Application Area" shall mean the area where the coating is applied by spraying, dipping,
or flowcoating techniques.

2. "Metal Furniture Coating" shall mean the surface coating of any furniture made of metal

or any metal part which will be assembled with other metal, wood, fabric, plastic, or
glass parts to form a furniture piece.
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(4)

(5)

(b)

(c)

This paragraph will apply to the application areas, flashoff area(s), and oven(s) of metal furniture
coating lines involved in prime and topcoat or single coating operations.

No owner or operator of a metal furniturecoating line subject to this paragraph may cause, allow
or permit the dischargeinto theatmosphere of any VOCs in excess of 0.36 kilograms per liter of
coating (3.0 pounds per gallon), excluding water, delivered to the coating applicator from prime
and topcoat or single coat operations.

Surface Coating of Large A ppliances.

(a)

(b)

(c)

(d)

For the purpose of thisparagraph, the following definitions apply:

1. "Application Area" shall mean the area where the coating is applied by spraying, dipping,
or flowcoating techniques.

2. "Single Coat" shall mean asingle film of coating applied directly to the metal substrate
omitting the primer application.

3. "Large Appliances" shall mean doors, cases, lids, panels, and interior support parts of
residential and commercial washers, dryers, ranges, refrigerators, freezers, water heaters,
dishwashers, trash compactors, air conditioners, and other similar products.

This paragraph will apply to application area(s), flashoff area(s), and oven(s) of large appliance
coating lines involved in prime, single, or topcoat coating operations.

This paragraph will not apply to the use of quick-drying lacquers for repair of ratchesand nicks
that occur during assembly, provided that thevolume of coating does not exceed 757 liters (200
gallons) in any one year.

No owner or operator of alargeappliance coating line subjed to this paragraph may cause, allow
or permit the dischargeinto theatmosphere of any VOCs in excess of 0.34 kilograms per liter of
coating (2.8 pounds per gallon), excluding water, delivered to the coating applicator from prime,
single, or topcoat coating operations.

Automobile and Light Duty Truck Manufacturing.

(@

For the purpose of thisparagraph, the following Definitions apply:

1. "Application Area" shall mean the area where the coating is applied by dipping and
spraying.
2. "manufacturing plant” shall mean afacility where automobiles and truck bodies are

manufactured and/or finished for eventual assembly into afinished product ready for sale
to vehicle dealers. Customizer, body shops, and other repainters are not part of this
definition.

3. "Automobile" shall mean all passenger cars or passenger ca derivations capable of
seating 12 or few er passengers.

4, "light-duty trucks' shall mean any motor vehicles rated at 3,864 kilograms (8,500
pounds) grossweight or less which are designed primarily for the purpose of

transportation or are derivatives of such vehicles.

335-3-6-70



(b) This paragraph will apply to the application area(s), flashoff area(s), and oven(s) of automotive
and light-duty truck manufacturing plants involved in prime, topcoat, and final repair coaing
operations.

(c) No owner or operator of an automobile or light-duty manufacturing plant subject to this paragraph
may cause, allow, or permit the discharge into the atmosphere of any VOCs in excess of:

1. 0.23 kilograms per liter of coating (1.2 pounds per gallon), excluding water, delivered to
the applicator from prime application, flashoff area, and oven operations.

2. 0.34 kilograms per liter of coating (2.8 pounds per gallon), excluding water, delivered to
the applicator from surfacer application, flashoff area, and oven operations.

3. 0.34 kilograms per liter of coating (2.8 pounds per gallon), excluding water, delivered to
the applicator from topcoat application, flashoff area, and oven operations.

4, 0.58 kilograms per liter of coating (4.8 pounds per gallon), excluding water, delivered to
the applicator from final repair application, flashoff area, and oven operations.

(6) Paper Coating.
(a) For the purpose of thisparagraph, the following definitions apply:

1. "Knife Coating" shall mean the application of acoating material to a substrate by means
of drawing the substrate beneath a knife that spreads the coating evenly over the f ull
width of the substrate.

2. "Paper Coating" shall mean coatings put on paper and pressure sensitive tapes regardless
of substrate. Related web coating processeson plastic film and decorative coatings on
metal foil are included in this definition.

3. "Roll Coating" shall mean the application of acoating material to a substrate by means of
hard rubber or steel rolls.

4. "Rotogravure Coating" shall mean the application of a coating material to a substrate by
means of aroll coating technique in which the pattern to be applied is etiched on the
coating roll. The coating material is picked up in these recessed areas and istransferred
to the substrate.

(b) This paragraph will apply to roll, knife, or rotogravure coater(s) and drying ovens of paper coating
lines.
(c) No ow ner or operator of a paper coating line subject to this paragraph may cause, allow,or permit

the discharge into the atmosphere of any VOCs in excessof 0.35 kilograms per liter of coating
(2.9 pounds per gallon), excluding water, delivered to the coating applicator from a paper coating
line.
(7) Fabricand Vinyl Coating.
(a) For the purpose of thisparagraph, the following definitions apply:

1. "Fabric Coating" shall mean the coating of a textile substrate with a knife, roll, or
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(b)

(c)

(8) Magnet Wire Coating.

(a)

(b)

(c)

(9) Compliance Methods.

(a)

rotogravure coater to impart properties that are notinitially present, such as strength,
stability, water or acid repellency, or appearance.

"Knife Coating" shall mean the application of acoating material to a substrate by means
of drawing the substrate beneath a knife that spreads the coating evenly over the full
width of the substrate.

"Roll Coating" shall mean the application of acoating material to a substrate by means of
hard rubber or steel rolls.

"Rotogravure Coating" shall mean the application of a coating material to a substrate by
means of aroll coating technique in which the pattern to be applied is etiched on the
coating roll. The coating material is picked up in these recessed areas and istransferred
to the substrate.

"Vinyl Coating" shall mean to apply a decorative or protective topcoat or printing on
vinyl coating coated fabric or viny| sheets.

This paragraph will apply to roll, knife, or rotogravure coater(s) and drying ovens of fabric and
vinyl coating lines.

No owner or operator of afabric coating line or avinyl coating line subject to this paragraph may
cause, allow, or permit discharge into the atmosphere of any VO Cs in excess of;

0.35 kilograms per liter of coating (2.9 pounds per gallon), excluding water, delivered to
the coating applicaor from a fabric coating line.

0.45 kilograms per liter of coating (3.8 pounds per gallon), excluding water, delivered to
the coating applicaor from a vinyl coating line.

For the purpose of this paragraph, the following definition applies:

"Magnet Wire Coating" shall mean the process of applying a coating of electrically
insulating varnish or enamel to aluminum or copper wire for use in electrical machinery.

This paragraph will apply to oven(s) of magnet wire coating operations.

No owner or operator of a magnet wire coating oven subject to thisparagraph may cause, allow,
or permit the dischargeinto theatmosphere of any VOCs in excess of 0.20 kilograms per liter of
coating (1.7 pounds per gallon), excluding water, delivered to the coating applicator from magnet
wire coating operations.

The emission limits under this Rule shall be achieved by:

the application of low solvent content coating technology; or

the installation and operation of a VOC capture system and a VOC control device
system, provided that each day the overall VOC emission reduction efficiency needed to
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(10) Flatwood Paneling

(a

(b)

demonstrate compliance with the applicable emission rate restriction is achieved; or
the application of powder coating technology; or

The Director may allow a coating line that has no add-on VOC control equipment to
average two or more coatings under all the following conditions:

0) The surface coating shall be for the same type of operation (source
category ) and shall be subject to the same regulated emission rate
restriction; and

(i) The surface coating shall be delivered to the application system on the
same coating line; and

(iii) The surface coatings shall be averaged on the basisof pounds of VOC emitted
per gallon of coating solids applied to the substrae; and

(iv) The compliance demonstration time frame shall be a twenty-four (24)
hour period

For the purpose of thisparagraph, the following definitions apply:

1.

"Class Il hardboard paneling finish" shall mean finishes which meet the specifications of
Voluntary Product Standard PS- 59-73 as approved by the American National Standards
Institute.

"Hardboard" shall mean a panel manufactured primarily from inter-felted ligno-cellulosic
fibers which are consolidated under heat and pressure in a hot press.

"Hardwood plywood" shall man plywood whose surfacelayer isa veneer of hardwood.

"Natural finish hardwood plywood panels' shall mean panels whose original grain
pattern is enhanced by essentially transparent finishes frequently supplemented by fillers
and toners.

"Thin Particleboard" is a manufactured board 1/4 inch or lessin thickness made of
individual wood particles which have been coated with a binder and formed into flat
sheets by pressure.

"Printedinterior panels" shall mean pands whose grain or natural surface is obscured by
fillers and basecoats upon which asimulated grain or decorative patern is printed.

"Tileboard" shall mean panding that has a colored waterproof surface coating.
"Coating application system" shal mean all operationsand equipment which goply,

convey, and dry a urface coating, including, but notlimitedto, spray booths, flow
coaters, convey ers,flashoff areas, air dryers, and ovens.

This paragraph appliesto all flatwood manufacturing facilities that manufacture the following
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products:

1. printed interior panels made of hardwood, plywood, and thin particleboard;
2. natural finish hardwood plywood panels; or
3. hardboard paneling with Class Il finishes.
(c) This paragraph does not apply to the manufacture of exterior siding, tileboard, or particleboard

used as a furniture component.

(d) No ow ner or operator of aflatwood manufacturing facility subject to this paragraph shall emit
VOCs from a coating application system in excess of:

1. 2.9 kilograms per 100 square meters of coaed finished product (6.0 pounds per 1,000
square feet) from printed interior panels, regardless of the number of coats applied;

2. 5.8 kilograms per 100 square meters of coaed finished product (12.0 pounds per 1,000
square feet) from natural finish hardwood plywood panels, regardless of the number of
coats applied; and,

3. 4.8 kilograms per 100 square meters of coaed finished product (10.0 pounds per 1,000
square feet) from Class Il finishes on hardboard panels, regardless of the number of coats
applied.

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 04, 1991 SEP 27, 1993 58 FR 50262
2nd Revision OCT 30, 1996 JUN 06, 1997 62 FR 30991

(11) Miscellaneous Metal Rules and Products
(a) For the purpose of thisparagraph, the following definitions apply:

1. "Air dried coating" shall mean coating which are dried by the use of air or forced warm
air at temperatures up to 90°C (194°F).

2. "Annual Rolling Average" means the method of demonstrating compliance with an
annual emission rate restriction of a permit condition of an Air Pemit, or, to keep annual
emissions below a regulation's emissions applicability level. At the end of each calendar
month, a source shall demonstrate compliance with an annual emisson rate restriction for
the previoustwelve (12) consecutive month period.

3. "Clear coat" shall mean a coating which lacks color and opacity or is transparent and uses
the undercoat as a reflectant base or undertonecolor and any coaing used & a interior
protective lining on any cylindrical metal shipping container of greater than one gallon
capacity.
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(b)

10.

11.

"Coating application system" shall mean all operations and equipment which applies,
conveys, and dries a surface coating, including, but not limited to, spray booths, flow
coaters, flashoff areas, air dryers and ovens.

"Extreme environmental conditions" shall mean exposure to any one of the following:
the weather all of the time, temperatures consistently above 95° (203°F), detergents,
abrasive and scouring agents solvents, corrosive atmospheres, or similar environmental
conditions.

"Extreme performance coatings' shall mean coatings designed for harsh exposureor
extreme environmental conditions.

"Heat sensitive material” shall mean materials which cannot consistently be exposed to
temperatures greater than 95°C (203°F).

"Low solvent coaing" shdl mean coatings which contain lessorganic solvent than the
conventional coatings used by the industry. Low solvent coatings include water-borne,
higher solids, electrodep osition and pow der coatings.

"Powder Coating" means any surface coatings which is applied as adry powder and is
fused into a continuous coating film through the use of heat.

"Single Coat" shall mean one film of coating applied to a metal surface.
"Transfer efficiency" shall mean the portion of coating which adheres to the metal

surface during the application process, expressed as a percentage of the total volume of
coating delivered by the applicator.

This paragraph appliesto coating of miscellaneous metal parts and produds in the following
industries:

Large farm machinery (harvesting, fertilizing and planting machines, tractors, combines,
etc.);

Small farm machinery (law n and garden tractors, lawn mow ers, rototillers etc.);

Small appliances (fans, mixers, blenders, crock pots, dehumidifiers, vacuum cleaners,
etc.);

Commercial machinery (office equipment, computers and auxiliary equipment,
typewriters, calculators, vending machines, etc.);

Industrial machinery (pumps, compressors, conveyer components, fans, blowers,
transformers, etc.);

Fabricated metal products (metal covered doors, frames, etc.); and

Any other industrial category which coats metal parts or products under the Standard
Industrial Clasdfication Code of Major Group 33 (primary metal industries), Major
Group 34 (fabricated metal products), Major Group 35 (nonelectric machinery), Major
Group 36 (electrical machinery), Major Group 37 (transportation equipment), Major
Group 38 (miscellaneous instruments), and Major Group 39 (miscellaneous
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(0)

(d)

(e

manufacturing industries).

This paragraph does not apply to the surface coating of the following metal parts and products:

1.

10.

11.

automobiles and light-duty trucks;

metal cans;

flat metal sheets and strips in the forms of rolls or coils;

magnet wire for use in electrical machinery;

metal furniture;

large appliances;

exterior of airplanes;

automobile refinishing;

customized coating of automobilesand trucks, if production is less than 35 vehicles per
day and if the VOC emission rate from the customized coating operation does not exceed
60 tons per year based on an annual rolling average cal cul ated at the end of each calendar
month; and

exterior of marine vessels.

fabricated metal parts and productsunder the major Standard Indugrial Classification

Code of Group No. 34 if the VOC emissions rate is less than a potential ten tons per
calendar year (10 TAY) before an add-on VOC control device.

This paragraph shall apply to the application area(s), flashoff area(s), air and forced air dryer(s)
and oven(s) used in the surface coating of the metal parts and productsin subparagraph (b) of this
paragraph. T his paragraph also applies to prime coat, top coat, and single coat operations.

No owner or operator of afacility engaged in the surface coating of miscellaneous metal parts and
products may operate a coating application system subject to this paragraph that emits VOCsin
excess of:

0.52 kilograms per liter (4.3 pounds per gallon) of coating, excluding water, delivered to
a coating applicator that applies clear coatings;

0.42 kilograms per liter (3.5 pounds per gallon) of coating, excluding water, delivered to
a coating applicator in acoating application system that isair dried or forced warm air

dried at room temperaturesup to 90° (194°F);

0.42 kilograms per liter (3.5 pounds per gallon) of coating, excluding water, delivered to
a coating goplicator that applies extreme performance coatings; and,

0.36 kilograms per liter (3.0 pounds per gallon) of coating, excluding water, delivered to
a coating applicator for all other coatings and coating application systems.
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)

if add- on control equipmentis used, continuous monitors of thefollowing parameters shdl be
installed, periodically calibrated, and operated at all times that the associated control equipment is

operating:

1. exhaust temperature of all incinerators;

2. temperaturerise across a catalyticincineraor bed;

3. breakthrough of VOC on a carbon adsorption unit; and

4. any other continuous monitoring or recording device required by the Director.

(12) Recordkeeping.

(@

The ow ner or operator of acoating line subject to the requirements in Rule 335-3-6-.32 shall
maintan as a minimum thefollowing daily recordsto demonstrate compliance in the timeframe
required by any regulation under thisRule or Air Permit condition:

1.

10.

11.

12.

the quantity in gallons of all surface coatingsdelivered to the application system; and

the quantity in gallons of all organic liquid diluents (coating thinners and additives)
added to the aurface coatings; and

the quantity in gallons of all organic liquid solvents used for wash or cleanup; and
the quantity in gallons of all organic liquid waste properly contained and shipped out for
proper disposal and a certification of the waste density and percentVOC content by

weight; and

the date of each application of surface coatings and diluents and usage of wash and
cleanup solvents; and

the regulaion(s) applicable to the coating line for which the records are being
maintained; and

the daily records shall be keptin the units necessary to verify compliance with the
applicable regulations (i e., pounds of VOC per gallon of coaing delivered to the
application system, excluding water and exempt VOC); and

the application method and the substrate material type and

where applicable, the surface coating curing and/or drying oven temperature(s) in
degrees Fahrenheit; and

where applicable, the continuous combustion temperature in degrees Fahrenheit of a
thermal indnerator control system; and

where applicable, the temperature rise across the catalyst bed and exhaust temperature in
degrees Fahrenheit of acatalytic incinerator control system; and

where applicable, theinlet and outlet temperaturein degrees Fahrenheit of the cooling
medium of a condenser control sysem; and
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13. the following information on all surface coatings, and organic liquid solvents (diluents,
additives, wash and cleanup):

(i) manufacturer (supplier); and
(i) product name and manufacturer'scode number; and

(iiii) density (pounds per gallon); and

(iv) VOC content in percent weight and volume; and
(V) solids content in percent weight and volume; and
(vi) water contentin percent weight and volume; and

(vii) exempt VOC content in percent weight and volume; and

(viii) pounds of VOC per gallon of coating deliveredto the gpplicaion system,
excluding water and exempt VOC.

(b) The compliance demonstration time frame for an individual coating line that applies
coatings that are subject to the sam regulated VOC emission rate under this Rule shall be
a twenty-four (24) hour period (calendar day).

(c) The daily records required under subparagraph (a) of this paragraph shall be retained by
the owner or operator at the location of the regulated source for a minimum of two years
after the date of record and shall be available to representatives of the Director upon
request.

(d) The recordkeeping provisionsof subparagraph (a) of this paragraph shall not apply if the
Director determines that alternative records would be suffident to provide assurance that
the source is operating in compliance on atwenty -four (24) hour basis and these
conditionsfor the source. In no case can recordkeeping requirements be waived or the
stringency of the emissions limit be relaxed.

Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,

22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective Date: June9, 1987.

Amended: Effective Date: September 21, 1989, July 31, 1991, and ,1991

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 04, 1991 SEP 27, 1993 58 FR 50262

2nd Revision OCT 30,1996 JUN 06, 1997 62 FR 30991
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335-3-6-.33 Solvent Metal Cleaning.

)

(2)
(3

(4)

For the purpose of thisRule, thefollowing definitions apply:
() "Cold Cleaning" shall mean the batch process of cleaning and removing soils from metal surfaces
by spraying, brushing, flushing or immersion while maintaining the solvent below its boiling

point. Wipe deaning is not included in this definition.

(b) "Convey orized Degreasing" shall mean the continuous process of cleaning and removing soils
from metal surfaces by operating with either cold or vaporized solv ents.

(c) "Freeboard Height" shall mean for a cold cleaner, the distance from the liquid solvent level in the
degreaser tank to the lip of the tank. For vapor degreasers, it is the distance from the solvent level
in the tank to the lip of the tank.

(d) "Freeboard Ratio" shall mean the freeboard height divided by the width of the degr easer.

(e) "Open Top Vapor Degreasing” shall mean the batch process of cleaning and removing soils from
metal surfaces by condensing hot solvent vapor on the colder metal parts.

(f) "Solvent Metal Cleaning" shall mean the process of cleaning soils from metal surfaces by cold
cleaning or open top vapor degreasing or conveyorized degreasing.

This Rule will apply to cold cleaning, open top vapor degreasing and conv eyorized degreasing operations.
The provisions of this Rule shall apply with the following exceptions:

(a) Open top vapor degreasers with an open area smaller than one square meter (10.8 square feet)
shall be exempt from subparagraphs (5)(c)2. and 4 of this Rule.

(b) Conveyorized degreasers with an air/vapor interface smaller than 2.0 square meters (21.6 square
feet) shall be exempt from subparagraphs (6)(b) of thisRule.

Except as provided under subparagraph (3) of this Rule, the owner or operator of a cold cleaning device
shall:

(a) equip the cleaner with a cover and the cover shall beso designed that it can be easily operated
with one hand; if,

1. the solvent volatility is greater than 2 kilo Pascals (15 millimeters of mercury or 0.3
pounds per square inch) measured at 38° (100°F); or

2. the solventis agitated; or
3. the solventis heated; and
(b) equip the cleaner with a device for draining cleaned parts; and if the solvent volatility is greater

than 4.3 kilo Pascals (32 millimeters of mercury or 0.6 pounds per square inch) measured at 38°
(100°F), equip the construct drainage device intemally so that the parts are enclosed under the
cover while draining, except that the drainage device may be external for applications where an
internal type cannot fit into the cleaning systems; and
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©)

(c) if the oolvent voladility is greater than 4.3 kilo Pascals (32 millimeters of mercury or 0.6 pounds
per square inch) measured at 32° (100°F) or if the solvent is heated above 50° (120 °F), install one
of the following devices:

1. freeboard that givesa freeboard ratio greaer than or equal to 0.7; or
2. water cover (solvent must be insoluble in and heavier than water); or
3. other systems of equivalent control, such as refrigerated chiller or carbon absorption,

approved by the Director; and

(d) provide a permanent, conspicuouslabel, summarizing the operating requirements; and

(e) close thecover whenever parts are not being handled in the cleaner; and

(f) drain the deaned parts for at least 15 seconds or until dripping ceases and

(9) if used, supply a solvent spray that is asolid fluid stream (not a fine, atomized, or shower type

spray) at a pressure which does not cause excessive splashing; and
(h) store waste solvent only in covered containers and not dispose of waste solvent or transfer it to
another party, such that greater than twenty percent (20%) of the waste solvent (by weight) can

evaporate into the atmosphere.

Except as provided under paragraph (3) of this Rule, the owner or operator of an open top vapor degreaser
shall;

(a) equip the vapor degreaser with a cover that can be opened and closed easly without disturbing the
vapor zone; and

(b) provide the following safety switches:

1. a condenser flow switch and thermostat which shuts off the heat if the condenser coolant
is either not circulating or too warm; and

2. a spray safety switch which shuts off the spray pump if the vapor level drops more than
10 centimeters (4 inches) below the bottom of the condenser coil; and

3. avapor level control thermostat which shuts off the heat when the level rises too high.
(c) install one of the following control devices:
1. afreeboard ratio of greater than or equal to 0.75 and a powered or mechanically assisged

cover if the degreaser opening is greater than 1 square meter (10.8 squarefeet); or
2. refrigerated chiller; or

3. enclosed desgn (cover or door opens only when the dry part is actually entering or
exiting the degreaser); or

4. carbon adsorption system, with ventilation greater than or equal to 15 cubic meters per
minute per square meter (50 cubic feet per minute per square foot) of air/vapor area
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(6)

(d)
(e)

()

(9)

(h)

(i)

@)
(k)

"

(m)

(when cover isopen) and exhausting lessthan 25 parts per million of solvent over one
compl ete adsorption cycle; or

5. a control system, demonstrated to have control efficiency equivalent to or greater than
any of the above and approved by the Director; and

keep the cover closed at all times except when processing work loads through the degreaser; and

minimize solvent carryout by:

1. racking parts to allow complete drainage; and

2. moving parts in and out of the degreaser at lessthan 3.3 meters per minute (11 feet per
minute); and

3. holding theparts in the vapor zone & |east 30 seconds or until condenséaion ceases; and

4. tipping out any pools of solvent on the cleansed parts before removal from the vapor
zone; and

5. allowing parts to dry within the degreaser for at least 15 seconds or until visually dry;
and

not degrease porous or absorbent materials, auch as cloth, |eather, wood or rope; and
not occupy more than hdf of thedegreaser's open top area with a workload; and

not load the degreaser to the point where the vapor level would drop more than 10 centimeters (4
inches) below the bottom of the condenser coil when the workload is lowered into the vapor zone;

always spray below the vapor level; and

repair olvent leaks immediately, or shutdown the degreaser; and

store waste solvent only in covered containers and not dispose of waste solvent or transfer it to
another party, such that greater than twenty percent (20%) of the waste solvent (by weight) can

evaporate into the atmosphere; and

not operatethe cleaner so as to allow water to be visudly detectable in solvent existing in the
water separator; and

not use ventilation fans near the degreaser opening nor provide exhaust ventilation exceeding 20
cubic meters per minute per square meter (65 cubic feet per minute per square foot) of degreaser
open area, unless necessary to meet OSHA requirements.

Except as provided under paragraph (3) of this Rule, the owner or operator of a conveyorized degreaser

shall:

(a)

not use workplace fans near the degreaser opening nor provide exhaust ventilaion exceeding 20
cubic meters per minute per square meter (65 cubic feet per minute per square foot) of degreaser
opening, unless necessary to meet OSHA requirements; and
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(b)

(c)

(d)

(e)

()
(9)

(h)
(i)
()

(k)

Author:

install one of the following control devices:

1. refrigerated chiller; or

2. carbon adsorption system with ventilation greater than or equal to 15 cubic meters per
minute per square meter (50 cubic feet per minute per square foot) or air/vapor area
(when downtime coversare open), and exhaustingless than 25 parts per million of

solvent by volume averaged over a complete adsorption cycle; or

3. a system demonstrated to have a control efficiency equivalent to or greater than
subparagraph (6)(b)1. or (6)(b)2. of thisparagraph and approved by the Director; and

equip the cleaner with equipment, such as drying tunnel or rotating (tumbling) basket sufficient to
prevent cleaned partsfrom carrying out solventliquid or vapor; and

provide the follow ing safety switches:

1. a condenser flow switch and thermostat which shut off the heat if the condenser is either
not circulating or too warm; and

2. a spray safety switch which shuts off the spray pump or the conveyer if the vapor level
drops more than 10 centimeters(4 inches) below the bottom of the condenser; and

3. a vapor level control thermostat which shuts off the heat when the level risestoo high;
and

minimize openings during operation so that entrances and exits will silhouette workloads with an
average clearance between the parts and the edge of the degreaser opening of less than ten
centimeters (4 inches) or lessthan ten percent (10%) of the width of the opening; and

provide downtime covers for closing off the entrance and exit during the shutdown hours and
minimize carryout emissions by:

1. racking parts for best drainage; and

2. maintaining the vertical conveyer speed at less than 3.3 meters per minute (11 feet per
minute); and

store waste solvent only in covered containers; and
repair solvent leaks immediately, or shut down degreasers and

not operate the cleaner so as to allow water to be visually detectable in solvent exiting the water
separator; and

place downtime covers over entrances and exits of conveyorized degreasers immediately after the
conveyers and exhaust are shut down and not remove them until just before start-up.

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
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22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.
History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal

to EPA

by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062

335-3-6-.34

(€]

(a

(b)

(c)

Cutback Asph alt.

For the purpose of thisRule, thefollowing definitions apply:

"Asphalt" shall mean a dark brown to black cementitious material (solid, semisolid, or liquid in
consistency) in which the predominantly constituents are bitumens which occur in nature as such
or which areobtained as residuein refining petroleum.

"Cutback Asphalt" shall mean asphalt cement which has been liquefied by blending with
petroleum solvents (diluents). Upon exposure to atmospheric conditions, the diluents evaporate,
leaving the asphalt cement to perform its function.

"Penetrating Prime Coat" shall mean an application of low viscosity liquid asphalt to an absorbent
surface. It isused to prepare an untreaed base for an asphalt surface. The prime penetrates the
base and plugs the voids, hardens the top, and helps bind it to the overlying asphalt layer.

(2) This Rule will apply to the manufacture and use of cutback asphalts in highway paving and maintenance
operations in Jefferson, Mobile, Russell, M adison and M organ counties.

(a)

(b)

After June 1, 1980, no person may cause, allow, or permit the sale or offering for sale, mixing,
storage, use, or application of cutback asphalts without approval of the Director as provided in
subparagraph (2)(b) of this Rule.

The Director may approve the sale or offering for sale mixing, sorage, use, or application of
cutback asphalts where:

1. long-time stockpile storageis necessary; or

2. the use or goplication commences on or after November of any year and such use or
application is completed by February of the following year; or

3. the cutback asphalt is to be used solely as a penetrating prime coat.
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Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal

to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.35 Petition for Alternative Controls.

(1)

(2)

(3

Notwithstanding any requirements of this Chapter, an owner or operator may petition the Director for
permissionto use alternative operational and/or control techniques for any emission point subjectto the
requirementsof thisChapter, if each of the following requirementsis satisfied:

(a) the petition issubmitted within 3 months of Jefferson County Board of Health promulgation of the
applicable portion(s) of this Chapter.

(b) the petition demonstrates to the satisfaction of the Director that the reduction in VOC emissions
achieved through use of the alternative technique is equivalent to that which would be expected
from com pliance with the applicable regulations.

Notwithstanding any requirements of this Chapter, an owner or operator may petition the Director for
permission to substitute reductionsin emissions for those regulated source categories below those required
by these regulationsfor increase in emissions above dlowable limits (compliance isto be determined on a
plant-wide basis, using a weekly weighted average) for the emission reductions required by these
regulations, if each of the following requirements are satigied:

(a) the petition issubmitted within 3 months of Jefferson County Board of Health promulgation.

(b) the petition demonstration demonstrates to the satisfaction of the Director that sufficient additional
reduction in VOC emissions not required by the regulations will be achieved to assure that the
aggregate reduction in VOC emissions isno less than the reductions in emission which would be
expected for compliance with the regulations.

Alternative Control Technology.

(a) Notwithstanding any requirement of this Chapter, sources unable to achieve the levds of control
specified in this Chapter on atechnical or economic basis may petition the Director for permission

on a case-by-case basis to establish the applicable reasonably available control technology.

(b) Any such change to the applicable reasonably available control technology will not be effective
until it becomes a part of the approved State Implementation Plan.

335-3-6-84



Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.
History: Effective date: June 9, 1987.

Amended:

Date Submitted

to EPA

Date Approved Federal
by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062

335-3-6-.36 Compliance Schedules.
(1) Process and Emission Control Equipment Installations.

() Except asprovided under paragraphs(4) or (5) of thisRule, the owner or operator of aVOC
emission source proposing to install and operate VOC emission control equipment and/or
replacement process equipment to comply with this Chapter shall adhere to the increments of
progress contained in the following schedule:

1. Final plans for the emission control sysem and/or process equipment must be submitted
within 3 months of Jefferson County Board of Health promulgation.

2. Contractsfor the emission control system and/or processequipment must be avarded or
orders must beissued for purchase of component partsto accomplish emission control
within six (6) months of Jfferson County Board of Health promulgation.

3. Initiation of on-site construction or installation of the emission control and/or process
equipment must begin within nine(9) months of Jefferson County Board of Health
promul gation.

4. On-site construction or ingallaion of the emission control and/or processequipment
must be completed within fifteen (15) months of Jefferson County Board of Health
promul gation.

5. Final compliance shall be achieved within sixteen (16) months of Jeff erson County
Board of Health promulgation.

(b) Any owner or operator of an emission source subject to the compliance schedule of this Section
shall certify to the Director within five (5) days after the deadline for each increment of progress,
whether the required increment of progress has been met.

(2) Low Solvent Content Coating.
(a) Except as provided under paragraphs (4) or (5) of this Rule under subparagraph (b) of this

paragraph, the owner or operator of a VOC emission source proposing to employ low solvent
content coating technology to comply with this Chapter shall adhere to the increments of progress
contained in the following schedules:
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(b)

Final plans for theapplication of low solvent content coating technology must be
submitted within three (3) months of Jefferson County Board of Health promulgation.

Research and dev elopment of low solvent content coating must be completed within six
(6) months of Jfferson County Board of Health promulgation

Evaluation of product quality and commercial acceptance must be completed within 1
year of Jefferson County Board of Health promulgation. A determination of product
unacceptability will trigger orders for add-on control equipment.

Purchase orders must be issued for low solvent content coatings and process
modifications within fifteen (15) months of Jeff erson County Board of Health
promulgation. Purchase orders for add-on controls necessitated under subparagraph (a)3
of thisparagraph shall be issued within twelve (12) months of Jefferson County Board of
Health promulgation.

Initiation of process modification must begin within seventeen (17) months of Jefferson
County Board of Health promulgation. Initiation of construction or ingallaion of add-on
controls necessitated under subparagraph (a)3. of this paragraph shall begin within fifteen
(15) months of Jefferson County Board of Health promulgation.

Process modifications must be completed and use of low solvent content coatings must
begin within twenty-two (22) months of Jefferson County Board of Health promulgation
On-site construction or ingallaion of add-on controlsnecessitated under subparagraph
(a)3. of this paragraph shall begin within tw enty-tw o (22) months of Jefferson County
Board of Health promulgation.

Final compliance shall be achieved within two (2) years of Jefferson County Board of
Health promulgation. In no case, shall final compliance be allowed beyond December 31,
1987.

Where the Director determines that low solvent content coating technology has been sufficiently
researched and developed for a particular application, the owner or operator of a VOC emisson
source proposing to comply with this Chapter through application of low solvent content coatings
shall adhere to the increments of progress contained in the following schedule:

1.

Final plans for theapplication of low solvent content coating technology must be
submitted within three (3) months of Jefferson County Board of Health promulgation

Evaluation of product quality and commercial acceptance must be completed within six
(6) months of Jefferson County Board of Health promulgation;

Purchase orders must be issued for low solvent content coatings and process
modifications within nine (9) months of Jfferson County Board of Health promulgation;

Initiation of process modifications must begin within eleven (11) months of Jefferson
County Board of Health promulgation;

Process modifications must be completed and use of low solvent content coatings must
begin within fifteen (15) months of Jfferson County Board of Health promulgation;

Final compliance shall be achieved within sixteen (16) months of Jeff erson County
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Board of Health promulgation.

(c) Any owner or operator of a stationary source subject to the compliance schedule of this Rule shall
certify to the Director within five (5) days after the deadline for each increment of progress
whether the required increment of progress has been met.

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30, 1996 JUN 06, 1997 62 FR 30991

(3) Equipment Modification.

(a) Except asprovided under paragraphs(4) or (5) of thisRule, the owner or operator of aVOC
emission source proposing to comply with this Chapter by modification of exiging processing
equipment shall adhere to the increments of progress contained in the following schedule:

1. Final plans for process modification must be submitted within three (3) months of
Jefferson County Board of Health promulgation;

2. Contractsfor process modifications must be awarded or orders must beissued for the
purchase of component parts to accomplish process modifications within five (5) months
of Jefferson County Board of Health promulgation;

3. Initiation of on-site construction or installation of process modifications must begin
within seven (7) months of Jfferson County Board of Health promulgation;

4, On-site construction or installation of process modifications must be completed within
ten (10) monthsof Jefferson County Board of Health promulgation;

5. Final compliance shall be achieved within eleven (11) months of Jefferson County Board
of Health promulgation.

(b) Any owner or operator of an emission sour ce subject to the compliance schedule of this
Rule shall certify to the Director within five (5) daysafter the deadline for each
increment of progress, whether the required increment of progress has been met.

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30,1996 JUN 06, 1997 62 FR 30991
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(4)

()

(6)

Author:

Alternative Compliance.

(a

(b)

(©)

(d)

Nothing in this Rule shall prevent the Director from approving a separate shedule for any source,
if he finds that the application of a compliance schedule in paragraphs (1) through (3) of this Rule
would be infeasible or impracticable.

Nothing in this Rule shall prevent the owner or operator of a VOC source from submitting to the
Director aproposed alternative compliance schedule provided:

1. the proposed dternative compliance schedul e is submitted within three (3) months of
Jefferson County Board of Health promulgation; and

2. the final control plans for achieving compliance with this Chapter are submitted
simultaneoudy; and

3. the alternative compliance schedul e contains the same INCREMENTS OF PROGRESS
as the schedule for which it is proposed; and

4. sufficient documentation and certification from appropriate suppliers, contractors,
manufacturers, or fabricators are submitted by the owner or operator of the VOC source
to justify the dates proposed for the increments of progress.

All alternative compliance schedules proposed or promulgated under thisRule shall provide for
compliance of the VOC emission source with this Chapter asexpeditiously as practicable, but not
later than December 31, 1982.

Any schedule approved under this Rule may be revoked at any time if the source does not meet
the increments of progress stipul ated.

Exception. Paragraphs (1) through (4) of this Rule will not apply to sources which arein compliance with
this Chapter prior to the date of Jefferson County Board of Health promulgation and have determined and
certified compliance to the satisfaction of the Director within three (3) months of Jefferson County Board
of Health promulgation.

Coke By -Product Recovery Plant Equipment Leaks.

(a)

(b)

Owners or operators of coke by-product recovery plants shall adhere to the following schedule:

1. final plans for theinitial leak check and inspection program required by Rule(3) shall be
submitted within one (10 month of Jefferson County Board of Health promulgation.

2. initiation of the leak check and inspection program requires by Rule (3) shall begin
within three months of Jefferson County Board of Health promulgation.

Any owner or operator of a coke by-product recovery plant subject to the compliance schedule of
this section shall certify to the director within five (5) days after the deadline for each increment
of progress has been met.

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.
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History: Effective date: June 9, 1987.
Amended:

Original Reg
1st Revison

335-3-6-.37

(€]

(2)

Date Submitted  Date Approved Federal
to EPA by EPA Register

OCT 31, 1989 MAR 19, 1990 55 FR 10062
OCT 30, 1996 JUN 06, 1997 62 FR 30991

Test Methods and Procedure.

Determination of Volatile Organic Content of Surface Coatings.

(a

(b)

(c)

(d)

(e)

this method gpplies to paint, varnish, lacquer, and surface coatings which are air-dried or
force-dried.

this method does to apply to any coating system requiring special curing process such as:
1. exposure to temperatures in excess of 110°C (230°F) to promote thermal crosslinking; or
2. exposure to ultraviolet to promote cross-linking.

For the purposes of thismethod, a representative sample of the surface coating shall be obtained at
the point of delivery to the coater or any other point in the process that the Director approves.

The volatile organic content of thesample shall be determined as specified in 40 CFR 60
Appendix A, Method 24, "Determination of Volatile Matter Content, Water Content, Density,
Volume Solids, and Weight Solids of Surface Coatings," or by an alternative method approved by
the Director.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of tests so the Director may at his
option observe the teg. The notification shall contain theinformation required by, and bein a
format approved by, the Director.

Test Procedure for Determination of VOC Emissions from Bulk Gasoline Terminals.

(a)

(b)

(c)

Applicability. This method is applicable to determining VOC emission rates at tank truck and
trailer gasoline loading terminals employing vapor collection systems and ether continuous or
intermittent vapor control systems. This method is applicableto motor tank truck and trailer
loading asper Part 6.6.

Test Methods and Procedures. TheVolatile Organic Compound emissions from Bulk Gasoline
Terminals shall be determined as specified in 40 CFR 60.503, "Test Methods and Procedures"

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of tests so the Director may at his
option observe the teg. The notification shall contain theinformation required by, and bein a
format approved by, the Director.
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(3) Determination of Volatile Organic Compound Emission Control System Efficiency.

() The provisionsof thisRule are generally applicable to any test method employed to determine the
collection or control efficiency of any device or sysem designed, installed, and operated for the
purpose of reducing volatile organic compound emissions.

(b) The following procedures shall be included in any efficiency demonstration:

1. The volatile organic compound containing material shall be sampled and analyzed ina
manner approved by the Director such that the quantity of emissions that could result
from the use of the material can be quantified.

2. The efficiency of any capture system used to trangort the volatile organic compound
emissionsfrom their point of origination to the control equipment shall be computed by
using accepted engineering practice and in a manner approved by the Director.

3. Samples of the volatile organic compound containing gas stream shall be taken
simultaneously at the inlet and outlet of the emissions control device in a manner
approved by the Director.

4. The total combustible carbon content of the samples shall be determined by amethod
approved by the Director.

5. The efficiency of the control device shall be expressed as the fraction of total
combustible carbon content reduction achieved.

6. The volatile organic compound mass emission rae shall be the sum of emissions from
the control device, emissions not collected by the capture sysem, and capture system
| osses.
(4) Determination of Solvent M etal Cleaning Volatile Organic Com pound E missions.
(a) This method is applicableto determining volatile organic compound emissions from solvent metal

cleaning equipment.

(b) The purpose of this method isto quantify, by material balance the amount of solvent input into a
degreaser ove a sufficiently long period of time so tha an average emission rate can be
computed.

(c) The following procedure shall be forwarded to perform a material balance test:

1. Clean the degreaser sump before testing.

2. Record the amount of solvent added to the tank with a flow meter.

3. Record the weight and type of work load degreased each day .

4. At the end of the test run, pump out the used solvent and measure the anount with a flow
meter. Al, estimate the volume of metal chipsand other material remaining in the
emptied sump, if significant.

5. Bottle a sample of the used solvent and analyze it to find the percent that isoil another
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(5)

(6)

(d)

contaminants The oil and solvent proportions can be estimated by weighing samples of
used solvent before and after boiling off thesolvent. Compute the volume of oilsin the
used solvent. The volume of solvent displaced by thisoil along with the volume of
make-up solvent added during operations are equal to the solvent emissions.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of tests so the Director may at his
option observe the teg. The notification shall contain theinformation required by, and bein a
format approved by, the Director.

Teging and Monitoring Procedures for Perchlorethylene Dry Cleaning Sysems

(a)

(b)

(c)

The Provisions of this paragraph shall be applicable to any Perchlorethylene Dry
Cleaning System.

Test procedures to determine compliance with Rule 335-3-6-.40 shall be approved by the Director
and shall be consistent with:

1. EPA Guideline Series document, "M easurement of Volatile Organic Compounds,”
EPA-450/2-78-041;

2. Appendix B of "Control of Volatile Organic Emissions from Perchlorethylene D ry
Cleaning Systems," EPA-450/2-78-050; and,

3. American National Standards Institute paper, " Standard Method of Test for Dilution of
Gasoline Engine Crankcase QOils.”

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of tests so the Director may at his
option observe the tes. The notification shall contain theinformation required by, and bein a
format approved by, the Director.

Testing and M onitoring Procedures for Graphic A rts

(a

(b)

(c)

The ow ner or operator of aV OC source shall, at his own expense, demonstrate compliance with
Rule xx-6-.43 by the methods in subparagraph (c) of this paragraph or an altemative method
approved by the Director. All tests shall be made by, or under the direction of, a person qualified
by training and/or experience in thefield of air pollution teging.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of the tests so the Director may at his
option observe the tes. The notification shall contain theinformation required by, and bein a
format approved by, the Director.

Test procedures to determine compliance with Chapter 6 must be approved by the Director and
consistent with:

1. EPA Guideline Series document, "M easurement of Volatile Organic Compounds,”
EPA-450/2-78-041; and

2. Appendix A of "Control of Volatile Organic Emissions from Existing Stationary Sources
- Volume I1: Surface Coating of Cans, Coils, Paper, Fabrics Automobiles and
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(8)

(d)

Light-Duty Trucks," EPA- 450/2-77-008.

The Director may accept, instead of ink solvent analysis a certification by the ink manufacturer of
the composition of the ink solvent, if supported by actual batch formulaion records. Also, the
manufacturer's certification shall be consistent with EPA document 450/3-84-019, titled
"Procedures for Certifying Quantity of VOC Emitted by Paint, Ink, and Other Coatings."
Sufficient data to determine as-applied formulation is different from the as-purchased ink.

Testing and M onitoring Procedures for Surface Coating or Miscellaneous M etal Parts

(a

(b)

(c)

(d)

The ow ner or operator of aV OC source required to comply with Rule 335-3-6-.32(11) shall, at his
own expense, demonstrate compliance by the methods of subparagraph (c) of this paragraph, or an
alternative method approved by the Director. All testsshall be made by, or under the direction of,

a person qualified by training and/or experience in the field of air pollution testing.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30)days before the proposed initiation of the tests so the Director may at his
option observe the teg. The notification shall contain theinformation required by, and bein a
format approved by, the Director.

Test procedures to determine compliance with Rule must be approved by the Director and be
consistent with:

1. EPA Guideline Series document, "M easurement of Volatile Organic Compounds,”
EPA-450/2-78-041; and,

2. Appendix A of "Control of Volatile Organic Emissions from Existing Stationary Sources
- Volume I1: Surface Coating of Cans, Coils, Paper, Fabrics Automobiles and
Light-D uty Trucks",
EPA-450/2-77-008.

The Director may accept, instead of the coating analysisrequired in Subparagraph 335-3-6-
.37(7)(c)(2) of this Section, a certification by the manufacturer of the composition of the coatings,
if supported by actual batch formulaion records. Also, the manufacturer's certification shdl be
cong stent with EPA document 450/3-84-019, titled "Proceduresfor Certifying Quantity of VOC
Emitted by Paint, Ink, and Other Coatings.” Suf ficient datato determine as-applied formulation is
different from the as- purchased ink.

Testing and Monitoring Procedures for Petroleum Liquid Storage in Floating Roof Tanks

(a)

(b)

(©)

The ow ner or operator of any VOC source required to comply with Rule 335-3-6-.44 shall, at his
own expense, demonstrate compliance by the methods of this Section or an altermative method
approved by the Director. All tests shall be made by, or under the direction of, a person qualified
by training and/or experience in thefield of air pollution tesing.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of the tests so the Director may at his
option observe the tes. The notification shall contain theinformation required by, and bein a

format approved by, the Director.

Compliance with Chgpter 335-3-6=.44 shall bedetermined by:
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(10)

1. physically measuring thelength and width of all gaps around the entire circumference of
the secondary seal in each place where a 0.32 centimeter (1/8 inch) uniform diameter
probe passesfreely (without forcing or binding against the seal) between theseal and
tank wall; and,

2. summing the area of the individual gaps.

Testing and Monitoring Procedures for the Manufacture of Pneumatic Rubber Tires

(a

(b)

(©)

(d)

The owner or operaor of a VOC source required tocomply with Rule335-3-6-.38, & his own
expense, demonstrate compliance by the methods of Paragraphs 335-3-6-.37(9)(c) and (d) of this
Section, or an alternative method approved by the Director. All testsshall be made by, or under
the direction of, a person qualified by training and/or experience in the field of air pollution
testing.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of the tests so the Director may, at his
option, observe the test. The notification shall contain the information required by, and bein a
format approved by, the Director.

Test procedures to determine compliance with Rule 335-3-6-.38 must be approved by the Director
and be consigent with:

1. EPA Guideline Series document, "Measurement of Volatile Organic Compounds”,
EPA-450/2-78-041; and,

2. Method 24, "Determination of Volatile Matter Content, Water Content, Density, Volume
Solids, And Weight Solids and Weight Solids of Surface Coatings' of 40 CFR 60
Appendix A

3. for add-on control equipment application, Method 25 "Determination of Total Gaseous

Nonmethane Organic Emissons as Carbon,” of 40 CFR 60 Appendix A, or any
alternative method approved by the Director.

The Director may accept, instead of the analyses of spray, cement, or other compounds, a
certification by the manufacturer of the composition of the spray, cement, or other compounds, if
supported by actual batch formulation records. Also, the manufacturer's certification shall be
cons stent with EPA document 450/3-84-019, titled "Proceduresfor Certifying Quantity of VOC
Emitted by Paint, Ink, and Other Coatings." Suf ficient datato determine as-applied formulation is
different from the as- purchased ink.

Testing and M onitoring Procedures for the Manufacture of Synthesized Pharmaceutical Products

(a)

(b)

The ow ner or operator of any VOC source required to comply with Rule 335-3-6-.39 shall, at his

own expense, demonstrate compliance by the methods of subparagraph (c) in this paragraph or an
alternative method ap proved by the Director. All tests shall be made, or under the direction of, a

person qualified by training and/or experience in the field of air pollution testing.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of the tests so the Director may, at his
option, observe the test. The notification shall contain the information required by, in a format
approved by, the Director.

335-3-6-93



(11)

(12)

(0)

(d)

Test procedures to determine compliance with Rule 335-3-6-39 must be approved by the Director
and consistent with EPA Guideline Series document, "Measurement of Volatile Organic
Compounds", EPA-450/2-78-041.

If add-on control equipmentis used, continuous monitors of thefollowing parameters shdl be
installed, periodically calibrated, and operated at all times that the associated control equipment is
operating:

1. exhaust gas temperature of all incinerators;

2. temperaturerise across a catalyticincineraor bed;

3. breakthrough of VOC on a carbon adsorption unit; and,

4, any other continuous monitoring or recording device required by the Director.

Testing and Monitoring Procedures for the Surface Coating of Flatwood Paneling.

(a)

(b)

(c)

(d)

The ow ner or operator of aV OC source required to comply with this Rule 335-3-6-.32(10) shall,
at his own expense, demonstrate com pliance by the methods of subparagraphs (c) of this
paragraph or an alternative method approved by the Director. All tests shall be made by, or under
the direction of, a person qualified by training and/or experience in the field of air pollution
testing.

A person proposing to conduct a VO C emissions test shall notify the Director of the intent to test
not less than thirty (30) days before the proposed initiation of the tests so that the Director may, at
his option, observe the test. The notification shdl contan the information required by, andbein a
format approved by, the Director.

Test procedures to determine compliance with Rule 335-3-6-.32(10) must be approved by the
Director and be consistent with:

1. EPA Guideline Series Document, "Measurement of Volatile Organic Compounds",
EPA-450/2-78-041: and

2. Method 24, "Determination of Volatile Matter Content, Water Content, Density, Volume
Solids, And Weight Solids and Weight Solids of Surface Coatings' of 40 CFR 60
Appendix A

3. for add-on control equipment application, Method 25 "Determination of Total Gaseous

Nonmethane Organic Emissons as Carbon," of 40 CFR 60 Appendix A, or any
alternative method approved by the Director.

The Director may accept, instead of the coating analysis required by subparagraph (c)2. of this
paragraph, a certification by the coating manufacturer of the composition of the coating, if
supported by actual batch formulation records. Also, the manufacturer's certification shall be
cond stent with EPA document 450/3-84-019, titled "Proceduresfor Certifying Quantity of VOC
Emitted by Paint, Ink, and Other Coatings." Suf ficient datato determine as-applied formulation is
different from the as- purchased ink.

Teging and Monitoring Procedures For Leaks from Gasoline Tank Trucksand Vapor Collection Sysems
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(a

(b)

(c)

The ow ner or operator of aV OC source shall, at his own expense, demonstrate compliance with
this by the methods of subparagraph (c) of this paragraph, or an alternative method approved by
the Director. All tests shall be made by, or under the direction of, a person qudified by training
and/or experience in thefield of air pollution teging.

The owner or operator of a gasoline tank truck subjectto Chapter 335-3-6 must notify the Director
in writing of the date and location of a certification test at least ten (10) days before the anticipated
test date. In orderto observe acertification test, the Director must postponeor reschedule the
certification test date by written notice to the owner or operator within five (5) days after rece pt
of certification test notification.

Test Methods and Procedures. TheVolatile Organic Compound Emissionsfrom gasoline tank
Trucks shall be determined as specified in Method 27, "Determination of Vapor Tightness of
Gasoline Ddivery Tank Using Pressure Vacuum Test' of 40 CFR 60.503, Appendix A.

Testing and Monitoring Procedures for Petroleum Refinery Equipment

(a)

(b)

The owner or operator of a petroleum refinery subject to Rule 335-3-6-.42 shdl, at his own
expense, demonstrate compliance by the methods of this Section or an altemative method
approved by the Director. All tests shall be made by, or under the direction of a person qualified
by training and/or experienced in thefield of air pollution teging.

Testing and monitoring procedures to determine compliance with Rule 335-3-6-.42 shall be
approved by the Director and consistent with Appendix B of the OAQPS Guideline Series
document, "Control of Volatile Organic Compound L eaks from Petroleum Refinery E quipment",
EPA-450/2-78-036.

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal

to EPA

Original Reg
1st Revison

335-3-6-.38

(€]

by EPA Register

OCT 31, 1989 MAR 19, 1990 55 FR 10062
OCT 30, 1996 JUN 06, 1997 62 FR 30991

Manufacture of Pneumatic Rubber Tires

For the purpose of thisRule, thefollowing definitions apply:

(a

(b)

"Pneumatic rubber tire manufacture' shall mean the production of pneumatic rubber, passenger
type tires on a mass production basis.

"Passenger type tires" shall mean agricultural, airplane, industrial, mobile home, light and medium
duty truck, and passenger vehicle tires with a bead diameter up to 20.0 inches and crosssection

dimension up to 12.8 inches.
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(3)

(4)

(c) "Undertread cementing" shall mean the application of cement to the underside of the tire tread.

(d) "Tread-end cementing” shall mean the ap plication of cement to the tire tread ends.
(e) "green tires" shall mean assembledtiresbefore molding and curing have occurred.
(f) "Green tire spraying" shall mean the spraying of green tires, both inside and outside, with

compounds which help remove air from the tire, prevent the tire from sticking tothe mold during
curing, improve the finish, etc.

(9) "Water-based sprays or compounds" shall mean compounds in which solids, water, and
emulsifiers (non-organic) constitute & |east eighty-eight percent (88%) by weight of the

compound.

This Part applies to V OC emissions from the follow ing operations.

(a) Undertread cementing.
(b) Tread-end cementing,
(c) Green tirespraying.

The owner or operator of an undertread cementing, tread-end cementing, or green tire spraying operation
subject to this Rule shall:

(a) Install and operate a capture system which achieves maximum reasonable capture of evaporated
VOC from all undertread cementing, tread-end cementing, and green tire spraying operations. If
practical, maximum reason able capture shall be consistent with the following documents:

1. "Industrial Ventilation, A Manual of Recommended Practices", 14th Edition, American
Federation of Industrial Hygienists.

2. "Recommended Industrial Ventilation Guidelines", U.S. Department of Health,
Education and Welfare, National Institute of Occupational Safety and Health.

(b) Install and operate a control device that removes or oxidizes to inorganic com pounds at |east
ninety percent (90%) of the VOC by weight from the gases ducted to the control device. The
device must be approved by the Director.

() The owner or operator may, instead of implementing the measuresrequired by Paragraphs 335-3-
6-.38(3)(a and (b) of this Section, substitute water-based cements or compounds for the
solvent-based cements or com pounds.

(d) The owner or operator may, instead of implementing the measuresrequired by Paragraphs 335-3-
6-.38(3)(a),(b), and (c) of this Section, submitto the Director for approval a petition for
alternaive measureswhich have achieved or will achieve equivalent reductionsin VOC
emissions Equivalent reductions mean that the total VOC emissions from undertread cementing,
tread-end cementing and green tire spraying shall not exceed an average of 76 grams per green
tire, as determined on a monthly basis.

If add-on control equipment is used, continuous monitors of thefollowing parameters shdl be installed,
periodicdly calibrated, and operated & all times that the associated control equipment is operaing:
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(a) exhaust gas tem perature of incinerators;

(b) temperaturerise across a catalyticincineraor bed,;
(c) breakthrough of VOC on a carbon adsorption unit; and
(d) any other continuous monitoring ar recording device required by the Director.

Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062

335-3-6-.39 Manufacture of Synthesized Pharma ceutical Products
(1) For the purpose of thisRule, thefollowing definitions apply:
(a) "Condenser" shall mean a device which coolsa gas stream to a temperature which removes

specific organic compounds by condensation.

(b) "Control system" shall mean any number of control devices, including condensers, which are
designed and operated to reduce the quantity of VOCs emitted to the atmosphere.

(c) "Reactor" shall mean avat or vessel, which may be jacketed to permit temperature control,
designed to contain chemical reactions.

(d) "Separation oper ation" shall mean a process that separates a mixture of compounds and solv ents
into two or more components. Specific mechanians include extraction, centrifugation, filtration,

and crystallization.

(e) "Synthesized pharmaceutical manufacturing” shall mean manufacture of pharmaceutical products
of chemical synthesis.

(f) "Product equipment exhaust system” shall mean a devicefor collecting and directing out of the
work area VOC fugitive emissions from reactor openings, centrifuge openings, and other vessel
openings for the purpose of protecting workers from excessive VOC exposure.

(2) This Rule applies to all synthesized pharm aceutical manufacturing facilities.
(3) This Rule appliesto all sources of VOCs, including reactors, distillation units, dryers, storage of VOCs,
transfer of V OCs, extraction equipment, filters, crystallizers and centrifuges that have the potential to emit

6.8 kilograms per day (15 pounds per day) or more.

(4 The ow ner or operator of a synthesized pharm aceutical manufacturing facility subject to this Rule shall
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(5)

(6)

(7

control the VOC emissions from all reactors, digillation operaions, crystallizers centrifuges and vacuum
dryers that have the potential to emit 6.80 kilograms per day (15 pounds per day) or more of V OCs.
Surface condensers or equivalent controls shall be used, provided that:

(a) If surface condensersare used, the condenser outlet gas temperature must not exceed:

1. -25°C (-13°F) when condensing a VvV OC of a vapor pressure greater than 40.0 kilo Pascals
(5.8 psia)*

2. -15 °C, (5°F) when condensing aV OC of a vapor pressure greater than 20.0 kilo Pascals
(2.9 psia)*

3. 0°C(32°F) when condensing aV OC of a vapor pressure greater than 10.0 kilo Pascals
(1.5 psia)*

4. 10°C (50°F) when condensing aV OC of a vapor pressure greater than 7.0 kilo Pascals

(1.0 psia)*; or,

5. 25°C (77°F) when condensing aV OC of a vapor pressure greater than 3.50 kilo Pascals
(0.5 psig*.

*VAPOR PRESSURES AS M EASURED AT 20°C (68°F)

(b) If equivalent controls are used, the VOC emissions must be reduced by at least asmuch as they
would be by using a surface condenser w hich meets the requirements of subparagraph (&) of this

paragraph.

The ow ner or operator of a synthesized pharm aceutical manufacturing facility subject to this Rule shall
reduce the V OC emissions from all air dryers and production equipment exhaust systems;

(a) by at leag ninety percent (90%) if emissions are 150 kilograms per day (330 poundsper day) or
more of VOC; or,

(b) to 15.0 kilograms per day (33 pounds per day) or less if emissions are less than 150 kilograms per
day (330 pounds per day) of VOC.

The ow ner or operator of a synthesized pharm aceutical manufacturing facility subject to this Rule shall:

(a) provide a vapor balance sysem or equivalent control that is at least ninety percent (90%) effective
in reducing emissions from truck or railcar deliveries to gorage tanks with capacities greater than
7,500 liters (2,000 gallons) that store VOC with vapor pressures greater than 28.0 kilo Pascals (4.1
psia) at 20°C (68°F);and,

(b) install pressure/vacuum conservation vents set at + 0.2 kilo Pascals on all storage tanks that store
VOC with vapor pressures greater than 10.0kilo Pascals (1.5 psia) at 20°C (68°F), unless a more
effective control system is used.

The ow ner or operator of a synthesized pharmaceutical facility subject to this Rule shall enclose all

centrifuges, rotary vacuum filters, and other filterswhich processliquidscontaining VOC with vapor
pressuresof 3.50 kilo Pascals (0.5 psia) or more at 20°C (68°F).
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Author:

The owner or operator of a synthesized pharmaceutical facility subjectto thisRule shall install covers on
all in- process tanks containing a VOC at any time. These coversmust remain closed, unless production,
sampling, maintenance, or inspection procedures require operator access.

The ow ner or operator of a synthesized pharm aceutical manufacturing facility subject to this Rule shall
repair all leaks from which aliquid, containing VOC, can be observed running or dripping. The repair
shall becompleted thefirsttime the equipment is off-line for a period of time long enough to complete the
repair.

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,

22-22A-
History:

5, 22-22A-5, 22-22A-6, and 22-22A-8.
Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30, 1996  JUN 06, 1997 62 FR 30991

335-3-6-.41 Leaks from Gasoline Tank Trucks and Vapor Collection Systems

(€]

For the purpose of thisRule, thefollowing definitions apply:

(a) "Air sticker" shall mean a sticker to be affixed to agasoline tank truck, representing issuance of an
Air Permit and that the gasoline tank truck has been demonstrated during itsmost recent annual
vapor |leak testing to the leak free.

(b) "Bottom filling" shall mean the filling of atank truck or stationary storage tank through an
openingtha is flush with the tank bottom.

(c) "Gasoline" shall mean a petroleum distillate having a Reid vapor pressure of 27.6 kilo Pascals (4
psia) or greater that is used as fuel for internal combustion engines.

(d) "Gasoline tank truck" shall mean tank trucks or trailers equipped with a storage tank and used for
the trangport of gasoline from sources of supply to stationary storage tanksof gasoline dispensing
facilities, bulk gasoline plants or bulk gasoline terminals.

(e) "Gasoline dispensing facility" shall mean any site where gasoline is dispensed to motor vehicle
gasoline tanks from stationary storage tank s.

(e) "Bulk gasoline terminal" shall mean a gasoline storage facility which receves gasoline from
refineries primarily by pipeline, ship, or barge, and delivers gasoline to bulk gasoline plants or to
commercial or retail accounts primarily by tank truck; and has a daily throughput of more than
76,000 liters (20,000 gallons) of gasoline.

(f) "Bulk gasoline plant" shall mean a gasoline storage and distribution facility with an av erage daily
throughput of 76,000 liters (20,000 gallons) or less which receives gasoline from bulk terminals

by trailer trangport, stores itin tanks, and subsequently dispenses the gasoline viaaccount trucks
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(3)

(4)

(5)

to local farms, businesses, and gasoline dispensing facilities.

(9) "Vapor collection sygem" shall mean a vapor trangport system which uses direct displacement by
the gasoline being transferred to force vapors from the vessel being loaded into either a vessel
being unloaded or a vapor control system or vapor holding tank.

(h) "Vapor control system" shall mean a system that prevents release to the atm osphere of at least
ninety percent (90%) by weight of organic compounds in the vaporsdisplaced from a vessel
during transfer of gasline.

This Ruleis applicable to all vapor collection and control sygems at bulk plants, bulk terminds, and
gasoline dispensing fecilities required by Rules 335-3-6-.28, .29 and .30, and to all gasoline tank trucks
equipped for gasline vapor collection.

After eleven (11) months of Jfferson County Board of Health promulgation dae of this Rule, no person
shall allow a gasoline truck subject to this Rule, to be filled or emptied unless the tank truck has:

(a) avapor collection sysgem that meets the test requirements of subparagraph (4)(a) of this Rule; and
(b) avalid Jfferson County Department of Health Air Sticker attached and visibly displayed.
Air Permits for Gasoline Tank T rucks.

(a) The ow ner or operator of avapor collection system subject to this rule shall not load or cause to
be loaded the said gasoline tank truck without avalid Air Sticker for the galine tank truck. An
Air Permit and Air Sticker shall be issued by the Jefferson County Department of Health for the
gasoline tank truck upon application by the owner or operator documenting that the gasolinetank
truck has been leak checked by the test method referenced in Rule 335-3-6-.37(12(c) and has
during the test sustained a pressure change of no more than 0.750 kilo Pascals (3 inches of H,0) in
five (5) consecutive minutes when pressurized to a gauge pressure of 4.50 kilo Pascals (18 inches
of H,0) or evacuated to a gauge pressure of 1.50 kilo Pascals (6 inches of

H,0) during the testing.
(b) The Air Sticker shall be renewed annually upon successful demonstration by the owner or
operator that the gasoline tank truck has been leak checked and passed the requirements of

subparagraph (a) of this paragraph.

(c) The owner or operator of shall display the Air Sticker near the Department of Transportation
Certification plate required by 49 CFR 178.340-10b,

The owner or operator of a vapor collection system at abulk plant, bulk terminal, gasoline dispensng
facility or gasoline tank truck subject to this Rule shall:

(a) design and operate the vapor collection system and the gasoline loading equipment in a manner
that prevents:

1. gauge pressure from exceeding 4.50 kilo Pascals (18 inches of H,0) and vacuum from
exceeding 1.50 kilo Pascals (6 inches of H,0) in the gasoline tank truck;

2. areading equal to or greater than 100 percent (100%) of the lower explosive limit (LEL,
measured as propane) at 2.5 centimeters from all pointson the perimeter of a potential

335-3-6-100



(6)

(7

Author:

leak sourcewhen measured by the method referenced in Rule 335-3-6-.37(12)(d) during
loading or unloading operations at gasoline dispensing facilities, bulk plants and bulk
terminals;

3. avoidable visible liquid leaks during loading or unloading operationsat gasoline
dispensing facilities, bulk plants and bulk terminals; and,

(b) within fifteen (15) days, repair and retes a vapor collection or control system that exceeds the
limit in Subparagraph (a)(2) of this paragraph.

The Director may, at any time, monitor a gasline tank truck, vapor collection system, or vapor control
system to confirm continuing compliance with paragraphs (3), (4) and (5). Monitoring to confirm the
continuing existence of leak tight conditions shall be consistent with the procedures described in Appendix
B of the OAQPS Guideline Series document. "Control of Organic Compound L eaks from Gasoline Tank
Trucks and Vapor Collection Sysems," EPA-450/2-78-051.

Each vapor laden gasoline tank truck shall be:

(a) designed and maintained to be vapor tight during loading, unloading operations, and transport
with the exception of normal pressure/ vacuum venting as required by COT regul ations; and

(b) if refilled in Jefferson County, filled only at:
1. bulk gasoline plantscomplying with Rule 335-3-6-.28; or
2. bulk gasoline terminals complying with Rule 335-3-6-.29.

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal

to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.42 Leaks from Petroleum Refinery Equipm ent.

(€]

For the purpose of thisRule, thefollowing definitions apply:

(a) "Petroleum refinery" shall mean any facility engaged in producing gasoline, kerosene, distillate
fuel oils, residual fuel oils, lubricants or other products through distillation, cracking, extraction,
or reforming of unfinished petroleum derivatives.

(b) "Leaking component" shall mean any source which has a VOC concentration exceeding 10,000
parts per million by volume w hen tested in the manner described in Section 335-3-6-.16(13).

These sourcesinclude, but are not limited to, pumping seds, compressor seals, seal oil degassing
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vents, pipeline valves, flanges and other connections pressure relief devices, process drains, and
open ended pipes. Excluded from these sources are valveswhich are not externally regulated.

(c) "Liquid service" shall mean equipment which processes, transfers, or contains a VOC or mixture
of VOCs in the liquid phase.

(d) "Gas service" shall mean equipment which processes, transfers, or contains a VOC or mixture of
VOCs in the gaseous phase.

(e) "Valves not externally regulated” shall mean valves tha have no external controls, such asin-line
check valves.

(f) "Refinery unit" shall mean a set of components which are a part of a basic process operation, such
as, distillation, hydrotreating, cracking or reforming of hydrocarbons.

This Rule appliesto all petroleum refineries.

The owner or operator of a petroleum refinery complex subject to thisregulation shall develop and conduct
a monitoring program consistent with paragraphs (7) through (14) inclusive.

The owner or operator of a petroleum refinery complex, upon detection of aleaking component, which has
aVOC concentration exceeding 10,000 parts per million by volume w hen tested in the manner described in
subparagraph (13) of this Rule, shall:

(a) include the leaking component on a written list of scheduled repairswithin twenty-four (24)
hours; and,
(b) repair and retest the component within fifteen (15) days unless the leaking component cannot be

repaired until theunit isshutdown for turnaround.

Except for safety pressure relief valves, no owner or operator of a petroleum refinery shall install a valve at
the end of a pipe or linecontaining VOCs unless thepipe or line is seded with a sscond valve, ablind
flange, aplug, or acap. The sealing device may be removed only when the lineisin use (i.e, when a
sample is being taken).

No ow ner or operator of a petroleum refinery shall operate a pipeline valve or pressure relief valvein
gaseous VOC service unlessit is marked in some manner that will be readily obvious to both refinery
personnel performing monitoring and the Director.

The owner or operator of a petroleum refinery shall maintain a leaking components monitoring log which
shall contain, at a minimum, the following data:

(a) the name of the process unit where the component is located.
(b) the type of component (e.g., valve, seal).

(c) the tag number of the component.

(d) the date on which aleaking component is discovered.

(e) the date on which a leaking component is repaired.
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(8)

(9)

(10)

(11)

(12)

)
(9)
(h)

the date and instrument reading of the recheck procedure after a leaking component is repared.
A record of the calibration of the monitoring instrument.
Those |eaks that cannot berepaired until turnaround.

(i) The total number of components checked and the total number of componentsfound
leaking.

Copies of the monitoring log shall beretained by the owner or operator for aminimum of 2 years after the
date on which the record was made or the report prepared.

Copies of the monitoring log shall immediately be made available to the Director, upon verbal or written
request, at any reasonable requ est.

The ow ner or operator of apetroleum refinery, upon the completion of each yearly and/or quarterly
monitoring procedure, shall:

(a

(b)

Submit areport to the Director by the 15th day, of January, April, July, and October that lists all
leaking components that were located during the previous three calendar months but not repaired
within 15 days, all leaking components awaiting unit turnar ound, the total number of components
inspected and the total number of componentsfound leaking.

Submit a signed statement with the report attesting to the fact that, with the exception of those
leaking components listed in Paragraph 335-3-6-.42(10)(a) all monitoring and repairs were
performed as gipulated inthemonitoring program.

The Director, upon written notice, may modify the monitoring, recordkeeping and reporting requirements.

The owner or operator of a petroleum refinery subject to thisregulation shall conduct a monitoring
program consistent with the following provisions:

(a)

(b)

(c)
(d)

monitor yearly by the methods referenced in Section 335-3-6-.37(13), all
(1) pump seals;

(2) pipelinevalvesin liquid rvice; and

(3) process drains.

Monitor quarterly by the methods referenced in Section 335-3-6-.16(13), all

(1) compressor seals;
(2) pipelinevalves in gaseous service; and
(3) pressure relief valves in gaseous srvice.

Monitor w eekly by visual methods all pump seals;

Monitor immediatdy any pump seal from which liquids are observed dripping;
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(e) Monitor any relief valvewithin twenty-four (24) hours after it hasvented to the atmosphere; and
(f) Monitor immediatdy after repair any component that wasfound leaking.

(13) Pressure relief devices which are connected to an operating flare header, vapor recovery device,
inaccess ble valves, storage tank valves, and valves that are not externally regulated are exempt from the
monitoring requirements in Section 335-3-6-.42(12).

(14) The owner or operator of a petroleum refinery, upon the detection of aleaking component, shall affix a
weatherproof and readily visible tag, bearing an identification number and the date the leak is located, to
the leaking component. Thistag shall remain in place until the leaking component is repaired.

Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: June 9, 1987.

Amended:

THISISTHE FEDERALLY APPROVED REGULATION AS OF JUNE 06, 1997.

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30,1996 JUN 06, 1997 62 FR 30991

335-3-6-.43 Graphic Arts
(1) For the purpose of thisRule, thefollowing definitions apply:

(a) "Packaging rotogravure printing" shall mean printing upon paper, paper board, metal foil, plastic
film, and other substrates, which are, in subsequent operations, formed into containers and labels
for articles to be sold.

(b) "Publication rotogravure printing" shall mean printing upon paper which is subsequently formed
into books, magazines, catalogues, brochures, directories, newspaper supplements, and other types
of printed materials.

(c) "Flexographic printing" shall mean the application of words, designs and pictures to a substrate by
means of aroll printing technique in which both the patern to be applied is raised above the
printing roll and the image carrier is made of rubber or other elastometric material.

(d) "Roll printing" shdl mean the gpplication of words, designs and pictures to a substrate usually by
means of a series hard rubber or steel rolls each with only partial coverage.

(e) "Rotogravure printing" shall mean the application of words, designs and pictures to a substrate by
means of aroll printing technique which involves an intaglio or recessed image areas in the form
of cells.

(2) This Rule will apply to packaging rotogravure, printing rotogravure, and flexograp hic printing facilities.
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(3) No ow ner or operator of a packaging rotogravure, printing rotogravure or flexographic printing facility
subject to this Rule and employing solvent containing ink may operate, cause, allow or permit the
operation of the facility unless:

(a) The volatile fraction of ink, asit isapplied to the substrate, contains twenty-five percent (25%) by
volume or less of organic solvent and seventy-five percent (75%) by volume or more of water;

(b) the facility prints with ink which contains sixty percent (60%) by volume or more nonvolatile
material; or,

(c) The ow ner or operator installs and operates:
1. A carbon adsorption system which reduces thevolatile organic emissions from the

capture sy stem by at least ninety percent (90%) by weight;

2. Anincineration system which oxidizesat leag ninety percent (90%) of the nonmethane
VOCs (VOC measured as total combustible carbon) to carbon dioxide and water; or,

3. An aternative VO C emission reduction system demonstrated to have at least a ninety
percent (90%) reduction efficiency, measured across the control system, that has been
approved by the Director.

4. A capture system must be used in conjunction with the emission control systemsin
Paragraph 335-3-6.43(3)(c). The design and operation of a capture system must be
consistent with good engineering practice, and shall be required to provide for an overall
reduction in VOC emissions of at |east:

(a) a seventy-five percent (75%) where a publication rotogravure process is employed,;
(b) sixty-five percent (65%) where a packaging rotogravure process is employed; or,
(c) sixty percent (60%) where aflexographic printing process is employed.

Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062

335-3-6-.44 Petroleum Liquid Storage in External Floating Roof Tanks
(1) For the purpose of thisRule, thefollowing definitions apply:
(a) "Condensate" shall mean hydrocarbon liquid separ ated from natural gas which condenses due to
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(2

©)

(b)

(c)

(d)

(e)

()

(9)

(h)

changes in the tem perature and/or pressure and remains liquid at standard conditions.

"Crude oil" shall mean a naturally occurring mixture which consists of hydrocarbons and sulfur,
nitrogen and/or oxygen derivatives of hydrocarbons which isaliquid in the reservoir at standard
conditions.

"Custody transfer" shall mean the transfer of produced crude oil and /or condensate, after
processing and/or treating in the producing operations, from storage tanks or automatic transfer
facilities to pipelines or any other forms of transportation.

"External floating roof" shall mean a storage vessel cover i an open top tank consisting of a
double deck or pontoon single deck which rests upon and is supported by the petroleum liquid
being contained and is equipped with a closure seal or sealsto closethe space between the roof
edge and tank wall.

"Liquid-mounted seal" shall mean a primary seal mounted in continuous contact with the liquid
between the tank wall and the floating roof around thecircumference of the tank.

"Petroleum liquids" mean crude oil, condensate, and any finished or intermediate products
manufactured or extracted in a petroleum refinery.

"Vapor-mounted seal" shall mean any primary sed mounted continuously around the
circumference of the tank. T he annular vapor space is bounded by the bottom of the primary seal,
the tank wall, the liquid surface, and the floating roof.

"Volatile Organic Compound (VOC)" shall mean any organic compound, excluding methane,
ethane, 1,1,1 trichloroethane, methylene chloride, trichlorofluoromethane,
dichlorodifluoromethane, chlorodifluoromethane, trifluoromethane, dichlorotetrafluoroethane,
chloropentafluoromethane, and trichlorotrifluoroethane, with a true vapor pressure of 1.5 per
square inch per square inch absolute or greater (78 mmH g) under storage conditions.

(i) "Waxy, heavy pour crudeoil" shal mean a crudeoil with a pour point of 10 °C (50°F) or
higher as determined by the American Society of Testing Materials Standard D 97-66,
"Test for Pour Point of Petroleum Oils".

This Rule shdl apply to all petroleum liquid storage vessels equipped with external floating roofs, having
capacities greater than 151, 146 liters (40,000 gallons).

This Rule doesnot apply to petroleum liquid storage vessels which:

(@
(b)

(c)
(d)

are used to store waxy, heavy pour crude oil;

have capacities less than 1,601,224 liters (423,000 gallons) and are used to store produced crude
oil and condensate prior to custody transfer;

contain a petroleum liquid with a true vapor pressure of less than 10.5 kilo Pascals (1.5 psia);
contain a petroleum liquid with a true vapor pressure less than 27.6 kilo Pascals (4.0 psia); and,
1. are of welded construction; and,

2. presently possess a metallic-type shoe seal, aliquid- mounted foam seal, a
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(4)

(%)

(e)

liquid-mounted liquid filled type seal, or other closure device of demonstrated
equivalence approved by the Director; or,

are of welded construction, equipped with a metallic-type shoe primary seal and has a secondary
seal from the top of the shoe seal to the tank wall (shoe-mounted secondary seal).

No ow ner or operator of a petroleum liquid storage vessel subject to this Rule shall store a petroleum liquid
in that vessel unless:

(a

(b)

(c)

(d)

(e)

)

the vessd has been fitted with:

1. a continuous secondary seal extending from the floating roof to the tank wall
(rim-mounted secondary seal); or

2. a closureor other device which controls VOC emissionswith an effectiveness equal to or
greater than a seal required under subparagraph (4)(a)1 of this paragraph. as approved by
the Director.

All seal closure devices meet the following requirements:

1. there are no visible holes, tears, or other openingsin the seal(s) or seal fabric;

2. the seal(s) are intact and uniformly in place around the circumference of the floating roof
between the floating roof and tank wall; and,

3. for vapor mounted seals, the area of accumulated gaps between the secondary seal and
the tank wall are determined by the methodin Rule 335-3-6-.37(8)(¢), and shall not
exceed 21.2 square centimeters per meter of tank diameter (1.0 square inch per foot of
tank diameter)

All openingsin the external floating roof, except for automatic bleeder vents, rim speace vents, and
leg sleeves, are:

1. equipped with covers, seals, or lids in the closed position except when the openings are in
actual use; and,

2. equipped with projectionsinto the tank which remain below the liquid surface.

Automatic bleeder ventsare closed at all times except when the roof is floated off or landed on the
roof leg supports;

Rim vents are set to open when the roof is being floated off the leg supports or at the
manufacturer's recommended setting; and,

Emergency roof drains are provided with slotted membrane fabric covers or equivalent covers
which cover at least ninety percent (90%) of the area of the opening.

The ow ner or operator of apetroleum liquid storage vessel with an external floating roof subject to this
Rule shall:

(a)

perform routine inspections semi-annually in order to insure compliance with paragraph (4) of this
Rule, and the inspections shall includea visual inspection of the secondary seal gap;
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(b) measure the sscondary seal gap annually in accordance with Rule 335-3-6-.37(8) when the
floating roof is equipped with a vgpor-mounted primary seal; and,

(c) maintain records of thethroughput quantitiesand types of volatile petroleum liquids stored.

(6) The ow ner or operator of apetroleum liquid storage vessel with an external floating roof not subject to this
Rule, but containing a petroleum liquid with a true vapor pressure greater than 7.0 kilo Pascals (1.0 psia),
shall maintain records of theaverage monthly sorage temperature, the type of liquid, throughput
guantities, and the maximum true vapor pressure for all petroleum liquids with a true vapor pressure
greater than 7.0 kilo Pascals.

(7) The owner or operator of a petroleum liquid storage vessel subject to this Rule shall submit to the Director,
as a minimum, an annual report detailing the results of routine monthly inspections, secondary seal gap
measurem ents, and the amounts and physical properties of stored liquids.

(8) Copies of all recordsand reportsunder paragraphs(5), (6), and (7) of this Rule shall be retained by the
owner or operator for a minimum of two (2) years after the date on which the record was made or the
report submitted.

Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.45 Large Petroleum Dry Cleaners

(1) Except as otherwise requires by the context, terms used in this Rule are defined in Rule 335-3-1-
.02 or in this Section, as follows:

(a) "Cartridge Filter" means perforated canigers containing filtration paper and/or activaed carbon
that are used in apressurized system to remove solid particles and fugitive dyes from soil-laden
solvent.

(b) "Containers and Conveyors of Solvent" means piping, ductwork, pumps, storage tanks, and other

ancillary equipment that are associated with the installation and operation of washers, dry ers,
filters, stills, and settling tanks.

(c) "Dry Cleaning" means a process for the cleaning of textiles and fabric products in which articles
arewashed in anonaqueous ol ution (solvent) and then dried by exposureto aheated air stream.

(d) "Perceptible Leaks" meansorganic material produced by petroleum distillation comprising a
hydrocarbon range of 8 to 12 carbon atoms per organic molecule that exists asa liquid under

standard conditions.
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(2)

©)

(4)

(e

Applicability.

"Solvent Recovery Dryer" means a class of dry cleaning dryers that employs a condenser to
liquify and recover solvent vapors evaporated in a closed-loop. recirculating stream of heated air.

This Rule shdl apply to petroleum solvent washers, dryers solventfilters, setling tanks, vacuum stills, and
other containers and conveyors of petroleum solvent dry cleaning facilities that consume 123,026 liters
(32,500 gallons) or more of petroleum solvent annually.

Standards.

(a

(b)

(c)

Each owner or operator of a petroleum solvent dry cleaning dryer shall either:

1.

limit VOC emissions to the atm osphere to 3.5 kilograms (7.7 1bs) of volatile organic
compounds per 1000 kilograms (220 Ibs) dry weight of articles dry cleaned; or

install and operate a solvent recovery dryerin a manner such that the dryer remains
closed and the recovery phase continuesuntil afinal recovered solvent flow rae of 50
milliliters(1.7 o0z) per minute is atained.

Each owner or operator of a petroleum solvent filtration system shall either:

reduce the volatile organic compound content in all filtration wastes to 1.0 kilogram (2.2
Ibs) or less per 100 kilograms (220 Ibs) dry weight of articles dry cleaned, before
disposal, nd exposure to the atmosphere, or

install and operate a cartridge filtration system, and drain the filter cartridgesin their
sealed housings for 8 hours or more before their removal.

each owner or operator shall repair all petroleum solvent vapor and liquid leakswithin 3 working
days after identifying the sourcesof the leaks. If necessary repair parts are not on hand, the owner
or operator shall order these parts within 3 working days, and repair the |leaksno later than 3
working days following the arrival of the necessary parts.

Testing and Monitoring.

(a)

To bein compliance with subparagraph (3)(a)1. of this Rule the ow ner or operator shall:

1.

Calculate. record, and report to the Director the weight of volatile organic compounds
vented from the dryer emission control device calculated by using EPA Reference Test
(40 CFR 60) Methods 1,2, and 25A, with the following specification:

)] field cdibration of the flame ionization analyzer with propane
standards;
(i) laboratory determination of the ratio of the flame ionization analyzer response to

agiven parts per million by volume concentration of the volatile organic
compounds to be measured; and

(iii)determination of the weight of volatile organic compounds vented to the atmosphere
by:

) the multiplication of the ratio determined in subparagraph (a)1.(ii) by the
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(b)

(©)

(d)

(e

measured concentration of volatile organic compound gas (as propane) as
indicated by the flame ionization analyzer response output record;

) the conv ersion of the parts per million by volume calculated in
subparagraph (4)(a)1.(iii)(1) into a mass concentration value for the
volatile organic compounds present; and

() multiply the mass concentration value calculaed in Subdivision 335-3-
6-.45(a)1.(iii)(11) by the exhaust flow rate determined by using EPA
Reference Tes Methods 1 and 2;

2. calculate, record, and report to the Director the dry weight of articles dry cleaned; and

3. repeat subparagraphs (4)(a)1. and 2. of thisRule for normal operating conditions that
encompass at least 30 dryer loads, which total not lessthan 1,800 kg dry weight, and
represent anormal range of variations in fabrics, solvents, load w eights, temperatures,
flow rates, and process deviations.

To determine compliance with subparagraph (3)(a)2. of this Rule, the ow ner or operator shall
verify that the flow rate of recovered solvent from the solvent recovery dryer atthe termination of
the recovery phase is no greater than 50 milliliters (1.7 oz) per minute. This one-time procedure
shall be conducted for aduration of no less than two weeks during which no lessthan 50 percent
of the dryer loads shall be monitored for their final recovered solvent flow rate. The suggested
point for measuring the flow rate of recovered solvent is from the solvent-water separator. Near
the end of the recovery cycle, the flow of recovered solvent should be diverted to a graduated
cylinder. The cycle should continue until the minimum flow of solvent is 50 milliliters (1.7 0z)
per minute. The type of articles deaned and the total length of the cycle should then be recorded.

To bein compliance with subparagraph (3)(b)1 of this Rule. the owner or operator shall.

1. Calculate, record, and report to the Director the weight of vol atile organic compounds
contained in each of at least five 1.0 kilogram (2.2 Ibs) samples of filtration w aste
material taken at intervalsof at least 1 week by employing ASTM Method D3222-80
(Standard Teg Method for Gasoline Diluentin Used Gasoline Engine Oilsby
Distillation);

2. Calculate, record, and report to the Director the total dry weight of articles dry cleaned
during the intervals between removal of filtration waste samples, as well as the total mass
of filtration wage produced in the same period; and

3. Calculate, record, and report to the Director the weight of volatile organic compounds
contained in filtration waste material per 100 kilograms (220 Ibs) dry weight of articles
dry cleaned.

Compliance with Paragraph 335-3-6-.45(3)(c) requires that each owner or operator make weekly
inspections of washers, dryers, solvent filters, settling tanks, vacuum stills and all containers and

conveyors of petroleum solvent to identify perceptible volatile organic compound v apor or liquid
leaks.

To bein compliance with Section 335-3-6-.45(3) the owner or operator can use an equivalent test

procedure or method provided that this method or procedure hasbeen previously approved by the
Director.
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History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal

to EPA by EPA Register
Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30, 1996 JUN 06, 1997 62 FR 30991
335-3-6-.46 Aerospace Assembly and Component Coatings Operation.
(1) Except as otherwise requires by the context, terms used in this Rule 335-3-1-.02 or in this paragraph as
follows:

(a) "Adhesive Bonding Primer" means a coating applied in a very this film to aerospace metal
adhesive bond detail componentsfor corrodon inhibition and adheson.

(b) "Aerospace Component” meansthe fabricated part, assembly or parts of completed unit of any
aircraft, helicopter, missile, or gpace vehicle.

(c) "Aircraft” means any machine designed to travel through the air, without leaving the earth's
atmosphere, whether heavier or lighter than air, including airplanes, balloons, dirigibles,
helicopters, and missiles.

(d) "Air Assiged Airless Applicaion Method" means amethod of coating application in which the
coating is atomized in afanshaped pattern through an airless fluid nozzle and atomization is
assisted by pressurized air cap.

(e) "Electric or Radiation Effect Coating" means electrically conductive coatings and radiation effect
coatings, the uses of which include prevention of radar detection.

(f) "Fuel Tank Coating" means a coating applied to the interior of fuel tank of an aircraft to protect it
from corrosion.

(9) "Maskant for Chemical Processing" means a coating applied directly to an aerospace component

(h)

(i)

)

to protect surface areas when chemical milling, anodizing, aging, bonding, plating, etching, and/or
other chemical surface operations of the component.

"Pretreatment Coating" means a coating which contains a small quantity of acid to provide surface
etching, applied directly to metal surfaces to provide corroson resistance, adhesion and ease of

stripping.

"Primer" means acoating usually applied directly to an aerospace component for purposes of
corrosion prevention, protection from the environment, functional fluid resistance, and adheson
of subsequent coatings.

"Stripper' means a volatile liquid applied to remove temporary protective coating, maskant for
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(2)

(3

(4)

chemical processing, paint and paint residue.

(k) "Temporary Protective Coating” means a coating applied to an aerospace component to protect it
from mechanical and environmental damage during manufacturing.

0) "Topcoat" means a coating applied over a primer, or directly to the aerosgpace component for
purposes such as appearance, identification, or protection.

(m) "Transfer Efficiency” means the ratio of the amount of coating solids deposited onto the surface of
the coated part to the total amount of coating solidsused.

This Rule shall apply to all facilitieswhich have the potential to emit more than 90.7 Mg (1000 tons) per
year of VOC from the application of primers, topcoats, or other protective coatings to aerospace
components.

Aerospace component or aircraft surface coating containing V OC shall be applied using air assisted airless
application method or methodswith equivalent or better trander efficiency.

No ow ner or operator of an aircraft coating facility subject to thisrule shall cause, allow or permit:
(a) the application of primers to aerospace components on any aircraft, except those that use
phosphate ester as a hydraulic fluid, that exceed 350 grams of VOC per liter (2.9 Ib/gal) of primer,

less water, as applied;

(b) the application of primer to aerospace components of any aircraft that uses phosphate ester as a
hydraulic fluid, unless:

1. the VOC content of the primer is no more than 350 grams per liter (2.9 Ib/gal) per
primer,less water, as applied; or

2. the VOC content of the primer is no more than 650 grams per liter (5.4 Ib/gal) per
primer, less water, as applied and such owner or operator is participating in a compliance
program as required in Rule 335-3-6-.36 to enable the use of primerswith a VOC content
of no more than 350 grams per liter (2.9 Ib/gal) per primer,less w ater, as applied;

(c) the use of VOC contaning materials which havea composite vapor pressure of 45 mm Hg (0.87
psia), or greater, at 20°C (68°F) for surface preparation or cleanup, excluding coating sripping;

(d) the use of other than closed containers for disposal of cloth or paper used for surface preparation
cleanup and paintremoval which are impregnated with solvent containing VOC;

(e) the use of VOC containing materialsfor the cleanup of spray equipment used in aerospace
component coating operations unless:

1. 85 percent of the VOC are collected and propery disposed of, such that they are not
emitted to the atmosphere; or

2. the cleanup materialscontain 15 percent or less, by weight, VOC,;
(f) and the use of stripper which contains more than 400 grams per liter of VOC (3.3 Ib/gal), or has a

composite VOC vapor pressure of more than 9.5 mm Hg (0.18 psia) at 20°C (68°F).
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(6)

Author:

The provisionsof Sections 335-3-6-.46(3) and (4) shall not apply to coatings with sparate formulations
that are used in volumes of less than 76 liters (20 gallons) per year.

Determination of VOC content of Aircraft Surface Coatings shall be made as applied, through Method 24
of 40 CFR 60, A ppendix A.

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History:

Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal

to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30,1996 JUN 06, 1997 62 FR 30991

335-3-6-.47 Leaks From Coke By-Product Recovery Plant Equipment.

(€]

Except as otherwise requires by the context, terms used in this Rule 335-3-1-.02 or in this Section as
follows:

(a) "Closed Vent Sygem" means a system that isnot open to the atmosphere and that is composed of
piping, connections, and if necessary, flow indicaing devices that transport gas or vapor from a
piece or pieces of equipment to a control device.

(b) "Coke By-Product Recovery Plant" means any facility engaged in the separation and recovery of
various fractions from coke oven gas, including tar pitch, ammonium sulfate, naphthal ene, and
light oil.

(c) "Connector' meansflanged, screwed, welded, or other joined fittings used to connect two

pipelines or a pipe line and a piece of process equipment.

(d) "Conservation V ent" means a pressure vacuum valve installed on a naphthalene separation unit
cover that prevents the release of vapors during small changes in temperatures, barometric
pressure, or liquid level.

(e) "Control Device" means an enclosed combustion device, vapor recovery system or flare

(f) "Equipment” means each pump, valve, pressure relief valve, sampling connection, open ended
valve, and flange or connectorin VOC service.

(9) "First Attempt At Repair" means taking rapid action for the purpose of stopping or reducing
leakage of organic material to atmosphere using best practices.

(h) "In Gas Service" means that the piece of equipment contains process fluid that isin the gaseous
state at operating conditions,
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(i)

()

Q)
0

(m)

(n)

(0)

(p)

()

"In Light Liquid Service" means that the piece of equipment contains or contacts a process fluid
that is aliquid at operating conditions, one or more components having a vapor pressure greater
than 0.3 kPa at 20°C (0,04 psiaat 68°F), and the total concentration of the pure compo nents,
having a vapor pressure greater than 0.3 kPa at 20°C, is equal to or greater than 20 percent by
weight.

"In Vacuum Service" means that equipment is operating at an internal pressure which is at least 5
kPa (0.73 psia) below ambient presaure.

"In VOC Service" means that the piece of equipment contains or contacts VOC.

"Naphthalene Separation Unit" means that the settling tank and associated equipment used in the
recovery of naphthalene from the final cooler aqueous effluent.

"Open Ended Valve" means any vdve, except pressurerelief devices, having one side of the valve
in contact with process fluid and one side open to the atmosphere, either directly or through open
piping.

"Pressure Release" means the emission of materials resulting from system pressure being greater

than set pressure of the pressure rdief device.

"Quarter" means the following three-month periods: January through March, April through June,
July through September, and O ctober through Decem ber.

"Reference Method 21" shall mean Reference Method 21 of Appendix A of 40 CFR 60, or the
same as may be amended or revised.

"Repaired" means that equipment isadjusted, or otherwise altered, in order to eliminate a leak as
indicated by one of the following: an instrument reading of 10,000 ppm or greater, indication of
liquidsdripping, or indication by a sensor that a seal or barrier fluid system has failed.

The provisions of this Rule shall apply to all equipment in VOC service in a Cok e By-Product Recovery

Plant.

General Requirements.

(a)

(b)

(c)

(d)

Owners or operators of coke by-product recovery plantsshall demonstrate compliance with the
requirementsof paragraphs(4) to (7) of thisRule. Compliance will be determined by review of
records and reports, and inspection using the methods and procedures specified in Reference
Method 21.

Equipment that is in vacuum service shdl be controlled by meansof a closed vent system, or
determined to achieve emission limitation at least equivalent to the
requirements of paragraphs (4) to (7).

Each component subject to therequirementsof thisparagraph shall be marked with weatherproof
tags that will be readily obvious to both plant personnel and the Director, and have an
identification number.

Any component in VOC servicethat appears to be leaking on the basis of sght, smell, or sound,
shall be repaired with an initial attempt as soon as possible and final repair within 15 calendar

days.
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(4) Pumpsin Light Service.

(a) Each pump in lightliquid service shdl be monitored each calendar quarter to detect |eaksby the
methods specified in Reference Method 21.

(b) Each pump in light liquid shall be checked by visual inspection each calendar week for indications
of liquids dripping from the pump seal.

(c) If an instrument reading of 10,000 ppm or greater is measured, or if there areindications of
liquidsdripping from the pump seal, aleak isdetected.

(d) When aleak is detected, it shall be repaired as soon as practicable, but no laer than 15 calendar
days after itis detected, except as provided in paragraph (8) of this Rule.

(5) Valvesin Gas and Light Liquid Service

(a) Each valvein gas and lightliquid srvice shdl be monitored each calendar quarter to detect |eaks
by the methods specified in Reference Method 21, except as provided in subparagraph (d) of this
paragraph.

(b) If an instrument reading 10,000 ppm or greater is measured, aleak is detected.

(c) When aleak is detected, it shall be repaired as soon as practicable, but no laer than 15 calendar

days after the leak is detected.
(d) Valvesin gasand lightliquid service may be exempted from this paragraph provided:

1. An owner or operator demonstrates that avalve cannot be monitored without elevating
the monitoring personnel more than 2 meters aove a support surface.

2. A valve has no external actuating mechanism in contact with the process fluid.
(6) Pressure Relief Valves in Gas Service.
(a) Each pressurerelief valve in gasserviceshall bemonitored each calendar quarter to detect leaks

by the methods specified in Reference Method 21.
(b) If an instrument reading 10,000 ppm or greater is measured, aleak is detected.

(c) When aleak is detected, it shall be repaired as soon as practicable, but no laer than 15 calendar
days after the leak is detected.

(7) Open Ended Valves.

(a) Each open ended valve shall be equipped with a cap, blind flange, plug, or a second valve, except
during operations requiring fluid flow through the open ended valve.

(b) Each open ended valve equipped with a second valve shdl be operaed in a manner that the valve
on the process fluidend is closed before the second valveis closed.

(c) Open ended valves which serve asa sampling connection shall be equipped with a closed purge
system or closed vent system such that:
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(8)

9)

10.

1. purged process fluid be returned to the process line with zero V OC emissions to
atmosphere, or

2. collect and recycle the purged process fluid with zero VOC emissions to atmosphere.

Delay of Repair.

(a)

(b)

(c)

Delay of repair of equipment for which leak s have been detected will be allowed if repair is
technically infeasible without process unit shutdown. Repair of this equipment shall occur before
the end of the next process unit shutdow n.

Delay of repair of equipment will be allowed for equipment which isisolated from the processand
which does not remain in VOC service.

Delay of repair of equipment will be allowed if the owner or operator demonstrates that emissions
of purged material resulting from immediate repair are greater than the fugitive emissionslikely to
result from delay of repair, and when repair procedures are effected, the purged material is
collected and destroyed or recovered in a control device or collected and recycled with zero
emissions to atmosphere.

Naphthalene Separation U nit Emissions.

(a)

(b)

Each owner or operator of any open settling tank used in the separation of naphthalene from final
cooler aqueous effluent shall enclose and seal the tank to contain VOC emissions. The cover may
include the following items of equipment:

1. avent equipped with a water leg seal or a conservéation vent; and

2. an access hatch which is equipped with a gasket.

The cover may be removed when required by processoperations but must be replaced at the
completion of operations.

Recordkeeping Requirements.

(a)

Owners or operators of coke by-product recovery plants shall maintain monitoring records for all
components subject to the requirements of this Rule. This log shall contain at a minimum the
following data:

1. the type of component;

2. the location of the com ponent;

3. the identification number of the component;

4. the date on which a leaking component is discovered, initial repair attempter, and the

component is repaired;

5. the date and instrument reading of the recheck monitoring after aleaking component is
repaired;
6. arecord of the calibration of the monitoring instrument; and
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7. the identification of components awaiting repair according to paragraph (8) of this Rule.

(b) Copies of the monitoring log shall be retained by the owner or operator for a minimum of 2 years
after the date on which the report prepared.

(c) Copies of the monitoring log shall immediately be made available to the Director or his
representative upon verbal or written request, at any reasonable time.

(11) Reporting Requirements.

Owners or operators of coke by-product recovery plants shall submit reports for each calendar quarter to
the Director listing the following data:

(a) the totd number of componentsinspected,;

(b) the totd number of componentsfound leaking; and

(c) the totd number of componentsawaiting repair per dday of repar providons of paragraph (8) of
this Rule.

(12) The Director, upon written notice, may modify the monitoring, recordkeeping and reporting requirements.

Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.48 Emissions From Coke By-Product Recovery Plant Coke Oven Gas Bleeder.

(1) For the purpose of thisRule, all terms not defined heran shall have the meaning given to them in Section
335-3-6-.47(1) or in Rule 335-3-1-.02, and for the following term the specific definition given shdl apply:

(a) "Coke Oven Gas Bleeder" means that piece of equipment which vents surplus coke oven gas (gas
not consumed in the process or supplied to other sources) directly to the atmosphere.

(2) owners or operators of coke by-product recovery plants shall equip each coke gas bleeder with a d osed
vent system capable of capturing and transporting excess gasto a control device. All coke oven gasfrom
the closed vent system shall be passed through the said control devicewhich removes at least 95 percent of
the VOC from such gas before it is discharged to the atmosphere.

(3) Owners or operators of control devices used to comply with this Rule shall monitor these control devices to
ensure that they are operated and maintained in conformance with their design specifications.
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(4)

(%)

Author:

Closed vent systems shall be monitored to determine compliance with no detectable emissions, as indicated
by an instrument reading of less than 500 ppm above background,a nd, by visual inspections quarterly and
at other times requested by the Director.

Control devices used to comply with the provisions of this Rule shall be operated at all times when
emissions may be vented to them from the closed vent systems.

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,

22-22A-
: Effective date: June 9, 1987.

History

5, 22-22A-5, 22-22A-6, and 22-22A-8.

Amended:

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062
1st Revison OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.49 Manufacture of Laminated Countertops.

(€]

(2)

(3

(4)

Except as otherwise required by the context, terms used in this Rule are defined in Rule 335-3-1-.02 or in
this Section as follows:

(a) "Adhesive" means any substance that is capable of bonding surface together by attachment.
(b) "Adhesive Application Sysgem" means all operationsand equipment which goplies, conveys, and

dries an adhesive, including, but not limited to, spray booths, flow coaters, flash off area, air
dryers, and ov ens.

(c) "Elastometric Adhesive" means any adhesive containing natural or synthetic rubber.
(d) "Flash-off Area" means the space between the application are and the oven.
(e) "Lamination of Countertops' means the bonding of a decorative material such asvinyl, plastic, or

linoleum, to particle board, composition board, plywood, or other similar materials to manufacture
a cabinet or countertop using an adhesive.

This Rule shall apply to all facilitieswhich have the potential to emit more than 90.7 Mg (100 tons) per
year of VOCs from the manufacture of counter and cabinet tops by bonding decorative laminates to wood,
particle board, com position board, or similar materials.

No owner or operator of afacility manufacturing laminated countertops subject to this Rule may cause,
allow or permit the discharge into the atmosphere in excess of 0.06 kilogram of VOC per liter (0.5 Ib/gal)
of adhesve, excluding water, as delivered to the adhesveapplication sysem.

Compliance with this Rule shall be demonstrated viacertification by the adhesive manufacturer as to the

composition of the adhesive, if supported by actual batch formulation records. Sufficient data to determine
as-applied formulation is different from the as-purchased adhesive.
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Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.

History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg OCT 31, 1989 MAR 19, 1990 55 FR 10062

335-3-6-.50 Paint Manufacture.

(1) Except as otherwise requires by the context, terms used in this Rule 335-3-1-.02 or in this paragraph as
follows:
(a) "Bottom filling" shall mean the filling of atank truck or stationary storage tank through an

openingtha is flush with the tank bottom.

(b) "Conservation V ents" means a pressure vacuum valve installed on a naphthalene separation unit
cover that prevents the release of vapors during small changes in temperatures, barometric
pressure, or liquid level.

(c) "Enamel" means a glossy paint that forms a smooth hard coat after application and drying.

(d) "Equipment" means each pump, valve, pressure relief valve, sampling connection, open ended
valve, and flange or connectorin VOC service.

(e) "In VOC Service" means that the piece of equipment contains or contacts a fluid which is at lest
10% V OC by weight.

) "Paint" means aliquid suspension of finely divided pigment particles in aliquid composed of a
resin or binder and volatile solvent. Paint includes water based, solv ent based oil and alkyd paints.

(9) "Repaired” means that equipment is adjusted or otherwise altered in order to eliminate indications
of aleak.
(h) "Submerged Filling" means the filling of a tank through a pipe or hose whose discharge is under

the surface level if the liquid in the tank being filled.

(i) "Varnish" means a homogeneous solution of natural or synthetic resins, dyes, and oils dispersed in
organic solvents. The term varnish includes varnishes, resins, and lacquers.

(2) This Rule shall apply to all facilitieswhich have the potential to emit more than 90.7 Mg (100 tons) per
year of VOCs from the manufacture or processing of paints, varnishes, lacquers, enamels, and other allied
surface coating products.

(3) The owner or operator of a paint, varnish, lacquer, enamel, and other allied surface coatings manufacturing

or processing facility subject to this Rule shall meet the following equipment and operating requirements:
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(a

The ow ner or operator shall equip tanks storing V OC with vapor pressures greater than 10.0 kilo
Pascals (1.5 psia) at 20°C (68°F), except where a more effective air pollution control is used.
Stationary VOC storage containers with a capacity greater than 946 liters (250 gdlons) shall be
equipped with asubmerged-fill pipe or bottom fill, except where a more effective air pollution
control is used.

(b) The owner or operator shall install covers on all open-top tanks used for the production of non-V
coating producs. Thesecovers shall remain closed except when production, sampling,
maintenance or inspection procedures require operator access.

(c) The owner or operator shall install covers on dl tankscontaining VOC used for cleansng
equipment. These covers shdl remain closed except when operator access isrequired.

(d) The owner or operator shall operate and maintain all grinding mills according to the
manufacturer's specifications. T he manufacturer's specifications shall be kept on file at the facility
and made available to the director on request.

(e) The owner or operator shall check each pump required by visual inspection each ingection each
calendar week for indications of liquids dripping from the pump sed. If there are indications of
liquids dripping from the pump seal, it shall be repaired as oon as practicable, but no later than
15 calendar daysafter it is detected.

(f) If any equipmentin VOC service gpears to beleaking on the basis of sight, smell, or sound, the
following requirementsshall apply:

1. areadily visible identification shall beattached to the leaking equipment. The
identification may be removed upon repair.

2. the leaking equipment shall be repaired with an initial attempt assoon as practicable, but
no later than 15 calendar days after it isdetected.

3. when a leak isdetected, the owners or operators shall record the date of detection and
repair and the said record shall be retained at the facility in a readily accessiblelocation
for at least 2 y ears from the date of detection or each repair attempt.

(4) All gasesor vapors from varnish cooking (resin reactor) operations shall be collected and passed through a

control device which remov es at least 85 percent of the VOC from such gases or vapors before they are
discharged to the atmosphere.

Author:

Statutory Authority: Code of Alabama 1975, Secs. 22-28-14,
22-22A-5, 22-22A-5, 22-22A-6, and 22-22A-8.
History: Effective date: June 9, 1987.

Amended:

Date Submitted  Date Approved Federal

to EPA

Original Reg

by EPA Register

OCT 31,1989 MAR 19,1990 55 FR 10062
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1st Revison OCT 30, 1996 JUN 06, 1997 62 FR 30991

335-3-6-.53 List of EPA Approved and Equivalent Test Methods and Procedures for the Purpose of Determining
VOC Emissions.

(1) Reference Method 1, "Sample and Velocity Traverses for Stationary Sources”, 40 CFR 60, Appendix A.

(2) Reference Method 1A, "Sample and Vdocity Traverses for Stationary Sourceswith Small Stacks or
Ducts', 40 CFR 60, Appendix A.

(3) Reference Method 2, "Determination of Stack Gas Vdocity and Volumetric Flow Rate (Type S Pitot
Tube)", 40 CFR 60, Appendix A.

(4) Reference Method 2A, "Direct Measurement of Gas Volume Through Pipes and Small Ducts", 40 CFR
60, Appendix A.

(5) Reference Method 2B, "Determination of Exhaust Gas Volume Flow Rate from Gasoline Vapor
Incineraors', 40 CFR 60, Appendix A.

(6) ReferenceMethod 2C, "D etermination of Stack GasV elocity and Volumetric How Ratefrom Small Stacks
or Ducts (Standard Pitot Tube)", 40 CFR 60, Appendix A.

(7) ReferenceMethod 2D, "M easurementof Gas Volume Flow Rates in Small Pipesand Ducts", 40 CFR 60,
Appendix A.

(8) Reference Method 3,"Gas Analysisfor CarbonDioxide, Oxygen, ExcessAir, and Dry M olecular Weight",
40 CFR 60, Appendix A.

(9) Reference Method 3A,"Determination of Oxygen and Carbon DioxideConcentrationsin Emissons From
Stationary Sources(Ingrumental Analyzer Procedure)’, 40 CFR 60, Appendix A.

(10) Reference Method 4, "Determination of Moisture Contentin Stack Gases', 40 CFR 60, Appendix A.

(11) Reference Method 18, "Determination of Gaseous Organic Compounds by Gas Chromatography", 40
CFR 60, Appendix A.

(12) ReferenceMethod 21, "Determination of Volatile Organic Compound Leaks",40 CFR 60, Appendix A.

(13) Reference Method 23, "Determination of Polychlorinated Dibenzo-p-dioxins and Polychlorinated
Dibenzofurans From Stationary Sources", 40 CFR 60, Appendix A.

(14) Reference Method 24, "Determination of Volatile Matter Content, Water Content, Density, Volume
Solids, and Weight Solids of Surface Coatings”, 40 CFR 60, Appendix A.

(15) Reference Method 24A , "Determination of Volatile M atter Content and Density of Printing Inks and
Relaed Coatings", 40 CFR 60, Appendix A.

(16) Reference Method 25, " Determination of Total GaseousNonmethane Organic Emissions as Carbon", 40
CFR 60 Appendix A.

(17) Reference Method 25A, "Determination of Total Gaseous Organic Concentrations Usng a Flame
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lonization Analyzer",40 CFR 60, Appendix A.

(18) Reference Method 25B, Determination of Total Gaseous Organic Concentration Using a Nondispersive
Infrared Analyzer", 40 CFR 60, Appendix A.

(19) Reference Method 27, "Determination of Vapor Tightness of Gasoline Delivery Tank Using Pressure-
Vacuum Test", 40 CFR 60, Appendix A.

Author:

Statutory Authority: Codeof Alabama 1975, §§22-28-14, 22-22A-5, 22-22A-6, and 22-22A-8.
History: Effective Date:

Amended: September 21, 1989; July 31, 1991.

Date Submitted  Date Approved Federal
to EPA by EPA Register

Original Reg JUL 5,1991 SEP 27,1991 58 FR 50262
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